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Air Pollution Control Operating Permit 
Administrative Amendment 

 
 
Permit Activity Number: BOP190006 Program Interest Number: 51611 
 

Mailing Address Plant Location 
JEFFREY MCCRANIE 
PLANT MANAGER 
GEORGIA PACIFIC GYPSUM LLC 
1101 S FRONT ST 
Camden, NJ   08103     

GEORGIA-PACIFIC GYPSUM LLC 
1101 S Front St 
Camden 
Camden County 

  
 
Initial Operating Permit Approval Date: July 28, 2005  

Operating Permit Approval Date: December 4, 2019 

Operating Permit Expiration Date:  July 27, 2020 
 
AUTHORITY AND APPLICABILITY 
 
The New Jersey Department of Environmental Protection (Department) approves and issues this Air Pollution Control 
Operating Permit under the authority of Chapter 106, P.L. 1967 (N.J.S.A. 26:2C-9.2).  This permit is issued in accordance 
with the air pollution control permit provisions promulgated at Title V of the Federal Clean Air Act, 40 CFR 70, Air 
Pollution Control Act codified at N.J.S.A. 26:2C and New Jersey State regulations promulgated at N.J.A.C. 7:27-22.   
 
The Department approves this operating permit based on the evaluation of the certified information provided in the permit 
application that all equipment and air pollution control devices regulated in this permit comply with all applicable State and 
Federal regulations.  The facility shall be operated in accordance with the conditions of this permit.  This operating permit 
supersedes any previous Air Pollution Control Operating Permits issued to this facility by the Department including any 
general operating permits, renewals, significant modifications, minor modifications, seven-day notice changes or 
administrative amendments to the permit.  
 
Changes made through this permit activity are provided in the Reason for Application. 
 
PERMIT SHIELD 
 
Equipment at the facility referenced by this modification is not covered by the permit shield, pursuant to the provisions of 
N.J.A.C. 7:27-22.17.   
 
COMPLIANCE SCHEDULES 
 
This operating permit does not include compliance schedules as part of the approved compliance plan. 
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COMPLIANCE CERTIFICATIONS AND DEVIATION REPORTS 
 
The permittee shall submit to the Department and to United States Environmental Protection Agency (US EPA) periodic 
compliance certifications, in accordance with N.J.A.C. 7:27-22.19. The annual compliance certification is due to the 
Department and EPA within 60 days after the end of each calendar year during which this permit was in effect.  Semi-annual 
deviation reports relating to compliance testing and monitoring are due to the Department within 30 days after the end of the 
semi-annual period.  The schedule and additional details for these submittals are available in Subject Item - FC, of the 
Facility Specific Requirements of this permit. 
 
ACCESSING PERMITS 
 
The facility’s current approved operating permit and any previously issued permits (e.g. superseded, expired, or terminated) 
are available for download in PDF format at: http://www.nj.gov/dep/aqpp. After accessing the website, click on “Approved 
Operating Permits” listed under “Reports” and then type in the Program Interest (PI) Number as instructed on the screen.  If 
needed, the RADIUS file for your permit, containing Facility Specific Requirements (Compliance Plan), Inventories and 
Compliance Schedules can be obtained by contacting the Helpline number given below. RADIUS software, instructions, and 
help are available at the Department's website at http://www.nj.gov/dep/aqpp.    
 
HELPLINE 
 
The Operating Permit Helpline is available for any questions at (609) 633-8248 from 9:00 AM to 4:00 PM Monday to Friday. 
 
RENEWING YOUR OPERATING PERMIT AND APPLICATION SHIELD 
 
The permittee is responsible for submitting a timely and administratively complete operating permit renewal application 
pursuant to N.J.A.C. 7:27-22.30.  Only applications which are timely and administratively complete are eligible for an 
application shield. The details on the contents of the renewal application, submittal schedule, and application shield are 
available in Section B - General Provisions and Authorities of this permit. 
 
COMPLIANCE ASSURANCE MONITORING 
 
Facilities that are subject to Compliance Assurance Monitoring (CAM), pursuant to 40 CFR 64, shall develop a CAM Plan 
for modified equipment as well as existing sources.  The rule and guidance on how to prepare a CAM Plan can be found at 
EPA’s website: https://www.epa.gov/air-emissions-monitoring-knowledge-base/compliance-assurance-monitoring. In 
addition, CAM Plans must be included as part of the permit renewal application.  Facilities that do not submit a CAM Plan 
may have their permit applications denied, pursuant to N.J.A.C. 7:27-22.3.  
 
ADMINISTRATIVE HEARING REQUEST 
 
If, in your judgment, the Department is imposing any unreasonable condition of approval, you may contest the Department’s 
decision and request an adjudicatory hearing pursuant to N.J.S.A. 52:14B-1 et seq. and N.J.A.C. 7:27-22.32(a).  All requests 
for an adjudicatory hearing must be received in writing by the Department within 20 calendar days of the date you receive 
this letter. The request must contain the information specified in N.J.A.C. 7:27-1.32 and the information on the  NJ04 - 
Administrative Hearing Request Checklist and Tracking Form available at https://www.state.nj.us/dep/aqpp/applying.html. 
 
If you have any questions regarding this permit approval, please call Adam Pagarigan at (609) 777-0595. 
 

Approved by: 

          
Art Lehberger 

 
Enclosure 
 
CC: Suilin Chan, United States Environmental Protection Agency, Region 2  
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Facility Name: GEORGIA-PACIFIC GYPSUM LLC 

Program Interest Number: 51611 
Permit Activity Number: BOP190006 

 
 

TABLE OF CONTENTS 
 

Section A POLLUTANT EMISSIONS SUMMARY 
 
Section B GENERAL PROVISIONS AND AUTHORITIES 
 
Section C STATE-ONLY APPLICABLE REQUIREMENTS 
 
Section D FACILITY SPECIFIC REQUIREMENTS AND INVENTORIES 
 

• FACILITY SPECIFIC REQUIREMENTS – PAGE INDEX 
• REASON FOR APPLICATION 
• FACILITY SPECIFIC REQUIREMENTS (COMPLIANCE PLAN) 
• COMPLIANCE SCHEDULES 
• ATTACHMENTS TO FACILITY SPECIFIC REQUIREMENTS  

o ATTACHMENT A 
• FACILITY PROFILE (ADMINISTRATIVE INFORMATION) 
• NON-SOURCE FUGITIVE EMISSIONS  
• INSIGNIFICANT SOURCE EMISSIONS  
• EQUIPMENT INVENTORY 
• EQUIPMENT DETAILS 
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• EMISSION POINT INVENTORY 
• EMISSION UNIT / BATCH PROCESS INVENTORY 
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Section A 
 

Facility Name: GEORGIA-PACIFIC GYPSUM LLC 
Program Interest Number: 51611 

Permit Activity Number: BOP190006 
 

POLLUTANT EMISSIONS SUMMARY 
 
Table 1: Total emissions from all Significant Source Operations1 at the facility. 

 
Facility’s Potential Emissions from all Significant Source Operations (tons per year) 

Source 
Categories 

VOC 
(total) 

NOx CO SO2 
TSP 

(total) 
PM10 
(total) 

PM2.5
2 

(total) 
Pb 

HAPs* 
(total) 

CO2e3 

Emission Units 
Summary 

28.3 63.7 62.9 16.9 50.3 37.6 36.9 0.003 0.017 

 
Batch Process 
Summary 

NA NA NA NA NA NA NA NA NA 

Group  
Summary 

NA NA NA NA NA NA NA NA NA 

Total  
Emissions 

28.3 63.7 62.9 16.9 50.3 37.6 36.9 0.003 0.017 135,571 

 
Table 2: Estimate of total emissions from all Insignificant Source Operations1 and total emissions from Non-Source 
Fugitives at the facility. 

 
Emissions from all Insignificant Source Operations and Non-Source Fugitive Emissions (tons per year) 

Source 
Categories 

VOC 
(total) 

NOx CO SO2 
TSP 

(total) 
PM10 
(total) 

PM2.5
2 

(total) 
Pb 

HAPs 
(total) 

Insignificant 
Source 
Operations 

0.379 4.34 1.92 0.024 0.683 0.608 0.608 NA NA 

Non-Source 
Fugitive 
Emissions4 

NA NA NA NA NA NA NA NA NA 

 
VOC: Volatile Organic Compounds 

 
TSP: Total Suspended Particulates 

 
PM2.5: Particulates under 2.5 microns 

NOx: Nitrogen Oxides Other: Any other air contaminant Pb: Lead 
CO: Carbon Monoxide regulated under the Federal CAA HAPs: Hazardous Air Pollutants 
SO2: Sulfur Dioxide PM10: Particulates under 10 microns CO2e: Carbon Dioxide equivalent 
N/A: Indicates the pollutant is not emitted or is emitted below the reporting threshold specified in N.J.A.C. 7:27-22, 
Appendix, Table A and N.J.A.C. 7:27-17.9(a). 

 
*Emissions of individual HAPs are provided in Table 3 on the next page. 
Emissions of “Other” air contaminants are provided in Table 4 on the next page. 

                                                           
1 Significant Source Operations and Insignificant Source Operations are defined at N.J.A.C. 7:27-22.1. 
2 PM2.5 has been included in air permitting rules as of December 9, 2017. Consequently, PM2.5 totals in this section 
may not be up to date. The Department is in the process of updating these limits during each permit modification, 
and the entire permit will be updated at the time of permit renewal.  
3 Total CO2e emissions for the facility that includes all Significant Source Operations (emission units, batch process, 
group) and Insignificant Source Operations. 
4 Non-Source Fugitive Emissions are defined at N.J.A.C. 7:27-22.1 and are included if the facility falls into one or 
more categories listed at N.J.A.C. 7:27-22.2(a)2. 
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Section A 
 

Facility Name: GEORGIA-PACIFIC GYPSUM LLC 
Program Interest Number: 51611 

Permit Activity Number: BOP190006 
 
 

POLLUTANT EMISSIONS SUMMARY 
 
Table 3: Summary of Hazardous Air Pollutants (HAP) Emissions from Significant Source Operations 5: 

 
HAP TPY 

Arsenic 0.001 

Polycyclic organic Matter 0.008 

Formaldehyde 0.005 

  

  

  

 

Table 4: Summary of “Other” air contaminants emissions from Significant Source Operations: 

 

Other Air Contaminant TPY 

NA  

  

  

  

  

  

 

                                                           
5 Do not sum the values below for the purpose of establishing a total HAP potential to emit. See previous page for 
the allowable total HAP emissions. 
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Section B 
 

Facility Name: GEORGIA-PACIFIC GYPSUM LLC 
Program Interest Number: 51611 

Permit Activity Number: BOP190006 
 
 

GENERAL PROVISIONS AND AUTHORITIES 
 
 
1. No permittee shall allow any air contaminant, including an air contaminant detectable by the sense of 

smell, to be present in the outdoor atmosphere in a quantity and duration which is, or tends to be, injurious 
to human health or welfare, animal or plant life or property, or which would unreasonably interfere with the 
enjoyment of life or property. This shall not include an air contaminant that occurs only in areas over which 
the permittee has exclusive use or occupancy. Requirements relative only to nuisance situations, including 
odors, are not considered federally enforceable.  [N.J.A.C. 7:27-22.16(g)8] 

 
2. Any deviation from operating permit requirements which results in a release of air contaminants shall be 

reported to the Department as follows: 
 

a. If the air contaminants are released in a quantity or concentration which poses a potential threat to 
public health, welfare or the environment or which might reasonably result in citizen complaints, the 
permittee shall report the release to the Department: 

 
i. Immediately on the Department hotline at 1-(877) 927-6337, pursuant to N.J.S.A. 26:2C-19(e); 

and 
 

ii. As part of the compliance certification required in N.J.A.C. 7:27-22.19(f).  However, if the 
deviation is identified through source emissions testing, it shall be reported through the source 
emissions testing and monitoring procedures at N.J.A.C. 7:27-22.18(e)3; or 

 
b. If the air contaminants are released in a quantity or concentration which poses no potential threat to 

public health, welfare or the environment and which will not likely result in citizen complaints, the 
permittee shall report the release to the Department as part of the compliance certification required in 
N.J.A.C. 7:27-22.19(f), except for deviations identified by source emissions testing reports, which 
shall be reported through the procedures at N.J.A.C. 7:27-22.18(e)3; or 

 
c. If the air contaminants are released in a quantity or concentration which poses no potential threat to 

public health, welfare or the environment and which will not likely result in citizen complaints, and the 
permittee intends to assert the affirmative defense afforded by N.J.A.C. 7:27-22.16(l), the violation 
shall be reported by 5:00 PM of the second full calendar day following the occurrence, or of becoming 
aware of the occurrence, consistent with N.J.A.C. 7:27-22.16(l). [N.J.A.C. 7:27-22.19(g)] 

 
3. The permittee shall comply with all conditions of the operating permit including the approved compliance 

plan.  Any non-compliance with a permit condition constitutes a violation of the New Jersey Air Pollution 
Control Act N.J.S.A. 26:2C-1 et seq., or the CAA, 42 U.S.C. §7401 et seq., or both, and is grounds for 
enforcement action; for termination, revocation and reissuance, or for modification of the operating permit; 
or for denial of an application for a renewal of the operating permit.  [N.J.A.C. 7:27-22.16(g)1] 

 
4. It shall not be a defense for the permittee in an enforcement action that it would have been necessary to halt 

or reduce the permitted activity in order to maintain compliance with the conditions of its operating permit.  
[N.J.A.C. 7:27-22.16(g)2] 

 
5. This operating permit may be modified, terminated, or revoked for cause by the EPA pursuant to 40 CFR 

70.7(g) and revoked or reopened and modified for cause by the Department pursuant to N.J.A.C. 7:27-
22.25.  [N.J.A.C. 7:27-22.16(g)3] 
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6. The permittee shall furnish to the Department, within a reasonable time, any information that the 

Department may request in writing to determine whether cause exists for modifying, revoking and 
reissuing, or terminating this operating permit; or to determine compliance with the operating permit.  
[N.J.A.C. 7:27-22.16(g)4] 

 
7. The filing of an application for a modification of an operating permit, or of a notice of planned changes or 

anticipated non-compliance, does not stay any operating permit condition.  [N.J.A.C. 7:27-22.16(g)5] 
 
8. The operating permit does not convey any property rights of any sort, or any exclusive privilege.  [N.J.A.C. 

7:27-22.16(g)6] 
 
9. Upon request, the permittee shall furnish to the Department copies of records required by the operating 

permit to be kept.  [N.J.A.C. 7:27-22.16(g)7] 
 
10. The Department and its authorized representatives shall have the right to enter and inspect any facility 

subject to N.J.A.C. 7:27-22, or portion thereof, pursuant to N.J.A.C. 7:27-1.31.  [N.J.A.C. 7:27-22.16(g)9] 
 
11. The permittee shall pay fees to the Department pursuant to N.J.A.C. 7:27.  [N.J.A.C. 7:27-22.16(g)10] 
 
12. Each permittee shall maintain records of all source emissions testing or monitoring performed at the facility 

and required by the operating permit in accordance with N.J.A.C. 7:27-22.19.  Records shall be maintained, 
for at least five years from the date of each sample, measurement, or report.  Each permittee shall maintain 
all other records required by this operating permit for a period of five years from the date each record is 
made.  At a minimum, source emission testing or monitoring records shall contain the information specified 
at N.J.A.C. 7:27-22.19(b).  [N.J.A.C. 7:27-22.19(a) and N.J.A.C. 7:27-22.19(b)] 

 
13. a.    For emergencies (as defined at 40 CFR 70.6(g)(1)) that result in non-compliance with any promulgated     

       federal technology-based standard such as NSPS, NESHAPS, or MACT, a federal affirmative defense    
       is available, pursuant to 40 CFR 70.  To assert a federal affirmative defense, the permittee must use the  
       procedures set forth in 40 CFR 70.  The affirmative defense provisions described below may not be  
       applied to any situation that caused the Facility to exceed any federally delegated regulation, including  
       but not limited to NSPS, NESHAP, or MACT. 

 
b. For situations other than those covered above, an affirmative defense is available for a violation of a 

provision or condition of the operating permit only if: 
 

i. The violation occurred as a result of an equipment malfunction, an equipment startup or 
shutdown, or during the performance of necessary equipment maintenance; and 

 
ii. The affirmative defense is asserted and established as required by N.J.S.A. 26:2C-19.1 

through 19.5 and any implementing rules. [N.J.A.C. 7:27-22.16(l)] 
 
14. Each permittee shall meet all requirements of the approved source emissions testing and monitoring 

protocol during the term of the operating permit.  Whenever the permittee makes a replacement, 
modification, change or repair of a certified CEMS or COMS that may significantly affect the ability of the 
system to accurately measure or record data, the permittee must recertify the CEMS or COMS in 
accordance with Section V.B. and Appendix E of Technical Manual 1005. The permittee is responsible for 
contacting the Emission Measurement Section to determine the need for recertification and/or to initiate the 
recertification process. The permittee is responsible for any downtime associated with the replacement, 
modification, change or repair of the CEMS or COMS. [N.J.A.C. 7:27-22.18(j)] 

 
15. Each owner and each operator of any facility, source operation, or activity to which this permit applies is 

responsible for ensuring compliance with all requirements of N.J.A.C. 7:27-22.  If the owner and operator 
are separate persons, or if there is more than one owner or operator, each owner and each operator is jointly 
and severally liable for any fees due under N.J.A.C. 7:27-22, and for any penalties for violation of N.J.A.C. 
7:27-22. [N.J.A.C. 7:27-22.3] 



 

Revised, 6/13/19  8 

 
16. In the event of a challenge to any part of this operating permit, all other parts of the permit shall continue to 

be valid. [N.J.A.C. 7:27-22.16(f)] 
 
17. Unless specifically exempted from permitting, temporary mobile equipment for short-term activities may 

be periodically used at major facilities, on site for up to 90 days if the requirements listed below, (a) 
through (h) are satisfied.  

 
a. The permittee will ensure that the temporary mobile equipment will not be installed permanently or 

used permanently on site. 
 

b. The permittee will ensure that the temporary mobile equipment will not circumvent any State or 
Federal rules and regulations, even for a short period of time, and the subject equipment will comply 
with all applicable performance standards.  
 

c. The permittee cannot use temporary mobile equipment unless the owner or operator of the subject 
equipment has obtained and maintains an approved Air Pollution Control Permit, issued pursuant to 
N.J.A.C. 7:27-8 or 22, prior to bringing the temporary mobile equipment to operate at the major 
facility. 

 
d. The permittee is responsible for ensuring the temporary mobile equipment’s compliance with the terms 

and conditions specified in its approved Air Pollution Control Permit when the temporary mobile 
equipment operates on the property of the permittee. 
 

e. The permittee will ensure that temporary mobile equipment utilized for short-term activities will not 
operate on site for more than a total of 90 days during any calendar year.  
 

f. The permittee will keep on site a list of temporary mobile equipment being used at the facility with the 
start date, end date, and record of the emissions from all such equipment (amount and type of each air 
contaminant) no later than 30 days after the temporary mobile equipment completed its job in 
accordance with N.J.A.C. 7:27-22.19(i)3. 

 
g. Emissions from the temporary mobile equipment must be included in the emission netting analysis 

required of the permittee by N.J.A.C. 7:27-18.7. This information is maintained on site by the 
permittee and provided to the Department upon request in accordance with existing applicable 
requirements in the FC Section of its Title V permit. 

 
h. Where short-term activities (employing temporary mobile equipment) will reoccur on at least an 

annual basis, the permittee is required to include such activities (and the associated equipment) within 
one year of the first use, in its Title V permit through the appropriate modification procedures. 

 
18. The permittee shall ensure that no air contaminant is emitted from any significant source operation at a rate, 

calculated as the potential to emit, that exceeds the applicable threshold for reporting emissions set forth in 
the Appendix to N.J.A.C. 7:27-22 or 7:27-17.9(a), unless emission of the air contaminant is authorized by 
this operating permit. [N.J.A.C. 7:27-22.3(c)] 

 
19. Consistent with the provisions of N.J.A.C. 7:27-22.3(e), the permittee shall ensure that all requirements of 

this operating permit are met. In the event that there are multiple emission limitations, monitoring, 
recordkeeping, and/or reporting requirements for a given source operation, the facility must comply with all 
requirements, including the most stringent. 

 
20. Consistent with the provisions of N.J.A.C. 7:27-22.9(c), the permittee shall use monitoring of operating 

parameters, where required by the compliance plan, as a surrogate for direct emissions testing or 
monitoring, to demonstrate compliance with applicable requirements. 

 
21. The permittee is responsible for submitting timely and administratively complete operating permit 

applications: 



 

Revised, 6/13/19  9 

 
Administrative Amendments [N.J.A.C. 7:27-22.20(c)]; 
Seven-Day Notice changes [N.J.A.C. 7:27-22.22(e)]; 
Minor Modifications [N.J.A.C. 7:27-22.23(e)]; 
Significant Modifications [N.J.A.C. 7:27-22.24(e)]; and  
Renewals [N.J.A.C. 7:27-22.30(b). 

 
22.         The operating permit renewal application consists of a RADIUS application and the application attachment 

available at the Department’s website http://www.nj.gov/dep/aqpp/applying.html (Attachment to the 
RADIUS Operating Permit Renewal Application). Both the RADIUS application and the Application 
Attachment, along with any other supporting documents must be submitted using the Department’s Portal 
at: http://njdeponline.com/. The application is considered timely if it is received at least 12 months before 
the expiration date of the operating permit.  To be deemed administratively complete, the renewal 
application shall include all information required by the application form for the renewal and the 
information required pursuant to N.J.A.C. 7:27-22.30(d).  However, consistent with N.J.A.C. 7:27-
22.30(c), the permittee is encouraged to submit the renewal application at least 15 months prior to 
expiration of the operating permit, so that any deficiencies can be identified and addressed to ensure that 
the application is administratively complete by the renewal deadline. Only renewal applications which are 
timely and administratively complete are eligible for an application shield. 

 
23. Except as allowed in Technical Manual 1005, or otherwise allowed by the Department in this permit or in 

written guidelines/ procedures issued or approved by the Department, process monitors required by the 
Compliance Plan included in this permit must be operated at all times when the associated process 
equipment is operating. The permittee must keep a service log to document any outage. 
 

24. Consistent with the provisions of N.J.A.C. 7:27-22.3(s), Except as otherwise provided in this subchapter, 
the submittal of any information or application by a permittee including, but not limited to, an application 
or notice for any change to the operating permit, including any administrative amendment, any minor or 
significant modification, renewal, a notice of a seven-day notice change, a notice of past or anticipated 
noncompliance, does not stay any operating permit condition, nor relieve a permittee from the obligation to 
obtain other necessary permits and to comply with all applicable Federal, State, and local requirements.  
 

25. For all source emissions testing performed at the facility, the phrase “worst case conditions without 
creating an unsafe condition” used in the enclosed compliance plan is consistent with EPA’s National Stack 
Testing Guidance, dated April 27, 2009, where all source emission testing performed at the facility shall be 
under the representative (normal) conditions that: 
 
i. Represent the range of combined process and control measure conditions under which the facility 

expects to operate (regardless of the frequency of the conditions); and  
 

ii. Are likely to most challenge the emissions control measures of the facility with regard to meeting 
the applicable emission standards, but without creating an unsafe condition. 

 
 
26. A Permittee may seek the approval of the Department for a delay in testing required pursuant to this permit 

by submitting a written request to the appropriate Regional Enforcement Office in accordance with 
N.J.A.C. 7:27-22.18(k). A Permittee may also seek advanced approval for a longer period for submittal of a 
source emissions test report required by the permit by submitting a request to the Department’s Regional 
Enforcement Office in accordance with N.J.A.C. 7:27-22.19. [N.J.A.C. 7:27-22.18(k) and N.J.A.C. 7:27-
22.19] 
 

27. Applicable requirements derived from an existing or terminated consent decree with EPA will not be 
changed without advance consultation by the Department with EPA. N.J.A.C. 7:27-22.3(uu). 
 



 

Revised, 6/13/19  10 

Section C 
 

Facility Name: GEORGIA-PACIFIC GYPSUM LLC 
Program Interest Number: 51611 

Permit Activity Number: BOP190006 
 
 

STATE-ONLY APPLICABLE REQUIREMENTS 
 
 
N.J.A.C. 7:27-22.16(b)5 requires the Department to specifically designate as not being federally enforceable any 
permit conditions based only on applicable State requirements.  The applicable State requirements to which this 
provision applies are listed in the table titled “State-Only Applicable Requirements.”   
 
 
STATE-ONLY APPLICABLE REQUIREMENTS 
 
The following applicable requirements are not federally enforceable: 
 
 

 SECTION SUBJECT ITEM ITEM # REF. # 
 

 B --- 1 --- 
 B --- 13b --- 
 D FC --- 3 
 D FC --- 9 
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Section D 
 

Facility Name: GEORGIA-PACIFIC GYPSUM LLC 
Program Interest Number: 51611 

Permit Activity Number: BOP190006 
 

FACILITY SPECIFIC REQUIREMENTS AND INVENTORIES 
 

FACILITY SPECIFIC REQUIREMENTS PAGE INDEX 
 

Subject Item and Name Page Number 

Facility (FC): 

FC    1 

Non-Source Fugitive Emissions (FG): 

FG NJID FG Description 
 

FG FG Summary 5 

Insignificant Sources (IS): 

IS NJID IS Description 
 

IS2 Heater at knife area 1 - Nat. Gas fired (< 1 MMBTU/HR max. heat input) 6 
IS3 Heater at knife area 2 - Nat. Gas fired (< 1 MMBTU/HR max. heat input) 6 
IS4 Heater at knife area 3 - Nat. Gas fired (< 1 MMBTU/HR max. heat input) 6 
IS5 Machine shop heater - Nat. Gas fired (< 1 MMBTU/HR max. heat input) 6 
IS6 Space Heaters - 17 units, Nat.Gas fired (each unit < 1 MMBTU/HR max. heat 

input) 
6 

IS7 Paper Warmers 1 to 4 - Nat.Gas fired (each unit < 1 MMBTU/HR max. heat 
input) 

6 

IS8 Paper Warmers 5 to 8 - Nat.Gas fired (each unit < 1 MMBTU/HR max. heat 
input) 

6 

IS10 Storage/use of non-HAP chemicals in containers (< 10,000 gallons, Non-
Applicable VOC with vapor pressure < 0.02 psia) 

7 

IS11 Storage/use of non-HAP VOC containing chemicals in containers (< 10,000 
gallons, Non-Applicable VOC with vapor pressure < 0.02 psia) 

7 

IS13 2,500 gallon Distillate Fuel Oil Storage Tank (< 10,000 gallons, Non-Applicable 
VOC with vapor pressure < 0.02 psia) 

9 

IS14 40,000 gallon Distillate Fuel Oil Storage Tank (>=10,000 gallons, Non-Applicable 
VOC with vapor pressure < 0.02 psia) 

10 

IS15 Solid Storage Vessels (each unit < 2,000 cubic feet in storage capacity) 12 
IS16 Holding Tank storing liquids (< 10,000 gallons, Non-Applicable VOC with vapor 

pressure < 0.02 psia) 
7 

IS17 Prime Paint Tank, 7,800 gallons ( < 10,000 gallons, Non-Applicable VOC with 
vapor pressure < 0.02 psia) 

7 

IS18 Liquid Storage Vessel < 1,000 gallons storage capacity, mixing liquids with vapor 
pressures < 1.5 psia, less water, in a non-reactive process 

13 

IS19 Gypcrete Printing Area (< 0.5 gal/hr and < 2.5 gal/day ink usage per printer) 14 
IS22 Temporary Diesel Generator ( < 1 MMBtu/hr max.heat input, < 37 kw) 15 
IS23 Temporary Storage Silo (< 2000 ft^3 capacity) 16 
IS24 Three (3) Slitters (each slitter <= 50 lb/hr raw material process rate) 17 



 

Revised, 6/13/19  12 

IS25 Cross Cutter (<= 50 lb/hr raw material process rate) 17 
IS26 Four (4) Natural Gas-Fired Space Heaters (0.2 MMBtu/hr each) 18 

Emission Units (U): 

U NJID U Designation U Description  

U2 3 Kettles Kettle Calciners #1, #2 and #3 19 
U6 OB1 Boiler for Office Heat 46 
U7 BD Board Dryer 48 
U8 PWH1 Process Water Heater 64 
U9 AFT1 6,000 Gallon Soap Solution Tank containing ethanol 69 
U10 ESDC Board End Saw - used for cutting gypsum board to 

ordered size 
70 

U11 RD Rotary Rock Dryer, Conveyor #8B, - Load Skirt and 
Conveyor #8A - Source Skirt and Discharge Screw 

71 

U14 LPRB-LPBL LP Reserve Bin and Landplaster Bulk Loading 83 
U15 WEDC Stucco Supply Elevator, Stucco Recirc. Elevator, Dry 

Additive Elevator, Scalping Screw, Weigh Belt 
Feeder 

87 

U17 LPA1 Landplaster Pneumatic Conveying Process 93 
U18 SMS1 Stucco Mixing Screw Conveyor 95 
U19 BPS1 Board Stucco Silo #1 97 
U20 BPS2 Board Stucco Silo #2 99 
U21 441C 441 Screw Conveyor 101 
U22 SRB1 Stucco Reserve Bin #1 103 
U23 PMV1 Pin Mixer 105 
U24 RM1and RM2 Raymond Mill #1 and Raymond Mill #2 107 
U26 4RB Portland Cement Bin (aka Reserve Bin #4) 118 
U27 LPB1 Landplaster Bin #1 129 
U28 LPB2 Landplaster Bin #2 131 
U29 LPB3 Landplaster Bin #3 133 
U30 SRB3-MPB1 Moulding Plaster Bin / Stucco Reserve Bin #3 135 
U31 SC Stucco Cooling  137 
U34 RF Reclaim Feeder and Belt Conveyor 160 
U35 DCB Dens Cal Feed Bin 173 
U36 BPS Blender / Packer System 183 
U37 LPB4 Landplaster Bin #4 (aka  Board Plant Landplaster 

Bin) 
196 

U38 IM Impact Mill 206 
U39 SDS Impact Mill Screen 218 
U40 SRB2 Stucco Reserve Bin #2 228 
U41 IMFB Impact Mill Feed Bin 238 
U42 BM Ball Mills 1-4 249 
U43 Wet End Vac Wet End Vacuum System 251 
U44 Dry End Vac Dry End Central Vacuum System 253 
U47 Reject Bin Reject Bin Dust Collector 255 
U51 Crshr/Trnsfr Crusher Building and Transfer Tower 257 
U52 Auger #1 Temporary Discharge Auger #1 262 
U53 DeLumper Franklin Miller DeLumper 265 
U54 Extr Resin Extrusion Process 274 

 



GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

New Jersey Department of Environmental Protection
Reason for Application

Date:12/4/2019

 Permit Being Modified

Permit Class: BOP Number:180001

Description
of Modifications:

This administrative amendment updated the responsible official, air permit information
contact, and fees/billing contact information at the facility.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 General Provisions: The permittee shall
comply with all applicable provisions of
N.J.A.C. 7:27-1. [N.J.A.C. 7:27- 1]

None. None. None.

2 Control and Prohibition of Open Burning:
The permittee is prohibited  from open
burning of rubbish, garbage, trade waste,
buildings, structures, leaves, other plant life
and salvage.  Open burning of infested plant
life or dangerous material may only be
performed with a permit from the
Department. [N.J.A.C. 7:27- 2]

None. None. Obtain an approved permit: Prior to
occurrence of event (prior to open burning).
[N.J.A.C. 7:27- 2]

3 Prohibition of Air Pollution: The permittee
shall not emit  into the outdoor atmosphere
substances in quantities that result in air
pollution as defined at N.J.A.C. 7:27-5.1.
[N.J.A.C. 7:27- 5]

None. None. None.

4 Prevention and Control of Air Pollution
Control Emergencies:  Any person
responsible for the operation of a source of
air contamination set forth in Table 1 of
N.J.A.C. 7:27-12 is required to prepare a
written Standby Plan, consistent with good
industrial practice and safe operating
procedures, and be prepared for reducing the
emission of air contaminants during periods
of an air pollution alert, warning, or
emergency.  Any person who operates a
source not set forth in Table 1 of N.J.A.C.
7:27-12 is not required to prepare such a
plan unless requested by the Department in
writing. [N.J.A.C. 7:27-12]

None. None. Comply with the requirement: Upon
occurrence of event.  Upon proclamation by
the Governor of an air pollution alert,
warning, or emergency, the permittee shall
put the Standby Plan into effect. In addition,
the permittee shall ensure that all of the
applicable emission reduction objectives of
N.J.A.C. 7:27-12.4, Table I, II, and III are
complied with whenever there is an air
pollution alert, warning, or emergency.
[N.J.A.C. 7:27-12]

5 Emission Offset Rules: The permittee shall
comply with all applicable provisions of
Emission Offset Rules. [N.J.A.C. 7:27-18]

None. None. None.

6 Emission Statements:  The Permittee shall
comply with all the applicable provisions of
N.J.A.C. 7:27-21. [N.J.A.C. 7:27-21]

None. None. None.

FC

Page 1 of 281

FC



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Compliance Certification: The permittee
shall submit an annual Compliance
Certification for each applicable
requirement, pursuant to N.J.A.C.
7:27-22.19(f). [N.J.A.C. 7:27-22]

None. None. Submit an Annual Compliance Certification:
Annually to the Department and to EPA
within 60 days after the end of each calendar
year during which this permit was in effect.
The Compliance Certification shall be
certified pursuant to N.J.A.C. 7:27-1.39 by
the responsible official and submitted
electronically through the NJDEP online
web portal. The certification should be
printed for submission to EPA.

The NJDEP online web portal can be
accessed at:
http://www.state.nj.us/dep/online/. The
Compliance Certification forms and
instructions for submitting to EPA are
available by selecting Documents and Forms
and then Periodic Compliance Certification.
  [N.J.A.C. 7:27-22]

8 Prevention of Air Pollution from Consumer
Products and Architectural Coatings: The
permittee shall comply with all applicable
provisions of N.J.A.C. 7:27-24 and
[N.J.A.C. 7:27-23]

None. None. None.

9 Any operation of equipment which causes
off-property effects, including odors, or
which might reasonably result in citizen's
complaints shall be reported to the
Department to the extent required by the Air
Pollution Control Act, N.J.S.A. 26:2C-19(e).
 [N.J.S.A. 26: 2C-19(e)]

Other: Observation of plant operations.
[N.J.S.A. 26: 2C-19(e)].

Other: Maintain a copy of all information
submitted to the Department. [N.J.S.A. 26:
2C-19(e)].

Notify by phone: Upon occurrence of event.
A person who causes a release of air
contaminants in a quantity or concentration
which poses a potential threat to public
health, welfare or the environment or which
might reasonably result in citizen complaints
shall immediately notify the Department.
Such notification shall be made by calling
the Environmental Action Hotline at (877)
927-6337.
 [N.J.S.A. 26: 2C-19(e)]

10 Prevention of Significant Deterioration: The
permittee shall comply with all applicable
provisions of Prevention of Significant
Deterioration (PSD). [40 CFR  52.21]

None. None. None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

11 The permittee shall comply with all
applicable provisions of National Emission
Standards for Hazardous Air Pollutants
(NESHAPS) for Asbestos, Subpart M. [40
CFR  61]

Other: Comply with 40 CFR 61.145 and
61.150 when conducting any renovation or
demolition activities at the facility.
 [40 CFR  61].

Other: Comply with 40 CFR 61.153  when
conducting any renovation or demolition
activities at the facility. [40 CFR  61].

Comply with the requirement: Upon
occurrence of event.  The permittee shall
comply with 40 CFR 61.153  when
conducting any renovation or demolition
activities at the facility. [40 CFR  61]

12 Protection of Stratospheric Ozone:1) If the
permittee manufactures, transforms,
destroys, imports, or exports a Class I or
Class II substance, the permittee is subject
to all the requirements as specified at 40
CFR 82, Subpart A; 2) If the permittee
performs a service on motor "fleet" vehicles
when this service involves an ozone
depleting substance refrigerant (or regulated
substance) in the motor vehicle air
conditioner (MVAC), the permittee is
subject to all the applicable requirements as
specified at 40 CFR 82, Subpart B. 3) The
permittee shall comply with the standards
for labeling of products containing or
manufactured with ozone depleting
substances pursuant to 40 CFR 82, Subpart
E. 4). The permittee shall comply with the
standards for recycling and emission
reductions of Class I and Class II
refrigerants or a regulated substitute
substance during the service, maintenance,
repair, and disposal of appliances pursuant
to 40 CFR 82, Subpart F, except as provided
for motor vehicle air conditioners (MVACs)
in Subpart B. 5) The permittee shall be
allowed to switch from any ozone depleting
substance to any alternative that is listed in
the Significant New Alternative Program
(SNAP) promulgated pursuant to 40 CFR
82, Subpart G.
 [40 CFR  82]

Other: Comply with 40 CFR 82 Subparts A,
B, E, F, and G. [40 CFR  82].

Other: Comply with 40 CFR 82 Subparts A,
B, E, F, and G. [40 CFR  82].

Comply with the requirement: Upon
occurrence of event.  The permittee shall
comply with 40 CFR 82 Subparts A, B, E,
F, and G. [40 CFR  82]
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

13 Deviation Reports: The permittee shall
submit to the Department a certified
six-month Deviation Report relating to
testing and monitoring required by the
operating permit.
[N.J.A.C. 7:27-22.19(d)3],
[N.J.A.C.7:27-22.19(e)], and [N.J.A.C.
7:27-22.19(c)]

None. Other: The permittee shall maintain
deviation reports for a period of five years
from the date each report is submitted to the
Department. [N.J.A.C.7:27-22.19(a)] and
[N.J.A.C. 7:27-22.19(e)].

Submit a report: As per the approved
schedule.  The six-month deviation reports
for the period from January 1 through June
30 shall be submitted by July 30 of the same
calendar year, and for the period from July 1
through December 31, shall be submitted by
January 30 of the following calendar year.

The annual compliance certification
required by N.J.A.C.7:27-22.19(f) may also
be considered as your six-month Deviation
Report for the period from July 1 –
December 31, if submitted by January 30 of
the following calendar year.
The reports shall be certified pursuant to
N.J.A.C. 7:27-1.39 by the responsible
official and submitted electronically through
the NJDEP online web portal.

The NJDEP online web portal can be
accessed at:
http://www.state.nj.us/dep/online/ .  The
Compliance Certification forms are
available by selecting Documents and Forms
and then Periodic Compliance Certification.
[N.J.A.C. 7:27-22]

14 Used Oil Combustion: No person shall
combust used oil except as authorized
pursuant to N.J.A.C. 7:27-20. [N.J.A.C.
7:27-20.2]

None. None. Comply with the requirement: Prior to
occurrence of event (prior to burning used
oil) either register with the Department
pursuant to N.J.A.C. 7:27-20.3 or obtain a
permit  issued by the Department pursuant
to N.J.A.C. 7:27-8 or 7:27-22, whichever is
applicable.  [N.J.A.C. 7:27-20.2(d)]

15 Prevention of Accidental Releases: Facilities
producing, processing, handling or storing a
chemical, listed in the tables of 40 CFR Part
68.130, and present in a process in a
quantity greater than the listed Threshold
Quantity, shall comply with all applicable
provisions of 40 CFR 68. [40 CFR  68]

Other: Comply with 40 CFR 68. [40 CFR
68].

Other: Comply with 40 CFR 68. [40 CFR
68].

Other (provide description): Other.  Comply
with 40 CFR 68 as described in the
Applicable Requirement. [40 CFR  68]
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 The owner or operator shall operate under
the approved Fugitive PM Management
Plan dated December 2013, Attachment A to
the Operating Permit, from BOP140001.
[N.J.A.C. 7:27-22.16(a)]

Other: Monitored by conditions in the
Fugitive PM Management Plan.[N.J.A.C.
7:27-22.16(o)].

Other: Recordkeeping by maintaining
readily accessible records.[N.J.A.C.
7:27-22.16(o)].

Comply with the requirement: Upon
occurrence of event any future revisions to
the Fugitive PM Management Plan to reflect
equipment and operational changes shall be
submitted to the NJDEP Regional
Enforcement Office for review and approval.
[N.J.A.C. 7:27-22.16(o)]

FG Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No additional applicable requirements.
[N.J.A.C. 7:27-22]

None. None. None.

IS2 Heater at knife area 1 - Nat. Gas fired (< 1 MMBTU/HR max. heat input), IS3 Heater at knife area 2 - Nat. Gas fired (< 1 MMBTU/HR max.
heat input), IS4 Heater at knife area 3 - Nat. Gas fired (< 1 MMBTU/HR max. heat input), IS5 Machine shop heater - Nat. Gas fired (< 1
MMBTU/HR max. heat input), IS6 Space Heaters - 17 units, Nat.Gas fired (each unit < 1 MMBTU/HR max. heat input), IS7 Paper Warmers 1 to
4 - Nat.Gas fired (each unit < 1 MMBTU/HR max. heat input), IS8 Paper Warmers 5 to 8 - Nat.Gas fired (each unit < 1 MMBTU/HR max. heat
input)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 The operating temperature shall not be
greater than 350 degrees F. [N.J.A.C.
7:27-22.1]

None. None. None.

2 The vapor pressure of the liquid, excluding
the vapor pressure of water, shall be less
than 0.02 psia at the liquid's actual
temperature or at 70 degrees F, whichever is
higher. [N.J.A.C. 7:27-22.1]

None. None. None.

3 The tank shall have no visible emissions,
exclusive of water vapor, to the outdoor
atmosphere. [N.J.A.C. 7:27-22.1]

None. None. None.

4 The tank shall not emit any air contaminants
which may cause an odor detectable outside
the property boundaries of the facility.
[N.J.A.C. 7:27-22.1]

None. None. None.

5 The tank shall not be subject to any
NESHAPS, MACT, or NSPS air pollution
control standards, excluding the NSPS
requirements to maintain a record of the
contents of the tank, the period of storage of
these contents, and the maximum true vapor
pressure of the liquid stored. [N.J.A.C.
7:27-22.1]

None. None. None.

6 The tank's potential to emit each TXS and
each HAP shall not exceed the de minimis
reporting thresholds as specified in N.J.A.C.
7:27-22, Appendix. [N.J.A.C. 7:27-22.1]

None. None. None.

7 The percentage by weight of all HAPs
collectively in the raw material stored in the
tank shall be less than 1.0 percent. [N.J.A.C.
7:27-22.1]

None. None. None.

IS10 Storage/use of non-HAP chemicals in containers (< 10,000 gallons, Non-Applicable VOC with vapor pressure < 0.02 psia), IS11 Storage/use
of non-HAP VOC containing chemicals in containers (< 10,000 gallons, Non-Applicable VOC with vapor pressure < 0.02 psia), IS16 Holding
Tank storing liquids (< 10,000 gallons, Non-Applicable VOC with vapor pressure < 0.02 psia), IS17 Prime Paint Tank, 7,800 gallons ( < 10,000
gallons, Non-Applicable VOC with vapor pressure < 0.02 psia)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

8 The owner or operator shall have readily
available upon Department request a
statement certified in accordance with
N.J.A.C. 7:27-1.39, signed by the
responsible official, as defined at N.J.A.C.
7:27-1.4, that: (1) specifies the contents of
the tank; (2) affirms that the tank meets ALL
the applicable requirements cited above and
(3) attests that the tank is in compliance with
all other applicable State or federal air
pollution requirements. [N.J.A.C. 7:27-22.1]

None. Other: Maintain readily accessible
certification records onsite.[N.J.A.C.
7:27-22.16(a)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(a)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

2 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(a)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

3 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(a)]

None. None. None.

IS13 2,500 gallon Distillate Fuel Oil Storage Tank (< 10,000 gallons, Non-Applicable VOC with vapor pressure < 0.02 psia)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(a)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

2 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(a)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

3 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(a)]

None. None. None.

4 The operating temperature shall not be
greater than 350 degrees F. [N.J.A.C.
7:27-22.1]

None. None. None.

5 The vapor pressure of the liquid, excluding
the vapor pressure of water, shall be less
than 0.02 psia at the liquid's actual
temperature or at 70 degrees F, whichever is
higher. [N.J.A.C. 7:27-22.1]

None. None. None.

6 The tank shall have no visible emissions,
exclusive of water vapor, to the outdoor
atmosphere. [N.J.A.C. 7:27-22.1]

None. None. None.

7 The tank shall not emit any air contaminants
which may cause an odor detectable outside
the property boundaries of the facility.
[N.J.A.C. 7:27-22.1]

None. None. None.

8 The tank(s) can not be subject to any
NESHAPS, MACT, or NSPS air pollution
control standards. [N.J.A.C. 7:27-22.1]

None. None. None.

IS14 40,000 gallon Distillate Fuel Oil Storage Tank (>=10,000 gallons, Non-Applicable VOC with vapor pressure < 0.02 psia)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 The tank's potential to emit each TXS and
each HAP shall not exceed the de minimis
reporting thresholds as specified in N.J.A.C.
7:27-22, Appendix. [N.J.A.C. 7:27-22.1]

None. None. None.

10 The percentage by weight of all HAPs
collectively in the raw material stored in the
tank shall be less than 1.0 percent. [N.J.A.C.
7:27-22.1]

None. None. None.

11 The owner or operator shall have readily
available upon Department request a
statement certified in accordance with
N.J.A.C. 7:27-1.39, signed by the
responsible official, as defined at N.J.A.C.
7:27-1.4, that: (1) specifies the contents of
the tank; (2) affirms that the tank meets the
applicable requirements of Ref. #4 to #10
above and (3) attests that the tank is in
compliance with all other applicable State or
Federal air pollution requirements.
[N.J.A.C. 7:27-22.1]

None. None. None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No additional applicable requirements.
[N.J.A.C. 7:27-22]

None. None. None.

IS15 Solid Storage Vessels (each unit < 2,000 cubic feet in storage capacity)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 The tank shall have no visible emissions,
exclusive of water vapor, to the outdoor
atmosphere. [N.J.A.C. 7:27-22.1]

None. None. None.

2 The tank shall not emit any air contaminants
which may cause an odor detectable outside
the property boundaries of the facility.
[N.J.A.C. 7:27-22.1]

None. None. None.

3 The tank shall not be subject to any
NESHAPS, MACT, or NSPS air pollution
control standards, excluding the NSPS
requirements to maintain a record of the
contents of the tank, the period of storage of
these contents, and the maximum true vapor
pressure of the liquid stored. [N.J.A.C.
7:27-22.1]

None. None. None.

4 The tank's potential to emit each TXS and
each HAP shall not exceed the de minimis
reporting thresholds as specified in N.J.A.C.
7:27-22, Appendix. [N.J.A.C. 7:27-22.1]

None. None. None.

5 The percentage by weight of all HAPs
collectively in the raw material stored in the
tank shall be less than 1.0 percent. [N.J.A.C.
7:27-22.1]

None. None. None.

6 The owner or operator shall have readily
available upon Department request a
statement certified in accordance with
N.J.A.C. 7:27-1.39, signed by the
responsible official, as defined at N.J.A.C.
7:27-1.4, that: (1) specifies the contents of
the tank; (2) affirms that the tank meets ALL
the applicable requirements cited above and
(3) attests that the tank is in compliance with
all other applicable State or Federal air
pollution requirements. [N.J.A.C. 7:27-22.1]

None. Other: Maintain readily accessible
certification records onsite.[N.J.A.C.
7:27-22.16(a)].

None.

IS18 Liquid Storage Vessel < 1,000 gallons storage capacity, mixing liquids with vapor pressures < 1.5 psia, less water, in a non-reactive process
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Printer ink hourly usage limit shall not
exceed 0.5 gallons per hour [N.J.A.C.
7:27-16.7(e)1]

None. None. None.

2 Printer ink daily usage shall not exceed 2.5
gallons per day. [N.J.A.C. 7:27-16.7(e)1]

None. None. None.

IS19 Gypcrete Printing Area (< 0.5 gal/hr and < 2.5 gal/day ink usage per printer)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Opacity <= 20 % , exclusive of visible
condensed water vapor, except for a period
of not longer than  10 consecutive seconds.
[N.J.A.C. 7:27- 3.5]

None. None. None.

2 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery
showing fuel sulfur content. [N.J.A.C.
7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

3 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

4 Hours of Operation <= 960 hr/yr , from
BOP160004. [N.J.A.C. 7:27-22.16(a)]

Hours of Operation: Monitored by hour/time
monitor upon occurrence of event. [N.J.A.C.
7:27-22.16(o)]

Hours of Operation: Recordkeeping by
manual logging of parameter or storing data
in a computer data system upon occurrence
of event. Maintain onsite records that are
easily accessible for Department inspection.
[N.J.A.C. 7:27-22.16(o)]

None.

5 The owner or operator of a nonroad
compression-ignition engine must comply
with the certification emission standards in
40 CFR 89 for the same model year and
maximum engine power. [N.J.A.C.
7:27-22.16(a)]

None. Other: The owner or operator must keep
manufacturer certification showing
compliance with the applicable emission
standards in 40 CFR 89 for the same model
year and maximum engine power.[N.J.A.C.
7:27-22.16(o)].

None.

IS22 Temporary Diesel Generator ( < 1 MMBtu/hr max.heat input, < 37 kw)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions, exclusive of
condensed water vapor, except for no more
than 3 minutes in any consecutive 30-minute
period. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

IS23 Temporary Storage Silo (< 2000 ft^3 capacity)
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IS23 Temporary Storage Silo (< 2000 ft^3 capacity)



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

IS24 Three (3) Slitters (each slitter <= 50 lb/hr raw material process rate), IS25 Cross Cutter (<= 50 lb/hr raw material process rate)
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IS24 Three (3) Slitters (each slitter <= 50 lb/hr raw material process rate...



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Subject Item:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No visible emissions exclusive of condensed
water vapor, except for no more than 3
minutes in any consecutive 30-minute
period.
[N.J.A.C. 7:27-3.2(a)] and [N.J.A.C. 7:27-
3.2(c)]

None. None. None.

IS26 Four (4) Natural Gas-Fired Space Heaters (0.2 MMBtu/hr each)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 The owner or operator of an
industrial/commercial/institutional boiler or
other indirect heat exchanger with a gross
heat input of at least five million BTU per
hour or more shall adjust the combustion
process annually in the same quarter of each
calendar year.  The adjustment of the
combustion process shall be done in
accordance with the procedure set forth at
N.J.A.C. 7:27-19.16.  [N.J.A.C.
7:27-16.8(b)], [N.J.A.C. 7:27-16.8(c)] and
[N.J.A.C. 7:27-19.7(g)]

Monitored by periodic emission monitoring
annually.  The owner or operator shall
perform the adjustment of the combustion
process in accordance with the specific
procedures for combustion adjustment
monitoring specified in NJDEP Technical
Manual 1005 and the procedure set forth at
N.J.A.C. 7:27-19.16(a) as follows: 1.Inspect
the burner, and clean or replace any
components of the burner as necessary; 2.
Inspect the flame pattern and make any
adjustments to the burner necessary to
optimize the flame pattern consistent with
the manufacturer's specifications; 3. Inspect
the system controlling the air-to-fuel ratio,
and ensure that it is correctly calibrated and
functioning properly; 4. Minimize the total
emissions of NOx and CO consistent with
the manufacturer's specifications; 5.
Measure the concentrations in the effluent
stream of NOx, CO and O2 in ppmvd,
before and after the adjustment is made; and
6. Convert the emission values of NOx, CO
and O2 concentrations measured in
lb/MMBTU according to the following
formula:  Lb/MMBTU = ppmvd * MW * F
dry factor * O2 correction
factor/387,000,000, where: ppmvd is the
concentration in parts per million by
volume, dry basis, of NOx or CO; MW is
the Molecular Weight for NOx=46
lb/lb-mole, CO=28 lb/lb-mole; F Dry factor
for: Natural Gas = 8,710 dscf/MMBTU,
Residual or fuel oil = 9,190 dscf/MMBTU;
O2 correction factor: (20.9%)/(20.9% - O2
measured),  where O2 measured is percent
oxygen on a dry basis. [N.J.A.C.
7:27-19.16(a)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon performing combustion
adjustment of the following information for
each adjustment: 1. The date of the
adjustment and the times at which it began
and ended; 2. The name, title and affiliation
of the person who made the adjustment; 3.
The NOx and CO concentrations in the
effluent stream, in ppmvd, before and after
each actual adjustment was made; 4. The
concentration of O2 (in percent dry basis) at
which the CO and NOx concentrations were
measured; 5. A description of any corrective
action taken; 6. Results from any subsequent
test performed after taking any corrective
action, including concentrations and
converted emission values in (lb/MMBTU);
7. The type and amount of fuel used over the
12 months prior to the annual adjustment; 8.
Any other information which the
Department or the EPA has required as a
condition of approval of any permit or
certificate issued for the source operation.
The records must be retained for a minimum
of five years and to be made readily
accessible to the Department upon request.
[N.J.A.C. 7:27-19.16(b)]

Submit a report: Annually.  The owner or
operator shall submit an annual adjustment
combustion process report to the department
within 45 days after the adjustment of the
combustion process is completed. The report
shall be submitted electronically to:
www.njdeponline.com.  Instructions for
submitting this report online are specified at:
http://www.nj.gov/dep/aqpp/adjustment.htm.
[N.J.A.C. 7:27-19.16(d)] and [N.J.A.C.
7:27-19.16(c)]

U2 Kettle Calciners #1, #2 and #3

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

2 The owner or operator of the adjusted
equipment or source operation shall ensure
that the operating parameter settings are
established and recorded after the
combustion process is adjusted and that the
adjusted equipment or source operation is
maintained to operate consistent with the
annual adjustment. [N.J.A.C. 7:27-19.16(e)]

Other: Monitored by the operating
parameter settings that are established after
the combustion process is adjusted in order
to operate consistent with the annual
adjustment. [N.J.A.C. 7:27-19.16(e)].

Other: The owner or operator shall record
the operating parameter settings that are
established after the combustion process is
adjusted and retain until the next annual
adjustment, to be made readily accessible to
the Department upon request. [N.J.A.C.
7:27-19.16(e)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 VOC (Total) <= 3.5 lb/hr.  Maximum
allowable emission rate as determined from
Tables 16A and 16B, based on VOC vapor
pressure and percent by volume of the VOC
from each source operation as specified in
[N.J.A.C. 7:27-16.16(c)] and. [N.J.A.C.
7:27-16.16(d)]

Other: Monitored by calculations and/or
analysis of the source operations for each
different kind of batch or continuous process
for which the source operations is
used.[N.J.A.C. 7:27-22.16(o)].

Other: Recordkeeping by manual logging of
VOC (Total) hourly emission rate per
change of material, in a logbook or readily
accessible computer memory.  The owner or
operator shall maintain records for each
different kind of batch or continuous process
for which the source operation is used.  The
following shall be recorded with the
information determined in accordance with
the Procedure for Using Table 16A:
1. The chemical name and vapor pressure of
each VOC used.
2. The percent concentration by volume of
VOC in the source gas
3. The volumetric gas flow rate
4. The source gas range classification
5. The maximum allowable emission rate
6. The maximum actual emission rate.
7. Maintain any calculation and test data
used to determine the actual emission rate.
8. If the source operation is used for more
than one process, the dates the source
operation is used for each process.
or
Conduct an analysis of the source operation,
which demonstrates that, under operating
conditions that maximize the VOC
emissions after any control, the VOC
emission rate of the source operation is in
compliance with this section; and maintain
process records sufficient to demonstrate
whether the VOC emission rate of the
source operation from actual operations
does not exceed the VOC emission rate
under operating conditions.
The records shall be maintained for a period
of no less than five years and make those
records available upon request of the
Department or EPA. [N.J.A.C.
7:27-16.16(g)1] and.[N.J.A.C.
7:27-16.22(a)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

4 VOC (Total) <= 1.67 tons/yr combined for
Kettle Calciners #1, #2 and #3, based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

VOC (Total): Monitored by calculations
quarterly: once per quarter; quarters shall
begin on January 1, April 1, July 1, and
October 1 of each year.  The annual
emission rate shall be calculated using the
quantity of each fuel used and the following
emission factors:

Kettle Calciner #1:  0.017 lbs/MMbtu for
natural gas and 0.036 lbs/MMbtu for low
sulfur distillate fuel oil.

Kettle Calciner #2 and #3:  0.005
lbs/MMbtu for natural gas and 0.002
lbs/MMbtu for low sulfur distillate fuel oil.

Process emissions and coating/printing
emissions shall be calculated using mass
balance. [N.J.A.C. 7:27-22.16(o)]

VOC (Total): Recordkeeping by manual
logging of parameter quarterly: once per
quarter; quarters shall begin on January 1,
April 1, July 1, and October 1 of each year.
The emission calculations shall be recorded.
[N.J.A.C. 7:27-22.16(e)]

None.

5 NOx (Total) <= 14.8 tons/yr combined for
Kettle Calciners #1, #2 and #3, based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

NOx (Total): Monitored by calculations
quarterly: once per quarter; quarters shall
begin on January 1, April 1, July 1, and
October 1 of each year.  The annual
emission rate shall be calculated using the
quantity of each fuel used and the following
emission factors:

Kettle Calciner #1:  0.072 lbs/MMbtu for
natural gas and 0.193 lbs/MMbtu for low
sulfur distillate fuel oil.

Kettle Calciner #2 and #3:  0.098
lbs/MMbtu for natural gas and 0.141
lbs/MMbtu for low sulfur distillate fuel oil.
[N.J.A.C. 7:27-22.16(o)]

NOx (Total): Recordkeeping by manual
logging of parameter quarterly: once per
quarter; quarters shall begin on January 1,
April 1, July 1, and October 1 of each year.
The emission calculations shall be recorded.
[N.J.A.C. 7:27-22.16(e)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

6 CO <= 10.7 tons/yr combined for Kettle
Calciners #1, #2 and #3, based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

CO: Monitored by calculations quarterly:
once per quarter; quarters shall begin on
January 1, April 1, July 1, and October 1 of
each year.  The annual emission rate shall be
calculated using the quantity of each fuel
used and the following  emission factors:

Kettle Calciner #1:  0.037 lbs/MMbtu for
natural gas and 0.079 lbs/MMbtu for low
sulfur distillate fuel oil.

Kettle Calciner #2 and #3:  0.082
lbs/MMbtu for natural gas and 0.035
lbs/MMbtu for low sulfur distillate fuel oil.
[N.J.A.C. 7:27-22.16(o)]

CO: Recordkeeping by manual logging of
parameter quarterly: once per quarter;
quarters shall begin on January 1, April 1,
July 1, and October 1 of each year.  The
emission calculations shall be recorded.
[N.J.A.C. 7:27-22.16(e)]

None.

7 TSP <= 2.94 tons/yr combined for Kettle
Calciners #1, #2 and #3, based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

TSP: Monitored by calculations quarterly:
once per quarter; quarters shall begin on
January 1, April 1, July 1, and October 1 of
each year.  The annual emission rate shall be
calculated using the quantity of each fuel
used and the following  emission factors:

Kettle Calciner #1, #2 and #3:  0.0075
lbs/MMbtu for natural gas, 0.0232
lbs/MMbtu for low sulfur distillate fuel oil
and and 0.006 lbs/ton for process emissions.
[N.J.A.C. 7:27-22.16(o)]

TSP: Recordkeeping by manual logging of
parameter quarterly: once per quarter;
quarters shall begin on January 1, April 1,
July 1, and October 1 of each year.  The
emission calculations shall be recorded.
[N.J.A.C. 7:27-22.16(o)]

None.

8 PM-10 (Total) <= 2.94 tons/yr combined for
Kettle Calciners #1, #2 and #3, based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

9 PM-2.5 (Total) <= 2.94 tons/yr combined
for Kettle Calciners #1, #2 and #3, based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

10 Fuel limited to natural gas and ultra low
sulfur distillate oil from BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

11 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c. for CD1.  (Applies to U2 OS1,
OS2 and OS3). [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

12 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c. for CD2.  (Applies to U2 OS4,
OS5 and OS6). [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

13 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c. for CD3.  (Applies to U2 OS7,
OS8 and OS9). [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

14 The permittee shall inspect and maintain
each dust collector, CD1, CD2 and CD3 and
replace the filter media on a schedule which
will ensure the dust collector efficiency is
maintained. Each dust collector, CD1, CD2
and CD3, shall be operated and maintained
in accordance with the manufacturer's
recommendations. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 6.8 lb/hr based on
maximum heat input rate. [N.J.A.C. 7:27-
4.2(a)]

None. None. None.

2 No visible emissions except for a period of
not longer than three minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-3.2(a)], [N.J.A.C. 7:27-3.2(c)] and
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

3 VOC (Total) <= 0.238 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 NOx (Total) <= 1.01 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

5 CO <= 0.518 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

6 TSP <= 0.11 lb/hr based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

7 PM-10 (Total) <= 0.11 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

8 PM-2.5 (Total) <= 0.11 lb/hr based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

9 Maximum Gross Heat Input <= 14
MMBTU/hr (HHV). [N.J.A.C.
7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

U2 Kettle Calciners #1, #2 and #3

Operating Scenario: OS1 Kettle #1 Natural Gas combustion emissions - E3-CD1-PT3-PT4
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

10 Natural Gas Usage <= 122.6 MMft^3 for
any 12 consecutive months based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Natural Gas Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Natural Gas Usage: Recordkeeping by
manual logging of parameter or storing data
in a computer data system each month
during operation in a log book or in readily
accessible computer memories.  Cubic feet
for any 12 consecutive months is computed
by adding the fuel consumed in a given
month to that consumed in the preceding 11
months. [N.J.A.C. 7:27-22.16(o)]

None.

11 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

12 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Regional Enforcement Office.
(NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

13 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

14 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Other: Recordkeeping by manual logging of
event or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook.[40 CFR 60.7(b)].

None.

15 Maintain a file of all measurements. (NSPS
Subpart A) [40 CFR 60.7(f)]

None. Other: Recordkeeping by manual logging of
all measurements or storing data in a
computer data system continuously.
Maintain a file of all measurements, incl.
continuous monitoring systems, monitoring
device, & performance testing
measurements: all continuous monitoring
system performance evaluations; all
continuous monitoring system or monitoring
device calibration checks: adjustments &
maintenance performed on these systems or
devices: & all other information required by
this part recorded in a permanent form
suitable for inspections. The file shall be
retained for a least 2 years following the
date of such measurements, maintenance,
reports, & records.[40 CFR 60.7(f)].

None.

16 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.
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Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

17 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

18 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

19 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

20 Particulate Emissions <= 0.025 gr/scf (dry)
or 0.057 g/dscm.  Each owner or operator of
any affected facility that is subject to the
requirements of this subpart shall comply
with the emission limitations set forth in this
section on and after the date on which the
initial performance test required by 40 CFR
60.8 is completed, but not later than 180
days after the initial startup, whichever date
comes first.  (NSPS Subpart UUU). [40
CFR 60.732(a)]

None. None. None.
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Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

21 Opacity <= 10 %.  Each owner or operator
of any affected facility that is subject to the
requirements of this subpart shall comply
with the emission limitations set forth in this
section on and after the date on which the
initial performance test required by 40 CFR
60.8 is completed, but not later than 180
days after the initial startup, whichever date
comes first.  (NSPS Subpart UUU). [40
CFR 60.732(b)]

None. None. None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 6.8 lb/hr based on
maximum heat input rate. [N.J.A.C. 7:27-
4.2(a)]

None. None. None.

2 No visible emissions except for a period of
not longer than three minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-3.2(a)], [N.J.A.C. 7:27-3.2(c)] and
[N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination each
month during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
exclusive of visible condensed water vapor,
to be greater than prescribed standard.  If
visible emissions are observed, the permittee
shall do the following:
(1) Verify that the equipment and/or control
device causing/controlling the emission is
operating according to manufacturer's
specifications and the operating permit
compliance plan. If the equipment or control
device is not operating properly, the
permittee shall take corrective action
immediately to eliminate the excess
emissions. The permittee must report any
permit violations to NJDEP pursuant to
N.J.A.C. 7:27-22.19.
(2) If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the applicant shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2. Such test
shall be conducted each day until corrective
action is taken to successfully correct the
opacity problem. [N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system each month during operation (in a
logbook or other electronic data
management system) and retain the
following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

U2 Kettle Calciners #1, #2 and #3

Operating Scenario: OS2 Kettle #1 Ultra Low Sulfur Distillate Fuel Oil combustion emissions - E3-CD1-PT3-PT4
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 Sulfur Content in Fuel <= 0.0015 % by
weight from BOP140001. [N.J.A.C.
7:27-22.16(a)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing sulfur content.
[N.J.A.C. 7:27-22.16(o)]

None.

4 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

5 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

6 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

7 VOC (Total) <= 0.504 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

8 NOx (Total) <= 2.702 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

9 CO <= 1.106 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

10 TSP <= 0.33 lb/hr based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

11 PM-10 (Total) <= 0.33 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

12 PM-2.5 (Total) <= 0.33 lb/hr based on
operating permit application BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

13 Maximum emission rate of SO2 based on
ultra low sulfur fuel oil from BOP140001 is
below reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

14 Maximum Gross Heat Input <= 14
MMBTU/hr (HHV). [N.J.A.C.
7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

15 Fuel Oil Usage <= 367,000 gallons for any
12 consecutive months.  Maximum #2 fuel
oil usage based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

Fuel Oil Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Fuel Oil Usage: Recordkeeping by manual
logging of parameter or storing data in a
computer data system each month during
operation in a log book or in readily
accessible computer memories.  Gallons for
any 12 consecutive months is computed by
adding the fuel consumed in a given month
to that consumed in the preceding 11
months. [N.J.A.C. 7:27-22.16(o)]

None.

16 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

17 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Regional Enforcement Office.
(NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

18 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

19 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Other: Recordkeeping by manual logging of
event or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook.[40 CFR 60.7(b)].

None.
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20 Maintain a file of all measurements. (NSPS
Subpart A) [40 CFR 60.7(f)]

None. Other: Recordkeeping by manual logging of
all measurements or storing data in a
computer data system continuously.
Maintain a file of all measurements, incl.
continuous monitoring systems, monitoring
device, & performance testing
measurements: all continuous monitoring
system performance evaluations; all
continuous monitoring system or monitoring
device calibration checks: adjustments &
maintenance performed on these systems or
devices: & all other information required by
this part recorded in a permanent form
suitable for inspections. The file shall be
retained for a least 2 years following the
date of such measurements, maintenance,
reports, & records.[40 CFR 60.7(f)].

None.

21 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

22 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.
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23 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

24 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

25 Particulate Emissions <= 0.025 gr/scf (dry)
or 0.057 g/dscm.  Each owner or operator of
any affected facility that is subject to the
requirements of this subpart shall comply
with the emission limitations set forth in this
section on and after the date on which the
initial performance test required by 40 CFR
60.8 is completed, but not later than 180
days after the initial startup, whichever date
comes first.  (NSPS Subpart UUU). [40
CFR 60.732(a)]

None. None. None.

26 Opacity <= 10 %.  Each owner or operator
of any affected facility that is subject to the
requirements of this subpart shall comply
with the emission limitations set forth in this
section on and after the date on which the
initial performance test required by 40 CFR
60.8 is completed, but not later than 180
days after the initial startup, whichever date
comes first.  (NSPS Subpart UUU). [40
CFR 60.732(b)]

None. None. None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 1.6 lb/hr based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, for a period of not longer than
three (3) minutes in any consecutive
30-minute period. [N.J.A.C. 7:27-6.2(d)]
and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions:  There shall be no
visible emissions, exclusive of visible water
vapor, except for three minutes in any
consecutive thirty minute period. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 TSP <= 0.12 lb/hr based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

5 PM-10 (Total) <= 0.12 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

6 PM-2.5 (Total) <= 0.12 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by review of material
delivery records.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 40,000 lb/hr.
Maximum output rate based on operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

9 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U2 Kettle Calciners #1, #2 and #3

Operating Scenario: OS3 Kettle #1 emissions Only - E3-CD1-PT4
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

10 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

11 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Regional Enforcement Office.
(NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

12 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

13 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Other: Recordkeeping by manual logging of
event or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook.[40 CFR 60.7(b)].

None.
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14 Maintain a file of all measurements. (NSPS
Subpart A) [40 CFR 60.7(f)]

None. Other: Recordkeeping by manual logging of
all measurements or storing data in a
computer data system continuously.
Maintain a file of all measurements, incl.
continuous monitoring systems, monitoring
device, & performance testing
measurements: all continuous monitoring
system performance evaluations; all
continuous monitoring system or monitoring
device calibration checks: adjustments &
maintenance performed on these systems or
devices: & all other information required by
this part recorded in a permanent form
suitable for inspections. The file shall be
retained for a least 2 years following the
date of such measurements, maintenance,
reports, & records.[40 CFR 60.7(f)].

None.

15 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

16 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

17 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

18 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

19 Particulate Emissions <= 0.025 gr/scf (dry)
or 0.057 g/dscm.  Each owner or operator of
any affected facility that is subject to the
requirements of this subpart shall comply
with the emission limitations set forth in this
section on and after the date on which the
initial performance test required by 40 CFR
60.8 is completed, but not later than 180
days after the initial startup, whichever date
comes first.  (NSPS Subpart UUU). [40
CFR 60.732(a)]

None. None. None.

20 Opacity <= 10 %.  Each owner or operator
of any affected facility that is subject to the
requirements of this subpart shall comply
with the emission limitations set forth in this
section on and after the date on which the
initial performance test required by 40 CFR
60.8 is completed, but not later than 180
days after the initial startup, whichever date
comes first.  (NSPS Subpart UUU). [40
CFR 60.732(b)]

None. None. None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 6.8 lb/hr based on
maximum heat input rate. [N.J.A.C. 7:27-
4.2(a)]

None. None. None.

2 No visible emissions except for a period of
not longer than three minutes in any
consecutive 30-minute period. [N.J.A.C.
7:27-3.2(a)] and [N.J.A.C. 7:27- 3.2(c)]

None. None. None.

3 VOC (Total) <= 0.08 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 NOx (Total) <= 1.38 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

5 CO <= 1.16 lb/hr based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

6 TSP <= 0.11 lb/hr based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

7 PM-10 (Total) <= 0.11 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

8 PM-2.5 (Total) <= 0.11 lb/hr based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

9 Maximum Gross Heat Input <= 14
MMBTU/hr (HHV). [N.J.A.C.
7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

U2 Kettle Calciners #1, #2 and #3

Operating Scenario: OS4 Kettle #2 Natural Gas combustion emissions - E4-CD2-PT5-PT6, OS7 Kettle #3 Natural Gas combustion emissions -
E5-CD3-PT7-PT8
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

10 Natural Gas Usage <= 98 MMft^3 based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Natural Gas Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Natural Gas Usage: Recordkeeping by
manual logging of parameter or storing data
in a computer data system each month
during operation in a log book or in readily
accessible computer memories.  Cubic feet
for any 12 consecutive months is computed
by adding the fuel consumed in a given
month to that consumed in the preceding 11
months. [N.J.A.C. 7:27-22.16(o)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 6.8 lb/hr based on
maximum heat input rate. [N.J.A.C. 7:27-
4.2(a)]

None. None. None.

2 No visible emissions except for a period of
not longer than three minutes in any
consecutive 30-minute period. [N.J.A.C.
7:27-3.2(a)] and [N.J.A.C. 7:27- 3.2(c)]

Monitored by visual determination each
month during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
exclusive of visible condensed water vapor,
to be greater than prescribed standard.  If
visible emissions are observed, the permittee
shall do the following:
(1) Verify that the equipment and/or control
device causing/controlling the emission is
operating according to manufacturer's
specifications and the operating permit
compliance plan. If the equipment or control
device is not operating properly, the
permittee shall take corrective action
immediately to eliminate the excess
emissions. The permittee must report any
permit violations to NJDEP pursuant to
N.J.A.C. 7:27-22.19.
(2) If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the applicant shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2. Such test
shall be conducted each day until corrective
action is taken to successfully correct the
opacity problem. [N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event each
month (in a logbook or other electronic data
management system) and retain the
following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

U2 Kettle Calciners #1, #2 and #3

Operating Scenario: OS5 Kettle #2 Ultra Low Sulfur Distillate Fuel Oil combustion emissions - E4-CD2-PT5-PT6, OS8 Kettle #3 Ultra Low Sulfur Distillate
Fuel Oil combustion emissions - E5-CD3-PT7-PT8
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 Sulfur Content in Fuel <= 0.0015 % by
weight from BOP140001. [N.J.A.C.
7:27-22.16(a)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing sulfur content.
[N.J.A.C. 7:27-22.16(o)]

None.

4 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

5 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

6 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

7 NOx (Total) <= 1.98 lb/hr from operating
permit modification application
BOP090001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

8 CO <= 0.5 lb/hr from operating permit
modification application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

9 TSP <= 0.33 lb/hr from operating permit
modification application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

10 PM-10 (Total) <= 0.33 lb/hr from operating
permit modification application
BOP090001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

11 PM-2.5 (Total) <= 0.33 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

12 Maximum emission rate of VOC and SO2
from operating permit application are below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

13 Maximum Gross Heat Input <= 14
MMBTU/hr (HHV). [N.J.A.C.
7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

14 Fuel Oil Usage <= 100,000 gallons for any
12 consecutive months.  Maximum #2 fuel
oil usage based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

Fuel Oil Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Fuel Oil Usage: Recordkeeping by manual
logging of parameter or storing data in a
computer data system each month during
operation in a log book or in readily
accessible computer memories.  Gallons for
any 12 consecutive months is computed by
adding the fuel consumed in a given month
to that consumed in the preceding 11
months. [N.J.A.C. 7:27-22.16(o)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 1.55 lb/hr based
on 99% collection efficiency of baghouse.
[N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, for a period of not longer than
three (3) minutes in any consecutive
30-minute period. [N.J.A.C. 7:27-6.2(d)]
and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 TSP <= 0.12 lb/hr based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

4 PM-10 (Total) <= 0.12 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

5 PM-2.5 (Total) <= 0.12 lb/hr based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by review of material
delivery records.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

7 Total Material Transferred <= 40,000 lb/hr.
Maximum output rate based on operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U2 Kettle Calciners #1, #2 and #3

Operating Scenario: OS6 Kettle #2 emissions only - E4-CD2-PT6, OS9 Kettle #3 emissions only - E5-CD3-PT8
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No visible emissions except for a period of
not longer than three minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-3.2(a)] and [N.J.A.C. 7:27- 3.2(c)]

None. None. None.

2 Particulate Emissions <= 1.5 lb/hr based on
maximum heat input rate. [N.J.A.C. 7:27-
4.2(a)]

None. None. None.

3 NOx (Total) <= 1.07 tons/yr based on Initial
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

4 CO <= 0.9 tons/yr based on General Permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 Maximum Gross Heat Input <= 2.5
MMBTU/hr (HHV). [N.J.A.C.
7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

U6 Boiler for Office Heat

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 NOx (Total) <= 0.25 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

2 CO <= 0.21 lb/hr.  Maximum hourly
emission rate based on operating  permit
application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

3 Fuel limited to natural gas. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Natural Gas Usage <= 21.5 MMft^3 per
calendar year.  Maximum usage based on
fuel higher heating value of 1,020 Btu/scf
and 8760 hours/year operation. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

5 Maximum emission rate of VOC, SO2, TSP,
PM10 from operating permit application are
below reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

U6 Boiler for Office Heat

Operating Scenario: OS1 Office Heat Boiler - Natural Gas - E6-PT9
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 The owner or operator shall  take  the
actions  listed  in attached Compliance
Schedules for the purpose of achieving and
maintaining compliance with its Operating
Permit (per Administrative Consent Order
(ACO) NEA090002-51611). [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 The owner or operator shall not
re-commence operation of the U7 Board
Dryer until such time as (and only if) the
Department has approved the request for
modification, including a completed level 1
health risk screening worksheet, set forth in
Paragraph 10b of Administrative Consent
Order (ACO) NEA090002-51611 based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

3 Particulate Emissions <= 10.4 lb/hr for
PT10, 1.39 lb/hr for PT11, and 4.29 lb/hr
for PT47.  Maximum allowable emission
rate based on maximum source gas emitted
from the source operation for each stack
(PT). [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

U7 Board Dryer

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

4 VOC (Total) <= 3.5 lb/hr. Maximum
allowable emission rate as determined from
Tables 16A and 16B, based on VOC vapor
pressure and percent by volume of the VOC
from each source operation.  [N.J.A.C.
7:27-16.16(c)] &. [N.J.A.C. 7:27-16.16(d)]

Other: Monitored by calculations and/or
analysis of the source operations for each
different kind of batch or continuous process
for which the source operations is
used.[N.J.A.C. 7:27-22.16(o)].

Other: The owner or operator shall maintain
records for each different kind of batch or
continuous process for which the source
operation is used.  The following shall be
recorded with the information determined in
accordance with the Procedure for Using
Table 16A:
1. The chemical name and vapor pressure of
each VOC used.
2. The percent concentration by volume of
VOC in the source gas
3. The volumetric gas flow rate
4. The source gas range classification
5. The maximum allowable emission rate
6. The maximum actual emission rate.
7. Maintain any calculation and test data
used to determine the actual emission rate.
8. If the source operation is used for more
than one process, the dates the source
operation is used for each process.
or
Conduct an analysis of the source operation,
which demonstrates that, under operating
conditions that maximize the VOC
emissions after any control, the VOC
emission rate of the source operation is in
compliance with this section; and maintain
process records sufficient to demonstrate
whether the VOC emission rate of the
source operation from actual operations
does not exceed the VOC emission rate
under operating conditions.
The records shall be maintained for a period
of no less than five years and make those
records available upon request of the
Department or EPA. [N.J.A.C.
7:27-16.16(g)1] and.[N.J.A.C.
7:27-16.22(a)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

5 The facility must operate the Board Dryer in
compliance with the requirements of the
NOx Facility Specific Emission Limit which
have been incorporated into these permit
conditions (see specific requirements in U7
OS1 and OS2) . Before any changes may be
made to the Board Dryer that will cause the
NOx emission rates to increase above the
limits specified, an approval of an amended
NOx Facility Specific Emission Limit must
be obtained. [N.J.A.C. 7:27-19.13]

None. None. None.

6 The owner or operator shall perform the
annual combustion process adjustment
procedure described in N.J.A.C. 7:27-19.16
for the Board Dryer. [N.J.A.C. 7:27-19.13]

Monitored by periodic emission monitoring
annually. [N.J.A.C. 7:27-19.16]

Recordkeeping by manual logging of
parameter annually. The date, name of the
person who made the adjustment, and the
NOx, CO and O2 concentrations shall be
recorded. [N.J.A.C. 7:27-19.16]

None.

7 Maximum Gross Heat Input <= 75
MMBTU/hr (4 zones combined) as
permitted in the preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

8 VOC (Total) <= 24.5 tons/yr.  Maximum
annual emission rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

VOC (Total): Monitored by calculations
annually.  The annual emission rate shall be
calculated based on the quantity of each fuel
used and the following emission factors:
Natural Gas - 0.03 lb/MMBtu
#2 Fuel Oil - 0.06 lb/MMBtu

Process emissions and coating/printing
emissions shall be calculated using mass
balance. [N.J.A.C. 7:27-22.16(e)]

VOC (Total): Recordkeeping by manual
logging of parameter quarterly: once per
quarter; quarters shall begin on January 1,
April 1, July 1, and October 1 of each year.
Record all emission calculations. [N.J.A.C.
7:27-22.16(e)]

None.

9 NOx (Total) <= 33.6 tons/yr.  Maximum
annual emission rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

NOx (Total): Monitored by calculations
annually.  The annual emission rate shall be
calculated based on the quantity of each fuel
used and the following emission factors:
Natural Gas - 0.073 lb/MMBtu
#2 Fuel Oil - 0.18 lb/MMBtu. [N.J.A.C.
7:27-22.16(e)]

NOx (Total): Recordkeeping by manual
logging of parameter quarterly: once per
quarter; quarters shall begin on January 1,
April 1, July 1, and October 1 of each year.
Record all emission calculations. [N.J.A.C.
7:27-22.16(e)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

10 CO <= 40.9 tons/yr.  Maximum annual
emissions based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

CO: Monitored by calculations quarterly:
once per quarter; quarters shall begin on
January 1, April 1, July 1, and October 1 of
each year.  The annual emission rate shall be
calculated based on the quantity of each fuel
used and the following emission factors:
Natural Gas - 0.11 lb/MMBtu
#2 Fuel Oil - 0.22 lb/MMBtu. [N.J.A.C.
7:27-22.16(e)]

CO: Recordkeeping by manual logging of
parameter quarterly: once per quarter;
quarters shall begin on January 1, April 1,
July 1, and October 1 of each year.  Record
all emission calculations. [N.J.A.C.
7:27-22.16(e)]

None.

11 SO2 <= 13.5 tons/yr.  Maximum annual
emissions based BOP140001. [N.J.A.C.
7:27-22.16(a)]

SO2: Monitored by calculations quarterly:
once per quarter; quarters shall begin on
January 1, April 1, July 1, and October 1 of
each year.  The annual emission rate shall be
calculated based on the quantity of each fuel
used and the following emission factors:
Natural Gas - 0.0006 lb/MMBtu
#2 Fuel Oil - 0.0507 lb/MMBtu. [N.J.A.C.
7:27-22.16(o)]

SO2: Recordkeeping by manual logging of
parameter quarterly: once per quarter;
quarters shall begin on January 1, April 1,
July 1, and October 1 of each year.  Record
all emission calculations. [N.J.A.C.
7:27-22.16(e)]

None.

12 TSP <= 4.9 tons/yr.  Maximum annual
emission rate from preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

TSP: Monitored by calculations quarterly:
once per quarter; quarters shall begin on
January 1, April 1, July 1, and October 1 of
each year. The annual emission rate shall be
calculated using the quantity of each fuel
used and the following emission factors:
0.013 lb/MMBtu for natural gas, and
0.0187 lb/MMBtu for #2 distillate oil.
[N.J.A.C. 7:27-22.16(e)]

TSP: Recordkeeping by manual logging of
parameter quarterly: once per quarter;
quarters shall begin on January 1, April 1,
July 1, and October 1 of each year.  Record
the emission calculations. [N.J.A.C.
7:27-22.16(e)]

None.

13 PM-10 (Total) <= 4.9 tons/yr.  Maximum
annual emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

14 PM-2.5 (Total) <= 4.9 tons/yr.  Maximum
annual emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

15 HAPs (Total) <= 0.01 tons/yr.  Maximum
annual emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

16 Arsenic compounds <= 0.0011 tons/yr.
Maximum annual emission rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

17 Pb <= 0.003 tons/yr.  Maximum annual
emission rate based on operating permit
application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

18 Polycyclic organic matter <= 0.0062 tons/yr.
Maximum annual emission rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

19 STACK TESTING SUMMARY  The
permittee shall conduct stack testing upon
restart of the U7 Board Dryer as required by
Administrative Consent Order (ACO)
NEA090002-51611.

Testing must be conducted at worst-case
permitted operating conditions with regard
to meeting the applicable emission
standards, but without creating an unsafe
condition. [N.J.A.C. 7:27-22.16(a)]

Other: Monitoring as required under the
applicable operating scenario(s). [N.J.A.C.
7:27-22.16(o)].

Other: Recordkeeping as required  under the
applicable operating scenario(s). [N.J.A.C.
7:27-22.16(o)].

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  Submit a stack test protocol to the
Bureau of Technical Services (BTS) at PO
Box 437, Trenton, NJ 08625 if the Permittee
intends to re-commence operation of the U7
Board Dryer as required by  Administrative
Consent Order (ACO) NEA090002-51611.
   The protocol and test report must be
prepared and submitted on a CD using the
Electronic Reporting Tool (ERT), unless
another format is approved by BTS. The
ERT program can be downloaded at:
http://www.epa.gov/ttnchie1/ert.

Within 30 days of protocol approval or no
less than 60 days prior to the intended test
date, whichever is later, the permittee must
contact BTS at 609-530-4041 to schedule a
mutually acceptable test date.

A full stack test report must be submitted to
BTS and a certified summary test report
must be submitted to the Regional
Enforcement Office within 45 days after
performing the stack test pursuant to
N.J.A.C. 7:27-22.19(d). The test results
must be certified by a licensed professional
engineer or certified industrial hygienist.
[N.J.A.C. 7:27-22.18(e)] and
. [N.J.A.C. 7:27-22.18(h)]

Page 52 of 281

U7 Board Dryer

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period. [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

2 No Visible Emissions:  There shall be no
visible emissions, exclusive of visible water
vapor, except for three minutes in any
consecutive thirty minute period [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Natural Gas Usage <= 601 MMft^3 per any
12 consecutive months based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Natural Gas Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Natural Gas Usage: Recordkeeping by
manual logging of parameter each month
during operation in a permanently bound log
book or in readily accessible computer
memories.  Cubic feet for any 12
consecutive months is computed by adding
the fuel consumed in a given month to that
consumed in the preceding 11 months. The
procedure will begin with the first full
month following the final issuance of the
Operating Permit. This accounting will not
include consumption during months prior to
the approval of the Permit. The permittee
will select the time period for accounting,
such as fiscal month, calendar month, or
production month. Once selected, the period
must not be changed without the prior
approval from the Department. [N.J.A.C.
7:27-22.16(o)]

None.

U7 Board Dryer

Operating Scenario: OS1 Natural Gas fuel - E7-PT10-PT11-PT47
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New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

4 VOC (Total) <= 5.87 lb/hr.  Maximum
hourly emission rate combined for U7 OS1
and OS5 based on operating permit
application BOP090001.  Per
Administrative Consent Order (ACO)
NEA090002-51611, GEORGIA-PACIFIC
GYPSUM LLC certified to the Department
that it ceased operating the Board Dryer
(U7) on or prior to November 16, 2010 and
has disconnected and capped fuel sources
from the three combustion units (burners)
attached to the Board Dryer. [N.J.A.C.
7:27-22.16(a)]  NON-COMPLIANT AT
TIME OF PERMIT ISSUANCE. SEE
COMPLIANCE SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

5 NOx (Total) <= 5.87 lb/hr.  Maximum
hourly emission rate based on
preconstruction permit and NOx Control
Plan [N.J.A.C. 7:27-19.13] and. [N.J.A.C.
7:27-22.16(e)]

NOx (Total): Monitored by stack emission
testing prior to permit renewal, based on any
60 minute period.  See stack test
requirements in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

NOx (Total): Recordkeeping by stack test
results prior to permit renewal.  See stack
test requirements in U7 OS Summary.
[N.J.A.C. 7:27-22.16(e)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in U7
OS Summary. [N.J.A.C. 7:27-22.16(o)]

6 CO <= 8.32 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

CO: Monitored by stack emission testing
prior to permit renewal, based on any 60
minute period.  See stack test requirements
in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

CO: Recordkeeping by stack test results
prior to permit renewal.  See stack test
requirements in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in U7
OS Summary. [N.J.A.C. 7:27-22.16(o)]

7 TSP <= 1.01 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit.  Per Administrative Consent Order
(ACO) NEA090002-51611,
GEORGIA-PACIFIC GYPSUM LLC
certified to the Department that it ceased
operating the Board Dryer (U7) on or prior
to November 16, 2010 and has disconnected
and capped fuel sources from the three
combustion units (burners) attached to the
Board Dryer, from operating permit
application BOP090001, N.J.A.C.
7:27-22.16(a) and. [N.J.A.C. 7:27-22.16(e)]
NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

Page 54 of 281

U7 Board Dryer

OS1



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

8 PM-10 (Total) <= 1.01 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

9 PM-2.5 (Total) <= 1.01 lb/hr.  Maximum
hourly emission rate from BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.
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Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period. [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

Opacity: Monitored by visual determination
each week during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
exclusive of visible condensed water vapor,
to be greater than prescribed standard.  If
visible emissions are observed, the permittee
shall do the following:
(1) Verify that the equipment and/or control
device causing/controlling the emission is
operating according to manufacturer's
specifications and the operating permit
compliance plan. If the equipment or control
device is not operating properly, the
permittee shall take corrective action
immediately to eliminate the excess
emissions. The permittee must report any
permit violations to NJDEP pursuant to
N.J.A.C. 7:27-22.19.
(2) If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the applicant shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2. Such test
shall be conducted each day until corrective
action is taken to successfully correct the
opacity problem. [N.J.A.C. 7:27-22.16(o)]

Opacity: Recordkeeping by manual logging
of parameter each week during operation (in
a permanently bound logbook or other
electronic data management system) and
retain the following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

2 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

U7 Board Dryer

Operating Scenario: OS2 #2 distillate fuel oil - E7-PT10-PT11-PT47
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New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

4 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

5 No Visible Emissions:  There shall be no
visible emissions, exclusive of visible water
vapor, except for three minutes in any
consecutive thirty minute period. [N.J.A.C.
7:27-22.16(e)]

Monitored by visual determination each
week during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
exclusive of visible condensed water vapor,
to be greater than prescribed standard.  If
visible emissions are observed, the permittee
shall do the following:
(1) Verify that the equipment and/or control
device causing/controlling the emission is
operating according to manufacturer's
specifications and the operating permit
compliance plan. If the equipment or control
device is not operating properly, the
permittee shall take corrective action
immediately to eliminate the excess
emissions. The permittee must report any
permit violations to NJDEP pursuant to
N.J.A.C. 7:27-22.19.
(2) If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the applicant shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2. Such test
shall be conducted each day until corrective
action is taken to successfully correct the
opacity problem. [N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter each week during operation (in a
permanently bound logbook or other
electronic data management system) and
retain the following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.
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Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

6 No. 2 Fuel Oil Usage <= 3.75 MMgals per
any 12 consecutive months. [N.J.A.C.
7:27-22.16(e)]

No. 2 Fuel Oil Usage: Monitored by fuel
flow/firing rate instrument continuously -
use #2 fuel oil totalizing meter. [N.J.A.C.
7:27-22.16(e)]

No. 2 Fuel Oil Usage: Recordkeeping by
manual logging of parameter each month
during operation in a permanently bound log
book or in readily accessible computer
memories.  Gallons for any 12 consecutive
months is computed by adding the fuel
consumed in a given month to that
consumed in the preceding 11 months. The
procedure will begin with the first full
month following the final issuance of the
Operating Permit. This accounting will not
include consumption during months prior to
the approval of the Permit. The permittee
will select the time period for accounting,
such as fiscal month, calendar month, or
production month. Once selected, the period
must not be changed without the prior
approval from the Department. [N.J.A.C.
7:27-22.16(e)]

None.

7 VOC (Total) <= 6.84 lb/hr.  Maximum
hourly emission rate combined for U7 OS2
and OS5 based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

VOC (Total): Monitored by stack emission
testing prior to permit renewal, based on any
60 minute period.  See stack test
requirements in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

VOC (Total): Recordkeeping by stack test
results prior to permit renewal.  See stack
test requirements in U7 OS Summary.
[N.J.A.C. 7:27-22.16(e)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in U7
OS Summary. [N.J.A.C. 7:27-22.16(o)]

8 NOx (Total) <= 9.61 lb/hr.  Maximum
hourly emission rate based on
preconstruction permit and NOx Control
Plan [N.J.A.C. 7:27-19.13] and. [N.J.A.C.
7:27-22.16(e)]

NOx (Total): Monitored by stack emission
testing prior to permit renewal, based on any
60 minute period.  See stack test
requirements in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

NOx (Total): Recordkeeping by stack test
results prior to permit renewal.  See stack
test requirements in U7 OS Summary.
[N.J.A.C. 7:27-22.16(e)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in U7
OS Summary. [N.J.A.C. 7:27-22.16(o)]

9 CO <= 11.7 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

CO: Monitored by stack emission testing
prior to permit renewal, based on any 60
minute period.  See stack test requirements
in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

CO: Recordkeeping by stack test results
prior to permit renewal.  See stack test
requirements in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in U7
OS Summary. [N.J.A.C. 7:27-22.16(o)]

10 SO2 <= 3.8 lb/hr.  Maximum hourly
emission rate based on BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.
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Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

11 TSP <= 1.4 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit. Per Administrative Consent Order
(ACO) NEA090002-51611,
GEORGIA-PACIFIC GYPSUM LLC
certified to the Department that it ceased
operating the Board Dryer (U7) on or prior
to November 16, 2010 and has disconnected
and capped fuel sources from the three
combustion units (burners) attached to the
Board Dryer, from operating permit
application BOP090001, N.J.A.C.
7:27-22.16(a) and. [N.J.A.C. 7:27-22.16(e)]
NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

TSP: Monitored by stack emission testing
prior to permit renewal, based on any 60
minute period.  See stack test requirements
in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]   NON-COMPLIANT AT
TIME OF PERMIT ISSUANCE. SEE
COMPLIANCE SCHEDULE IN PART G.

TSP: Recordkeeping by stack test results
prior to permit renewal.  See stack test
requirements in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]   NON-COMPLIANT AT
TIME OF PERMIT ISSUANCE. SEE
COMPLIANCE SCHEDULE IN PART G.

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in U7
OS Summary. [N.J.A.C. 7:27-22.16(o)]
NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

12 PM-10 (Total) <= 1.4 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

13 PM-2.5 (Total) <= 1.4 lb/hr.  Maximum
hourly emission rate from BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

14 HAPs (Total) <= 0.00164 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

15 Arsenic compounds <= 0.00024 lb/hr.
Maximum hourly emission rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

16 Pb <= 0.00067 lb/hr.  Maximum hourly
emission rate based on operating permit
application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

17 Polycyclic organic matter <= 0.0014 lb/hr.
Maximum hourly emission rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.
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Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 VOC Content of Any Surface Coating
Formulation as Applied <= 6.7 lb/gal (minus
water) from Table 7D Part C (Special
Purpose Screen Printing Inks and Coatings)
from preconstruction permit N.J.A.C.
7:27-22.16(e) and. [N.J.A.C. 7:27-16.7(c)1]

VOC Content of Any Surface Coating
Formulation as Applied: Monitored by
formulation data once initially and per
change of material.  The permittee shall
document that each surface coating
formulation is VOC compliant utilizing
standard formulation sheets, material safety
data sheets or the results of analytical tests.
[N.J.A.C 7:27-16.7(m)] &. [N.J.A.C.
7:27-16.7(o)]

VOC Content of Any Surface Coating
Formulation as Applied: Recordkeeping by
manual logging of parameter once initially
and per change of material.  The permittee
shall maintain records of the VOC content
of each surface coating formulation (minus
water) as applied, in pounds of VOC per
gallon of coating, the percent by weight of
any exempt organic substance and document
that each surface coating formulation is
VOC compliant [N.J.A.C. 7:27-16.7(m)] &.
[N.J.A.C. 7:27-16.7(o)]

None.

2 VOC (Total) <= 1.41 lb/hr.  Maximum
hourly emission rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

U7 Board Dryer

Operating Scenario: OS4 Wet End Print Station - used during gypsum and Dens production - E63-PT44
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 VOC Content of Any Surface Coating
Formulation as Applied <= 2.9 lb/gal (minus
water) from Table 7B (Paper Coating).
[N.J.A.C. 7:27-16.7(c)1]

VOC Content of Any Surface Coating
Formulation as Applied: Monitored by
formulation data once initially and per
change of material.  The permittee shall
document that each surface coating
formulation is VOC compliant utilizing
standard formulation sheets, material safety
data sheets or the results of analytical tests.
[N.J.A.C 7:27-16.7(m)] &. [N.J.A.C.
7:27-16.7(o)]

VOC Content of Any Surface Coating
Formulation as Applied: Recordkeeping by
manual logging of parameter once initially
and per change of material.  The permittee
shall maintain records of the VOC content
of each surface coating formulation (minus
water) as applied, in pounds of VOC per
gallon of coating, the percent by weight of
any exempt organic substance and document
that each surface coating formulation is
VOC compliant [N.J.A.C. 7:27-16.7(m)] &.
[N.J.A.C. 7:27-16.7(o)]

None.

2 Coating Application System Transfer
Efficiency >= 60 %.  No person shall cause,
suffer, allow, or permit the installation of
any surface coating operation to apply a
surface coating formulation which does not
contain water deliberately added in a
planned proportion unless a coating
application system having a transfer
efficiency of 60 percent or greater is used.
[N.J.A.C. 7:27-16.7(d)]

None. None. None.

U7 Board Dryer

Operating Scenario: OS5 Curtain Coater
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Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 VOC (Total) <= 5.87 lb/hr.  Maximum
hourly emission rate combined for U7 OS1
and OS5 based on operating permit
application BOP090001.  Per
Administrative Consent Order (ACO)
NEA090002-51611, GEORGIA-PACIFIC
GYPSUM LLC certified to the Department
that it ceased operating the Board Dryer
(U7) on or prior to November 16, 2010 and
has disconnected and capped fuel sources
from the three combustion units (burners)
attached to the Board Dryer, from operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]  NON-COMPLIANT AT
TIME OF PERMIT ISSUANCE. SEE
COMPLIANCE SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

None.   NON-COMPLIANT AT TIME OF
PERMIT ISSUANCE. SEE COMPLIANCE
SCHEDULE IN PART G.

4 VOC (Total) <= 6.84 lb/hr.  Maximum
hourly emission rate combined for U7 OS2
and OS5 based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

VOC (Total): Monitored by stack emission
testing prior to permit renewal, based on any
60 minute period.  See stack test
requirements in U7 OS Summary. [N.J.A.C.
7:27-22.16(e)]

VOC (Total): Recordkeeping by stack test
results prior to permit renewal.  See stack
test requirements in U7 OS Summary.
[N.J.A.C. 7:27-22.16(e)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in U7
OS Summary. [N.J.A.C. 7:27-22.16(o)]

5 No Visible Emissions:  There shall be no
visible emissions, exclusive of visible
condensed water vapor, except for three
minutes in any thirty minute period, based
on preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

6 Surface Coating Formulation limited to any
coating with a total VOC content as applied
of <= 0.0023 lb/gal based on operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

Other: Monitor each surface coating
formulation applied.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain records of the VOC content
of each surface coating formulation (minus
water) as applied, in pounds of VOC per
gallon of coating; the percent by weight of
any exempt organic substance; and the daily
volume of each surface coating formulation
applied.
The method(s) to be used to determine the
composition of the surface coating
formulation may include utilization of
standard formulation sheets, MSDS, the
results of analytical tests, provided that the
required information can be readily
extracted from the documents.[N.J.A.C.
7:27-22.16(o)].

None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Coating Usage <= 206.8 gal/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Coating Usage: Monitored by calculations
once per calendar day during operation.
[N.J.A.C. 7:27-22.16(o)]

Coating Usage: Recordkeeping by manual
logging of parameter once per calendar day
during operation showing the daily volume
of each surface coating formulation applied.
[N.J.A.C. 7:27-16.7(m)]

None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 1.01 lb/hr based
on maximum heat input rate. [N.J.A.C. 7:27-
4.2(a)]

None. None. None.

2 Maximum Gross Heat Input <= 1.68
MMBTU/hr.  Maximum gross heat input
based on preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

3 NOx (Total) <= 1.04 tons/yr.  Maximum
annual emission rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 CO <= 0.26 tons/yr.  Maximum annual
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 SO2 <= 0.005 tons/yr.  Maximum annual
emission rate from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

6 Fuel use limited to natural gas as the
primary fuel and #2 fuel oil as the secondary
fuel (emergency use only per MACT
Subpart JJJJJJ) from operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

U8 Process Water Heater

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 The owner or operator shall operate the
Process Heater (U8, E8) as a gas-fired boiler
as defined in MACT Subpart JJJJJJ, 40 CFR
63.11237.

The gas-fired boiler shall only operate on
fuel oil if:
1) the owner or operator is not practicably
able to obtain a sufficient supply of natural
gas;
2) the owner or operator's inability to obtain
natural gas due to circumstances beyond the
control of the owner or operator, such as a
natural gas curtailment; and
3) the combustion source ceases using fuel
oil or other liquid fuel in place of natural gas
and resumes using natural gas as soon as a
sufficient supply of natural gas becomes
practicably available.

However, the owner or operator may
periodically fire fuel oil or other liquid fuel
for testing and maintenance. The owner or
operator shall not fire fuel oil or other liquid
fuel for testing and maintenance on days
when the Department forecasts air quality
anywhere in New Jersey to be unhealthy for
sensitive groups, unhealthy, or very
unhealthy as shown at the Department's air
quality permitting web site at
http://www.state.nj.us/dep/aqpp/aqforecast.
[40 CFR 63.11237], [40 CFR 63.11195(e)]
(MACT Subpart JJJJJJ) & [N.J.A.C.
7:27-22.16(a)]

Other: Monitor boiler fuel usage.[N.J.A.C.
7:27-22.16(o)].

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event. Maintain
records that include the following:

For curtailment periods,
1) information sufficient to identify each
combustion source for which the owner or
operator claims an exemption, including a
brief description of the source, its location,
its permit number, and other identifying
numbers, and any other information
necessary to distinguish it from other
equipment owned and operated by the
facility;
2) a statement that the owner or operator is
not practicably able to obtain a sufficient
supply of natural gas;
3) the date and time at which the owner or
operator first became practicably unable to
obtain natural gas; and
4) a description of the circumstances
causing the owner or operator's inability to
obtain natural gas.

For testing and maintenance periods,
1) the date and number of hours fuel oil or
other liquid fuel has been combusted for
testing and maintenance. [N.J.A.C.
7:27-22.16(o)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No visible emissions except for a period of
not longer than three minutes in any
consecutive 30-minute period. [N.J.A.C.
7:27-3.2(a)] and [N.J.A.C. 7:27- 3.2(c)]

None. None. None.

2 Natural Gas Usage <= 9.447 MMft^3/yr
based on operating permit application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

3 NOx (Total) <= 0.16 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Maximum emission rate of VOC, CO, SO2,
TSP, PM10 from operating permit
application are below reporting threshold of
0.05 lb/hr in Appendix to N.J.A.C. 7:27-22.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

U8 Process Water Heater

Operating Scenario: OS1 Burning Natural Gas fuel - E8-PT13
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No visible emissions except for a period of
not longer than three minutes in any
consecutive 30-minute period. [N.J.A.C.
7:27-3.2(a)] and [N.J.A.C. 7:27- 3.2(c)]

Monitored by visual determination each
month during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
exclusive of visible condensed water vapor,
to be greater than prescribed standard.  If
visible emissions are observed, the permittee
shall do the following:
(1) Verify that the equipment and/or control
device causing/controlling the emission is
operating according to manufacturer's
specifications and the operating permit
compliance plan. If the equipment or control
device is not operating properly, the
permittee shall take corrective action
immediately to eliminate the excess
emissions. The permittee must report any
permit violations to NJDEP pursuant to
N.J.A.C. 7:27-22.19.
(2) If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the applicant shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2. Such test
shall be conducted each day until corrective
action is taken to successfully correct the
opacity problem. [N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter each month during operation (in a
permanently bound logbook or other
electronic data management system) and
retain the following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

2 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

U8 Process Water Heater

Operating Scenario: OS2 Burning #2 fuel oil - E8-PT13 (emergency use only per MACT Subpart JJJJJJ)
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

4 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

5 NOx (Total) <= 0.24 lb/hr.  Maximum
hourly emission rate based on
preconstruction  permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

6 CO <= 0.06 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

7 SO2 <= 0.0852 lb/hr.  Maximum hourly
emission rate from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

8 Maximum emission rate of VOC, TSP,
PM10 from operating permit application are
below reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

9 Hours of Operation <= 48 hours while firing
fuel oil or other liquid fuel. Periodic testing
on liquid fuel shall not exceed a combined
total of 48 hours during any calendar year to
qualify as a gas-fired boiler as defined in
MACT Subpart JJJJJJ, 40 CFR 63.11237.
[N.J.A.C. 7:27-22.16(a)]

Other: Monitor boiler hours of operation
firing fuel oil for periodic testing.[N.J.A.C.
7:27-22.16(o)].

Hours of Operation: Recordkeeping by
manual logging of parameter or storing data
in a computer data system each month
during operation. Record the number of
hours the fuel is combusted for periodic
testing and the calendar year total. Maintain
on-site records that are easily accessible for
Department inspection. [N.J.A.C.
7:27-22.16(o)]

None.

Page 68 of 281

U8 Process Water Heater

OS2



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Tank contents limited to mixture of ethanol
and ammonium alcohol ether sulfate or
similar foaming agent mixture. The vapor
pressure of the mixture shall be <= 5.87 KPa
at 20 degrees Celsius. [N.J.A.C.
7:27-22.16(e)]

Other: For each delivery, monitor by
reviewing delivery records such as MSDS,
invoice, and/or bill of lading that show
content, vapor pressure and quantity of the
delivery.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain delivery records per
delivery. The records shall indicate content
of delivery, quantity delivered, date of
delivery with sum-to-date.[N.J.A.C.
7:27-22.16(o)].

None.

2 VOC (Total) <= 0.16 tons/yr based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

3 Total Material Transferred <= 17,000 gal/yr.
Maximum annual throughput based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: For each delivery, monitor by
reviewing delivery records such as invoice,
and/or bill of lading that show content and
quantity of the delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain delivery records per
delivery. The records shall indicate content
of delivery, quantity delivered, date of
delivery with sum-to-date.[N.J.A.C.
7:27-22.16(o)].

None.

U9 6,000 Gallon Soap Solution Tank containing ethanol

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.62 lb/hr based
on 0.02 grains per scf. [N.J.A.C. 7:27-
6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period including
periods of startup and shutdown.  [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 Maximum emission rate of TSP from
preconstruction permit is below reporting
threshold of 0.05 lb/hr in Appendix to
N.J.A.C. 7:27-22. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

4 Raw material limited to finished gypsum
wallboard products based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Monitored by reviewing production
records.[N.J.A.C. 7:27-22.16(o)].

Recordkeeping by production records once
per calendar day during operation. [N.J.A.C.
7:27-22.16(o)]

None.

5 Total Material Transferred <= 600 lb/hr.
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 2,400 tons/yr
based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

7 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

U10 Board End Saw - used for cutting gypsum board to ordered size

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period including
periods of startup and shutdown.  [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

2 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

3 VOC (Total) <= 0.18 tons/yr.  Maximum
annual emission rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 NOx (Total) <= 9.32 tons/yr.  Maximum
annual emission rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

5 CO <= 2.39 tons/yr.  Maximum annual
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

6 SO2 <= 3.4 tons/yr.  Maximum annual
emission rate from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

7 TSP <= 21.38 tons/yr.  Based on maximum
hourly emission rate and maximum Total
Material Transferred, 932,400 tons/yr.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

8 PM-10 (Total) <= 12.3 tons/yr.  Based on
maximum hourly emission rate firing natural
gas and maximum Total Material
Transferred, 932,400 tons/yr, from operating
permit minor modification BOP070002
application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

U11 Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Source Skirt and Discharge Screw

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 PM-2.5 (Total) <= 12.3 tons/yr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

10 HAPs (Total) <= 0.0016 tons/yr.  Maximum
annual emission rate based on permit
application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

11 Polycyclic organic matter <= 0.0016 tons/yr.
Maximum annual emission rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

12 Maximum Gross Heat Input <= 45.5
MMBTU/hr (HHV) based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

13 Fuel limited to natural gas and #2 distillate
oil based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

14 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

15 Raw material limited to gypsum ore based
on preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Monitored by review of material
delivery records.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain invoices or bills of lading
showing contents of each delivery.[N.J.A.C.
7:27-22.16(o)].

None.

16 Total Material Transferred <= 175 tons/hr.
Maximum material processing rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Total Material Transferred: Monitored by
material feed/flow monitoring daily.
Monitor hours of operation and tons per day
throughput, each day during operation.
[N.J.A.C. 7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system daily.
Record daily throughput (tons/day) each day
during operation. [N.J.A.C. 7:27-22.16(o)]

None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

17 Total Material Transferred <= 932,400
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Total Material Transferred: Monitored by
material feed/flow monitoring daily.
Monitor monthly throughput. [N.J.A.C.
7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system each month
during operation.  Record monthly
throughput (tons/month) and sum-to-date
(tons/yr). [N.J.A.C. 7:27-22.16(o)]

None.

18 STACK TESTING SUMMARY

The permittee shall conduct a series of stack
tests for PM-10 (Total) at emission point
PT16, firing No. 2 Fuel Oil, while operating
OS2, OS3, OS4, OS5 simultaneously,
within 180 days of initial use of #2 Fuel Oil.
The test results shall be submitted to BTS
for approval after each test.  In addition, all
test results shall be submitted to the BOP
with a modification application to request a
PM10 lb/hr emission limit. The owner or
operator shall determine the number of stack
tests needed to determine a PM10 emission
limit.

Testing must be conducted at worst-case
permitted operating conditions with regard
to meeting the applicable emission
standards, but without creating an unsafe
condition.
 [N.J.A.C. 7:27-22.16(a)]

Other: The stack test must be conducted
within 180 days after initial use of #2 Fuel
Oil.   [N.J.A.C. 7:27-22.18] and
[N.J.A.C. 7:27-22.16(o)].

Other: Recordkeeping as required  under the
applicable operating scenario(s). [N.J.A.C.
7:27-22.16(o)].

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  Submit a stack test protocol to the
Bureau of Technical Services (BTS) at Mail
Code: 380-01A, PO Box 420, Trenton, NJ
08625, within 180 days of initial use of #2
Fuel Oil. The protocol and test report must
be prepared and submitted on a CD using
the Electronic Reporting Tool (ERT), unless
another format is approved by BTS. The
ERT program can be downloaded at:
http://www.epa.gov/ttnchie1/ert.   Within 30
days of protocol approval or no less than 60
days prior to the testing deadline, whichever
is later, the permittee must contact BTS at
609-530-4041 to schedule a mutually
acceptable test date.
A full stack test report must be submitted to
BTS and a certified summary test report
must be submitted to the Regional
Enforcement Office within 45 days after
performing the stack test pursuant to
N.J.A.C. 7:27-22.19(d). The test results
must be certified by a licensed professional
engineer or certified industrial hygienist.
[N.J.A.C. 7:27-22.18(e)] and. [N.J.A.C.
7:27-22.18(h)]

19 PM-10 (Total): The owner or operator shall
submit an Operating Permit Modification
application requesting a PM10 emission
limit for the Rotary Dryer firing No. 2 Fuel
Oil, pursuant to N.J.A.C. 7:27-22.23 or
N.J.A.C. 7:27-22.24,  within 180 days after
submitting stack test results in the preceding
requirement. [N.J.A.C. 7:27-22.16(a)]

None. None. Submit documentation of compliance: As
per the approved schedule.  Submit a permit
modification application within 180 days
after submitting stack test results in the
preceding requirement. [N.J.A.C.
7:27-22.16(o)]

Page 73 of 281

U11 Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Sou

OS Summary
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 7.4 lb/hr.
Maximum allowable emission rate based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

U11 Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Source Skirt and Discharge Screw

Operating Scenario: OS1 Rotary dryer used to dry gypsum rock firing natural gas - E11-CD5-PT16
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

2 VOC (Total) <= 3.5 lb/hr. Maximum
allowable emission rate as determined from
Tables 16A and 16B, based on VOC vapor
pressure and percent by volume of the VOC
from each source operation. [N.J.A.C.
7:27-16.16(c)] &. [N.J.A.C. 7:27-16.16(d)]

Other: Monitored by calculations and/or
analysis of the source operations for each
different kind of batch or continuous process
for which the source operations is
used.[N.J.A.C. 7:27-22.16(o)].

Other: The owner or operator shall maintain
records for each different kind of batch or
continuous process for which the source
operation is used.  The following shall be
recorded with the information determined in
accordance with the Procedure for Using
Table 16A:
1. The chemical name and vapor pressure of
each VOC used.
2. The percent concentration by volume of
VOC in the source gas
3. The volumetric gas flow rate
4. The source gas range classification
5. The maximum allowable emission rate
6. The maximum actual emission rate.
7. Maintain any calculation and test data
used to determine the actual emission rate.
8. If the source operation is used for more
than one process, the dates the source
operation is used for each process.
or
Conduct an analysis of the source operation,
which demonstrates that, under operating
conditions that maximize the VOC
emissions after any control, the VOC
emission rate of the source operation is in
compliance with this section; and maintain
process records sufficient to demonstrate
whether the VOC emission rate of the
source operation from actual operations
does not exceed the VOC emission rate
under operating conditions.
The records shall be maintained for a period
of no less than five years and make those
records available upon request of the
Department or EPA. [N.J.A.C.
7:27-16.16(g)1] and.[N.J.A.C.
7:27-16.22(a)].

None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 Natural Gas Usage <= 133.2 MMft^3 for
any 12 consecutive months based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Natural Gas Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Natural Gas Usage: Recordkeeping by
manual logging of parameter or storing data
in a computer data system each month
during operation in a log book or in readily
accessible computer memories.  Cubic feet
for any 12 consecutive months is computed
by adding the fuel consumed in a given
month to that consumed in the preceding 11
months. [N.J.A.C. 7:27-22.16(o)]

None.

4 VOC (Total) <= 0.07 lb/hr.  Maximum
hourly emission rates based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

5 NOx (Total) <= 3.5 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

6 CO <= 0.88 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

7 TSP <= 7.4 lb/hr.  Maximum hourly
emission rate based on operating permit
application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

8 PM-10 (Total) <= 4.6 lb/hr includes U11
OS3, U11 OS4, U11 OS5 based on stack
test results from operating permit minor
modification BOP070002 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

9 PM-2.5 (Total) <= 4.6 lb/hr includes U11
OS3, U11 OS4, U11 OS5 from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 7.4 lb/hr.
Maximum allowable emission rate based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

3 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

4 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

U11 Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Source Skirt and Discharge Screw

Operating Scenario: OS2 Rotary dryer used to dry gypsum rock firing No. 2 fuel oil - E11-CD5-PT16
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5 VOC (Total) <= 3.5 lb/hr. Maximum
allowable emission rate as determined from
Tables 16A and 16B, based on VOC vapor
pressure and percent by volume of the VOC
from each source operation. [N.J.A.C.
7:27-16.16(c)] &. [N.J.A.C. 7:27-16.16(d)]

Other: Monitored by calculations and/or
analysis of the source operations for each
different kind of batch or continuous process
for which the source operations is
used.[N.J.A.C. 7:27-22.16(o)].

Other: The owner or operator shall maintain
records for each different kind of batch or
continuous process for which the source
operation is used.  The following shall be
recorded with the information determined in
accordance with the Procedure for Using
Table 16A:
1. The chemical name and vapor pressure of
each VOC used.
2. The percent concentration by volume of
VOC in the source gas
3. The volumetric gas flow rate
4. The source gas range classification
5. The maximum allowable emission rate
6. The maximum actual emission rate.
7. Maintain any calculation and test data
used to determine the actual emission rate.
8. If the source operation is used for more
than one process, the dates the source
operation is used for each process.
or
Conduct an analysis of the source operation,
which demonstrates that, under operating
conditions that maximize the VOC
emissions after any control, the VOC
emission rate of the source operation is in
compliance with this section; and maintain
process records sufficient to demonstrate
whether the VOC emission rate of the
source operation from actual operations
does not exceed the VOC emission rate
under operating conditions.
The records shall be maintained for a period
of no less than five years and make those
records available upon request of the
Department or EPA. [N.J.A.C.
7:27-16.16(g)1] and.[N.J.A.C.
7:27-16.22(a)].

None.
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6 Fuel Oil Usage <= 956,900 gallons for any
12 consecutive months.  Maximum annual
fuel oil usage based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

Fuel Oil Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Fuel Oil Usage: Recordkeeping by manual
logging of parameter or storing data in a
computer data system each month during
operation in a log book or in readily
accessible computer memories.  Gallons for
any 12 consecutive months is computed by
adding the fuel consumed in a given month
to that consumed in the preceding 11
months. [N.J.A.C. 7:27-22.16(o)]

None.

7 VOC (Total) <= 0.036 lb/hr.  Maximum
hourly emission rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

8 NOx (Total) <= 3.6 lb/hr.  Maximum hourly
emission rate based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

9 CO <= 0.9 lb/hr.  Maximum hourly emission
rate based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

10 SO2 <= 2.31 lb/hr.  Maximum hourly
emission rate from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

11 TSP <= 7.4 lb/hr.  Maximum hourly
emission rate based on operating permit
application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

12 PM-10 (Total): Hourly emission rate to be
established from stack test(s) results.  Stack
test to be performed after initial use of #2
Fuel Oil and must be conducted within 180
days of the approval of the stack test
protocol (See stack test requirements in U11
OS Summary). [N.J.A.C. 7:27-22.16(a)]

PM-10 (Total): Monitored by stack emission
testing at the approved frequency, based on
any 60 minute period.  See stack test
requirements in U11 OS Summary.
[N.J.A.C. 7:27-22.16(o)]

PM-10 (Total): Recordkeeping by stack test
results at the approved frequency.  See stack
test requirements in U11 OS Summary.
[N.J.A.C. 7:27-22.16(o)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in
U11 OS Summary. [N.J.A.C. 7:27-22.16(o)]

13 HAPs (Total) <= 0.0016 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

14 Polycyclic organic matter <= 0.0016 lb/hr.
Maximum hourly emission rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.5 lb/hr.
Maximum allowable emission rate based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 TSP <= 0.2 lb/hr.  Maximum emission rate
based on preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 PM-10 (Total) <= 0.2 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

PM-10 (Total): Monitored by stack emission
testing once initially, based on each of three
Department validated stack test runs.  See
stack test requirements in U11 OS
Summary, firing No. 2 Fuel Oil. [N.J.A.C.
7:27-22.16(o)]

PM-10 (Total): Recordkeeping by stack test
results once initially.  See stack test
requirements in U11 OS Summary, firing
No. 2 Fuel Oil. [N.J.A.C. 7:27-22.16(o)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in
U11 OS Summary, firing No. 2 Fuel Oil.
[N.J.A.C. 7:27-22.16(o)]

4 PM-2.5 (Total) <= 0.2 lb/hr.  Maximum
emission rate from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

U11 Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Source Skirt and Discharge Screw

Operating Scenario: OS3 Belt conveyor #8B - Load Skirt - E12-CD5-PT16
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.5 lb/hr.
Maximum allowable emission rate based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 TSP <= 0.2 lb/hr.  Maximum emission rate
based on preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 PM-10 (Total) <= 0.2 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

PM-10 (Total): Monitored by stack emission
testing once initially, based on each of three
Department validated stack test runs.  See
stack test requirements in U11 OS
Summary, firing No. 2 Fuel Oil. [N.J.A.C.
7:27-22.16(o)]

PM-10 (Total): Recordkeeping by stack test
results once initially.  See stack test
requirements in U11 OS Summary, firing
No. 2 Fuel Oil. [N.J.A.C. 7:27-22.16(o)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in
U11 OS Summary, firing No. 2 Fuel Oil.
[N.J.A.C. 7:27-22.16(o)]

4 PM-2.5 (Total) <= 0.2 lb/hr.  Maximum
emission rate from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

U11 Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Source Skirt and Discharge Screw

Operating Scenario: OS4 Belt conveyor #8A - Discharge Chute - E13-CD5-PT16
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.5 lb/hr.
Maximum allowable emission rate based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 TSP <= 0.2 lb/hr.  Maximum emission rate
based on preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 PM-10 (Total) <= 0.2 lb/hr.  Maximum
hourly emission rate based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

PM-10 (Total): Monitored by stack emission
testing once initially, based on each of three
Department validated stack test runs.  See
stack test requirements in U11 OS
Summary, firing No. 2 Fuel Oil. [N.J.A.C.
7:27-22.16(o)]

PM-10 (Total): Recordkeeping by stack test
results once initially.  See stack test
requirements in U11 OS Summary, firing
No. 2 Fuel Oil. [N.J.A.C. 7:27-22.16(o)]

Stack Test - Submit protocol, conduct test
and submit results: As per the approved
schedule.  See stack test requirements in
U11 OS Summary, firing No. 2 Fuel Oil.
[N.J.A.C. 7:27-22.16(o)]

4 PM-2.5 (Total) <= 0.2 lb/hr.  Maximum
emission rate from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

U11 Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Source Skirt and Discharge Screw

Operating Scenario: OS5 Belt conveyor #8A - Load skirt - E65-CD5-PT16
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.5 lb/hr based on
0.02 grains per SCF at 2000 acfm and 100
deg. F. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period including
periods of startup and shutdown.  [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 TSP <= 0.054 tons/yr. Combined annual
emission rate for E14 and E38. Based on
individual equipment hourly emission rate
and the following annual operational hours -
E14(8760 hr/yr); E38(1000 hr/yr). [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 PM-10 (Total) <= 0.054 tons/yr. Combined
annual emission rate for E14 and E38.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

5 PM-2.5 (Total) <= 0.054 tons/yr. Combined
annual emission rate for E14 and E38, from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

6 TSP <= 0.101 lb/hr. The hourly emission
rate is a combined emission rate for E14 and
E38  based on preconstruction permit. E14
at 0.001 lb/hr; E38 at 0.1 lb/hr. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

7 PM-10 (Total) <= 0.101 lb/hr. The hourly
emission rate is a combined emission rate
for E14 and E38. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

8 PM-2.5 (Total) <= 0.101 lb/hr. The hourly
emission rate is a combined emission rate
for E14 and E38 from BOP140001. E14 at
0.001 lb/hr; E38 at 0.1 lb/hr. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

U14 LP Reserve Bin and Landplaster Bulk Loading

Operating Scenario: OS Summary
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Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a  logbook or other
electronic data management system.
[N.J.A.C. 7:27-22.16(o)]

None.

10 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

11 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(a)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(e)]

None.
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Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Total Material Transferred <= 50,000 lb/hr.
Maximum throughput rate based on
operating permit minor modification
BOP070001 application. [N.J.A.C.
7:27-22.16(a)]

Total Material Transferred: Monitored by
material balance each month during
operation. [N.J.A.C. 7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system each month
during operation.  Recordkeeping by
accounting mass balance on a monthly basis.
Record throughput and hours of operation
each month during operation. [N.J.A.C.
7:27-22.16(o)]

None.

2 Total Material Transferred <= 219,000
tons/yr based on maximum lb/hr from
operating permit minor modification
BOP070001 application. [N.J.A.C.
7:27-22.16(a)]

Total Material Transferred: Monitored by
material balance each month during
operation. [N.J.A.C. 7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system each month
during operation.  Record monthly
throughput and sum-to-date (tons/yr).
[N.J.A.C. 7:27-22.16(o)]

None.

U14 LP Reserve Bin and Landplaster Bulk Loading

Operating Scenario: OS1 Landplaster storage bin - E14-CD6-PT17
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Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Total Material Transferred <= 50,000 lb/hr.
Maximum throughput rate based on
operating permit minor modification
BOP070001 application. [N.J.A.C.
7:27-22.16(a)]

Total Material Transferred: Monitored by
material balance each month during
operation.   The owner or operator shall
monitor the scaled weight of trucks loaded
and hours of operation of the bulk loading
system. [N.J.A.C. 7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system each month
during operation.  Record scale weight of
trucks and hours of operation monthly.
[N.J.A.C. 7:27-22.16(o)]

None.

2 Total Material Transferred <= 219,000
tons/yr based on maximum lb/hr from
operating permit minor modification
BOP070001 application. [N.J.A.C.
7:27-22.16(a)]

Total Material Transferred: Monitored by
material balance each month during
operation.   The owner or operator shall
monitor the scaled weight of trucks loaded
and hours of operation of the bulk loading
system. [N.J.A.C. 7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system each month
during operation.  Record monthly scale
weight of trucks and sum-to-date (tons/yr).
[N.J.A.C. 7:27-22.16(o)]

None.

U14 LP Reserve Bin and Landplaster Bulk Loading

Operating Scenario: OS2 Bulk loading of landplaster - E38-CD6-PT17
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Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  There shall be no
visible emissions, exclusive of visible water
vapor, except for three minutes in any
consecutive thirty minute period. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 TSP <= 4.38 tons/yr based on hourly
emissions from OS1 and OS2 at 8760
hours/year. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

3 PM-10 (Total) <= 4.38 tons/yr based on
hourly emissions from OS1 and OS2 at
8760 hours/year. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

4 PM-2.5 (Total) <= 4.38 tons/yr based on
hourly emissions from OS1 and OS2 at
8760 hours/year, from BOP140001.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 All particulate emissions from this emission
unit, which comprised of E15, E16, E59,
E66, and E67 shall be exhausted through its
respective baghouse,  which in turn vents
indoors. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

6 The owner or operator shall inspect and
maintain all baghouses on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

7 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

Operating Scenario: OS Summary
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U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator,..

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 0.5 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 PM-10 (Total) <= 0.5 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 PM-2.5 (Total) <= 0.5 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
10 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 Total Material Transferred <= 100,000 lb/hr
based on operating permit application.
[N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other:   Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

Operating Scenario: OS1 Stucco supply elevator - E15-CD7-VENT INDOOR
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U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator,..

OS1



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 0.5 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 PM-10 (Total) <= 0.5 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 PM-2.5 (Total) <= 0.5 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
10 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

Operating Scenario: OS2 Stucco recirculating elevator - E16-CD33-VENT INDOOR
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U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator,..

OS2



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
10 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

3 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

4 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

Operating Scenario: OS3 Stucco Scalping Screw - E66-CD32-VENT INDOOR
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U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator,..

OS3



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
14 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

3 Total Material Transferred <= 10,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

4 Total Material Transferred <= 43,800
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

Operating Scenario: OS4 Dry Additives Elevator - E59-CD34-VENT INDOOR
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U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator,..

OS4



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
10 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

3 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

4 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

Operating Scenario: OS5 Stucco Weigh Belt Feeder - E67-CD32-VENT INDOOR
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U15 Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator,..

OS5



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on general permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD8), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(e)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U17 Landplaster Pneumatic Conveying Process

Operating Scenario: OS Summary
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U17 Landplaster Pneumatic Conveying Process

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 10,000 lb/hr.
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 4,380 tons/yr
based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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U17 Landplaster Pneumatic Conveying Process

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD9), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(e)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U18 Stucco Mixing Screw Conveyor

Operating Scenario: OS Summary
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U18 Stucco Mixing Screw Conveyor

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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U18 Stucco Mixing Screw Conveyor

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD10), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 120,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U19 Board Stucco Silo #1

Operating Scenario: OS Summary
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U19 Board Stucco Silo #1

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 525,600
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD11), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 120,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U20 Board Stucco Silo #2

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 525,600
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD12), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 120,000 lb/hr.
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U21 441 Screw Conveyor

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 525,600
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

Page 102 of 281

U21 441 Screw Conveyor

OS Summary
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD13), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(e)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 120,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U22 Stucco Reserve Bin #1

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 525,600
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 0.82 tons/yr based on
preconstruction permit limit of 0.2 lb/hr and
8160 hours/year of operation. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 PM-10 (Total) <= 0.82 tons/yr based on
lb/hr and operating hour limits. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 PM-2.5 (Total) <= 0.82 tons/yr based on
lb/hr and operating hour limits, from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 TSP <= 0.2 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 PM-10 (Total) <= 0.2 lb/hr based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

6 PM-2.5 (Total) <= 0.2 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD14), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

8 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

U23 Pin Mixer

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency, based on
no averaging period. [N.J.A.C.
7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

10 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

11 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

12 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 1.35 lb/hr for
PT26 and 1.35 lb/hr for PT27.  Maximum
allowable emission rate based on 0.02 grains
per scf for each stack (PT). [N.J.A.C. 7:27-
6.2(a)]

None. None. None.

2 Opacity <= 20 % for PT26 and for PT27,
exclusive of visible condensed water vapor,
for a period of not longer than three (3)
minutes in any consecutive 30-minute
period including periods of startup and
shutdown.  [N.J.A.C. 7:27-6.2(d)] and.
[N.J.A.C. 7:27- 6.2(e)]

None. None. None.

U24 Raymond Mill #1 and Raymond Mill #2

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

3 VOC (Total) <= 3.5 lb/hr. Maximum
allowable emission rate as determined from
Tables 16A and 16B, based on VOC vapor
pressure and percent by volume of the VOC
from each source operation.  This applies to
each operating scenario, U24 OS1, U24
OS2, U24 OS3 and U24 OS4 [N.J.A.C.
7:27-16.16(c)] &. [N.J.A.C. 7:27-16.16(d)]

Other: Monitored by calculations and/or
analysis of the source operations for each
different kind of batch or continuous process
for which the source operations is
used.[N.J.A.C. 7:27-22.16(o)].

Other: The owner or operator shall maintain
records for each different kind of batch or
continuous process for which the source
operation is used.  The following shall be
recorded with the information determined in
accordance with the Procedure for Using
Table 16A:
1. The chemical name and vapor pressure of
each VOC used.
2. The percent concentration by volume of
VOC in the source gas
3. The volumetric gas flow rate
4. The source gas range classification
5. The maximum allowable emission rate
6. The maximum actual emission rate.
7. Maintain any calculation and test data
used to determine the actual emission rate.
8. If the source operation is used for more
than one process, the dates the source
operation is used for each process.
or
Conduct an analysis of the source operation,
which demonstrates that, under operating
conditions that maximize the VOC
emissions after any control, the VOC
emission rate of the source operation is in
compliance with this section; and maintain
process records sufficient to demonstrate
whether the VOC emission rate of the
source operation from actual operations
does not exceed the VOC emission rate
under operating conditions.
The records shall be maintained for a period
of no less than five years and make those
records available upon request of the
Department or EPA. [N.J.A.C.
7:27-16.16(g)1] and.[N.J.A.C.
7:27-16.22(a)].

None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

4 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of visible condensed
water vapor, from preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 VOC (Total) <= 1.07 tons/yr combined for
Raymond Mill #1 (E24) and Raymond Mill
#2 (E25) based on maximum hourly
emission rate and maximum 13,421 hr/yr
operation firing No. 2 Fuel Oil, from
operating permit minor modification
BOP070001 application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

6 NOx (Total) <= 3.83 tons/yr based on
maximum hourly emission rate and
maximum 13,421 hr/yr operation firing No.
2 Fuel Oil, from operating permit minor
modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 CO <= 7.78 tons/yr combined for Raymond
Mill #1 (E24) and Raymond Mill #2 (E25)
based on maximum hourly emission rate and
maximum 13,421 hr/yr operation firing No.
2 Fuel Oil, from operating permit minor
modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

8 TSP <= 2.55 tons/yr combined for Raymond
Mill #1 (E24) and Raymond Mill #2 (E25),
based on preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

TSP: Monitored by calculations each month
during operation.  The TSP annual emission
limit shall be calculated as follows:

TSP in tpy = [(0.38 lb/hr)*(hours burning
fuel oil) + (0.35 lb/hr)*(hours burning
natural gas)] / (2000 lb/ton). [N.J.A.C.
7:27-22.16(o)]

TSP: Recordkeeping by manual logging of
parameter or storing data in a computer data
system each month during operation in a
logbook or readily accessible computer
memory, showing sum-to-date (tons/yr).
[N.J.A.C. 7:27-22.16(o)]

None.

9 PM-10 (Total) <= 2.55 tons/yr combined for
Raymond Mill #1 (E24) and Raymond Mill
#2 (E25), based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

10 PM-2.5 (Total) <= 2.55 tons/yr combined
for Raymond Mill #1 (E24) and Raymond
Mill #2 (E25), from BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

11 Maximum Gross Heat Input <= 5
MMBTU/hr (HHV) for each Raymond Mill
(E24 and E25), based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. Other: Keep records showing maximum heat
input rate.[N.J.A.C. 7:27-22.16(o)].

None.

12 Fuel limited to natural gas and ultra low
distillate oil, from BOP140001. [N.J.A.C.
7:27-22.16(a)]

Monitored by review of fuel delivery
records per delivery or monthly invoice /
billing record for natural gas. [N.J.A.C.
7:27-22.16(o)]

Other: Maintain fuel delivery records per
delivery or monthly invoice / billing records
of natural gas.[N.J.A.C. 7:27-22.16(o)].

None.

13 Total Hours of Operation <= 14,571 hr/yr
combined for Raymond Mill #1 (E24) and
Raymond Mill #2 (E25), based on firing
natural gas only from operating permit
BOP070001 application. [N.J.A.C.
7:27-22.16(a)]

Total Hours of Operation: Monitored by
hour/time monitor once per calendar day
during operation. [N.J.A.C. 7:27-22.16(o)]

Total Hours of Operation: Recordkeeping by
manual logging of parameter or storing data
in a computer data system once per calendar
day during operation , in a  log book or
readily accessible computer memory, with
sum-to-date. [N.J.A.C. 7:27-22.16(o)]

None.

14 Hours of Operation <= 8,448 hr/yr for each
Raymond Mill,  #1 (E24) and  #2 (E25)
based on operating permit BOP070001
application. [N.J.A.C. 7:27-22.16(a)]

Hours of Operation: Monitored by hour/time
monitor once per calendar day during
operation. [N.J.A.C. 7:27-22.16(o)]

Hours of Operation: Recordkeeping by
manual logging of parameter or storing data
in a computer data system once per calendar
day during operation , in a log book or
readily accessible computer memory, with
sum-to-date. [N.J.A.C. 7:27-22.16(o)]

None.

15 Natural Gas Usage <= 64.3 MMft^3/yr.
Maximum annual natural gas consumption
combined for Raymond Mill #1 (E24) and
Raymond Mill #2 (E25), based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

Natural Gas Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

Natural Gas Usage: Recordkeeping by
manual logging of parameter or storing data
in a computer data system annually , in a log
book or in readily accessible computer
memories, showing cubic feet per year.
[N.J.A.C. 7:27-22.16(o)]

None.

16 No. 2 Fuel Oil Usage <= 479,323 gal/yr.
Maximum annual #2 fuel oil consumption
combined for Raymond Mill #1 (E24) and
Raymond Mill #2 (E25), based on operating
permit application. [N.J.A.C. 7:27-22.16(a)]

No. 2 Fuel Oil Usage: Monitored by fuel
flow/firing rate instrument continuously.
[N.J.A.C. 7:27-22.16(o)]

No. 2 Fuel Oil Usage: Recordkeeping by
manual logging of parameter or storing data
in a computer data system annually , in a log
book or in readily accessible computer
memories, showing gallons per year of #2
oil consumed. [N.J.A.C. 7:27-22.16(o)]

None.
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New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

17 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c. for each Baghouse (CD16 and
CD18). [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

18 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by review of material
delivery records.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

19 Total Material Transferred <= 54,000 lb/hr
for each Raymond Mill (E24 and E25),
based on Operating Permit Minor
Modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

Total Material Transferred: Monitored by
material balance each month during
operation for Raymond Mill #1 (E24) and
Raymond Mill #2 (E25). [N.J.A.C.
7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system each month
during operation.  Recordkeeping by
accounting mass balance on a monthly basis.
Record hourly throughput based on hours of
operation for each Raymond Mill (E24 and
E25) per day and material balance each
month during operation. [N.J.A.C.
7:27-22.16(o)]

None.

20 Total Material Transferred <= 362,368
tons/yr , based on maximum lb/hr combined
for Raymond Mill #1 (E24) and Raymond
Mill #2 (E25). [N.J.A.C. 7:27-22.16(a)]

Total Material Transferred: Monitored by
material balance each month during
operation for Raymond Mill #1 (E24) and
Raymond Mill #2 (E25). [N.J.A.C.
7:27-22.16(o)]

Total Material Transferred: Recordkeeping
by manual logging of parameter or storing
data in a computer data system each month
during operation.  Recordkeeping by
accounting mass balance on a monthly basis.
Record monthly throughput (tons/month)
and sum-to-date (tons/yr), combined for
Raymond Mill #1 (E24) and Raymond Mill
#2 (E25). [N.J.A.C. 7:27-22.16(o)]

None.
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Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 VOC (Total) <= 0.11 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

2 NOx (Total) <= 0.3 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

3 CO <= 0.78 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

4 TSP <= 0.35 lb/hr based on preconstruction
permit (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 PM-10 (Total) <= 0.35 lb/hr based on
preconstruction permit (total - process and
combustion emissions). [N.J.A.C.
7:27-22.16(e)]

None. None. None.

6 PM-2.5 (Total) <= 0.35 lb/hr from
BOP140001 (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(a)]

None. None. None.

U24 Raymond Mill #1 and Raymond Mill #2

Operating Scenario: OS1 60" Raymond Mill #1 - NG Fuel - E24-CD16-PT26
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

2 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

3 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

4 VOC (Total) <= 0.16 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

5 NOx (Total) <= 0.57 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

6 CO <= 1.16 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 TSP <= 0.38 lb/hr based on preconstruction
permit (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(e)]

None. None. None.

8 PM-10 (Total) <= 0.38 lb/hr based on
preconstruction permit (total - process and
combustion emissions). [N.J.A.C.
7:27-22.16(e)]

None. None. None.

U24 Raymond Mill #1 and Raymond Mill #2

Operating Scenario: OS2 60" Raymond Mill #1 - #2 Distillate oil - E24-CD16-PT26
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 PM-2.5 (Total) <= 0.38 lb/hr from
BOP140001 (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(a)]

None. None. None.

10 Maximum emission rate of SO2 is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 VOC (Total) <= 0.11 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

2 NOx (Total) <= 0.3 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

3 CO <= 0.78 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

4 TSP <= 0.35 lb/hr based on preconstruction
permit (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 PM-10 (Total) <= 0.35 lb/hr based on
preconstruction permit (total - process and
combustion emissions). [N.J.A.C.
7:27-22.16(e)]

None. None. None.

6 PM-2.5 (Total) <= 0.35 lb/hr from
BOP140001 (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(a)]

None. None. None.

U24 Raymond Mill #1 and Raymond Mill #2

Operating Scenario: OS3 60" Raymond Mill #2 - NG Fuel - E25-CD18-PT27
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Sulfur Content in Fuel <= 500 ppmw
(0.05% by weight).  Effective July 1, 2014
through June 30, 2016. [N.J.A.C. 7:27-
9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

2 Sulfur Content in Fuel <= 15 ppmw
(0.0015% by weight).  Effective July 1,
2016. [N.J.A.C. 7:27- 9.2(b)]

Sulfur Content in Fuel: Monitored by review
of fuel delivery records per delivery.
[N.J.A.C. 7:27-22.16(o)]

Sulfur Content in Fuel: Recordkeeping by
invoices / bills of lading / certificate of
analysis per delivery showing fuel sulfur
content. [N.J.A.C. 7:27-22.16(o)]

None.

3 Fuel stored in New Jersey that met the
applicable maximum sulfur content standard
of Tables 1A or 1B of N.J.A.C. 7:27-9.2 at
the time it was stored in New Jersey may be
used in New Jersey after the operative date
of the applicable standard in Table 1B.
[N.J.A.C. 7:27- 9.2(b)]

None. None. None.

4 VOC (Total) <= 0.16 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

5 NOx (Total) <= 0.57 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

6 CO <= 1.16 lb/hr based on burner
manufacturer test data from operating permit
minor modification BOP070001 application.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 TSP <= 0.38 lb/hr based on preconstruction
permit (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(e)]

None. None. None.

8 PM-10 (Total) <= 0.38 lb/hr based on
preconstruction permit (total - process and
combustion emissions). [N.J.A.C.
7:27-22.16(e)]

None. None. None.

U24 Raymond Mill #1 and Raymond Mill #2

Operating Scenario: OS4 60" Raymond Mill #2 - #2 Distillate oil - E25-CD18-PT27
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New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 PM-2.5 (Total) <= 0.38 lb/hr from
BOP140001 (total - process and combustion
emissions). [N.J.A.C. 7:27-22.16(a)]

None. None. None.

10 Maximum emission rate of SO2 is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(a)]

None. None. None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD19), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 TSP <= 0.4 tons/yr based on preconstruction
permit limit of 0.1 lb/hr and 8000 hours/year
of operation. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

4 PM-10 (Total) <= 0.4 tons/yr based on lb/hr
and operating hour limits. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

5 PM-2.5 (Total) <= 0.4 tons/yr based on lb/hr
and operating hour limits, from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

6 TSP <= 0.1 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

7 PM-10 (Total) <= 0.1 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

8 PM-2.5 (Total) <= 0.1 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

U26 Portland Cement Bin (aka Reserve Bin #4)

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

10 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

11 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(e)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

12 Total Material Transferred <= 200,000
lb/batch based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

13 Total Material Transferred <= 292,000
tons/yr based on 3 hours/batch per
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

14 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

15 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

16 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.

17 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

18 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

19 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.

20 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

21 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

22 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.

23 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.
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New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

24 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

25 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

26 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

27 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

28 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

29 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

30 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

31 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

32 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

33 Opacity <= 10 % (fugitive- all other affected
facilities)  (NSPS Subpart OOO). [40 CFR
60.672(b)]

None. None. None.
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BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

34 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

35 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

36 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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U26 Portland Cement Bin (aka Reserve Bin #4)

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD20), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(e)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 40,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U27 Landplaster Bin #1

Operating Scenario: OS Summary
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U27 Landplaster Bin #1

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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U27 Landplaster Bin #1

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD21), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(e)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 40,000 lb/hr
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U28 Landplaster Bin #2

Operating Scenario: OS Summary
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U28 Landplaster Bin #2

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD22), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(e)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 40,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U29 Landplaster Bin #3

Operating Scenario: OS Summary
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U29 Landplaster Bin #3

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD23), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U30 Moulding Plaster Bin / Stucco Reserve Bin #3

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Total Material Transferred <= 40,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

2 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U30 Moulding Plaster Bin / Stucco Reserve Bin #3

Operating Scenario: OS1 Moulding Plaster Bin #3 (aka Stucco Reserve Bin #3) - E30-CD23-PT32(venting indoors), OS2 Moulding Plaster Bin Elevator -
E61-CD23-PT32(venting indoors)
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 1.09 lb/hr based
on 0.02 grains per scf at 8,000 acfm and 190
degrees F. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions, exclusive of
condensed water vapor, except for no more
than 3 minutes in any consecutive 30-minute
period. [N.J.A.C. 7:27-22.16(a)]

Monitored by visual determination each
month during operation. Conduct visual
opacity inspections during daylight hours to
identify if the stack has visible emissions,
other than condensed water vapor. Select an
observation position enabling clear view of
emission point(s), minimum 15 feet away
without sunlight shining directly into the
eyes. Observe for a minimum duration of 30
minutes. Clock observation with two
stopwatches starting the 1st watch at the
commencement of the 30-minute
observation period and starting and stopping
the 2nd watch every time visible emissions
are first seen and when they cease, and
record the observation.  If visible emissions
are observed for more than 3 minutes in the
30-consecutive minutes:
(1) Verify the equipment and/or control
device causing visible emissions is operating
according to manufacturer's specifications.
If it is not operating properly, take
corrective action immediately to eliminate
the excess emissions. (2) If the opacity
problem is not corrected within 24 hours,
perform a check via a certified opacity
reader, in accordance with N.J.A.C.
7:27B-2. Conduct such test each day until
the opacity problem is successfully
corrected. [N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system each month during operation. Record
and retain the following:
(1) Date and time of inspection;
(2) Emission Point number;
(3) Operational status of equipment:
(4) Observed results and conclusions:
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
((8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

U31 Stucco Cooling

Operating Scenario: OS Summary
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OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

4 TSP <= 1 tons/yr based on hourly emissions
from Bulk Loading (OS8) of 0.1 lb/hr and
1000 hours of operation and hourly
emissions form the Barrel Separator (OS11)
of 0.22 lb/hr and 8760 hours of operation
from operating permit application
BOP090001 [N.J.A.C. 7:27-22.16(a) and.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 PM-10 (Total) <= 0.63 tons/yr based on
hourly emissions from Bulk Loading (OS8)
of 0.1 lb/hr and hourly emissions from the
Barrel Separator (OS11) of 0.1 lb/hr and
8760 hours of operation from operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

6 PM-2.5 (Total) <= 0.63 tons/yr based on
hourly emissions from Bulk Loading (OS8)
of 0.1 lb/hr and hourly emissions from the
Barrel Separator (OS11) of 0.1 lb/hr and
8760 hours of operation from BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

8 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Total Material Transferred <= 120,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

3 Total Material Transferred <= 525,600
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U31 Stucco Cooling

Operating Scenario: OS1 Stucco Cooler - #1 Elevator Discharge Screw, OS2 Stucco Cooler - #1 Collecting Screw, OS3 Stucco Cooler - #1 Cross Screw, OS4
Stucco Cooler - #2 Elevator Discharge Screw, OS5 Stucco Cooler - #2 Collecting Screw, OS6 Stucco Cooler - #2 Cross Screw, OS7
Stucco Cooler - #430 Conveyor Screw
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 0.1 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 PM-10 (Total) <= 0.1 lb/hr based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

3 PM-2.5 (Total) <= 0.1 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

5 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

6 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

7 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

8 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

9 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

10 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

11 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.
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12 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

13 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

14 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.
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15 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.

16 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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17 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

18 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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19 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

20 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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21 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

22 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

23 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

24 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

25 Particulate Emissions <= 0.022 gr/dscf
(baghouse stack).  (NSPS Subpart OOO).
[40 CFR  60.672(a)]

None. None. None.

26 Opacity <= 7 % (Stack). (NSPS Subpart
OOO). [40 CFR  60.672(a)]

None. None. None.

Page 147 of 281

U31 Stucco Cooling 

OS8



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

27 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible.(NSPS Subpart OOO). [40
CFR  60.675(c)(1)]

None. None. None.

28 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO).
[40 CFR  60.675(c)(3)]

None. None. None.
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29 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO). [40 CFR  60.675(g)]

None. None. None.
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1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

3 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

4 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

5 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

6 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.
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7 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

8 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

9 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.
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10 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

11 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

12 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.
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13 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.

14 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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15 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

16 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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17 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

18 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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19 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

20 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

21 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

22 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

23 Particulate Emissions <= 0.022 gr/dscf
(baghouse stack).  (NSPS Subpart OOO).
[40 CFR  60.672(a)]

None. None. None.

24 Opacity <= 7 % (Stack). (NSPS Subpart
OOO). [40 CFR  60.672(a)]

None. None. None.
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25 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO). [40
CFR  60.675(c)(1)]

None. None. None.

26 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO).
[40 CFR  60.675(c)(3)]

None. None. None.
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27 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO). [40 CFR  60.675(g)]

None. None. None.
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1 TSP <= 0.22 lb/hr based on operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 PM-10 (Total) <= 0.13 lb/hr based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

3 PM-2.5 (Total) <= 0.13 lb/hr from
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Total Material Transferred <= 120,000 lb/hr.
Maximum throughput rate based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

5 Total Material Transferred <= 525,600
tons/yr based on maximum lb/hr from
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U31 Stucco Cooling

Operating Scenario: OS11 Barrel Separator
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1 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period including
periods of startup and shutdown.  [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

Opacity: Monitored by visual determination
each month during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
(other than condensed water vapor), greater
than the prescribed standard.  If visible
emissions are observed, the permittee shall
do the following:
(1)  Verify that the equipment and/or control
device causing the emission is operating
according to manufactures specifications
and the operating permit compliance plan.
If the equipment or control device is not
operating properly, the permittee shall take
corrective action immediately to eliminate
the excess emissions. The permittee must
report any permit violations to NJDEP
pursuant to N.J.A.C. 7:27-22.19.
(2)  If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the permittee shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2.  Such
test shall be conducted each day until
corrective action is taken to successfully
correct the opacity problem. [N.J.A.C.
7:27-22.16(o)]

Opacity: Recordkeeping by manual logging
of parameter or storing data in a computer
data system each month during operation (in
a logbook or other electronic data
management system) and retain the
following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

U34 Reclaim Feeder and Belt Conveyor

Operating Scenario: OS Summary
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2 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination each
month during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
(other than condensed water vapor), greater
than the prescribed standard.  If visible
emissions are observed, the permittee shall
do the following:
(1)  Verify that the equipment and/or control
device causing the emission is operating
according to manufactures specifications
and the operating permit compliance plan.
If the equipment or control device is not
operating properly, the permittee shall take
corrective action immediately to eliminate
the excess emissions. The permittee must
report any permit violations to NJDEP
pursuant to N.J.A.C. 7:27-22.19.
(2)  If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the permittee shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2.  Such
test shall be conducted each day until
corrective action is taken to successfully
correct the opacity problem. [N.J.A.C.
7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system each month during operation (in a
logbook or other electronic data
management system) and retain the
following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

3 Raw materials limited to gypsum rock,
impurities, recycled gypsum products and
other ingredients necessary for the
production of gypsum products based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

4 Total Material Transferred <= 438,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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1 Particulate Emissions <= 0.5 lb/hr based on
0.02 grains per scf at less than 3,000 acfm
and 100 degrees F. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U34 Reclaim Feeder and Belt Conveyor

Operating Scenario: OS1 Reclaim Feeder and Belt Conveyor- Feeder for shredding wallboard - E40-PT34
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1 Particulate Emissions <= 0.5 lb/hr based on
0.02 grains per scf at less than 3,000 acfm
and 100 degrees F. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Total Material Transferred <= 100,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

4 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

5 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

6 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.

U34 Reclaim Feeder and Belt Conveyor

Operating Scenario: OS2 Reclaim Belt Conveyor
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7 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

8 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

9 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.
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10 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

11 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

12 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.
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13 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.

14 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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15 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

16 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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17 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

18 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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19 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

20 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

21 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

22 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.
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23 Opacity <= 10 % (fugitive- all other affected
facilities) (NSPS Subpart OOO). [40 CFR
60.672(b)]

Opacity: Monitored by visual determination
each month during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
(other than condensed water vapor), greater
than the prescribed standard.  If visible
emissions are observed, the permittee shall
do the following:
(1)  Verify that the equipment and/or control
device causing the emission is operating
according to manufactures specifications
and the operating permit compliance plan.
If the equipment or control device is not
operating properly, the permittee shall take
corrective action immediately to eliminate
the excess emissions. The permittee must
report any permit violations to NJDEP
pursuant to N.J.A.C. 7:27-22.19.
(2)  If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the permittee shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2.  Such
test shall be conducted each day until
corrective action is taken to successfully
correct the opacity problem. [N.J.A.C.
7:27-22.16(o)]

Opacity: Recordkeeping by manual logging
of parameter or storing data in a computer
data system each month during operation (in
a logbook or other electronic data
management system) and retain the
following records:
(1) Date and time of inspection;
(2) Emission unit and operating scenario
number(s);
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.
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24 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

25 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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26 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD25), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter upon occurrence of event.
Record each inspection and maintenance
event in a permanently bound logbook or
readily accessible computer memory.
[N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 50,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 219,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

9 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

10 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

11 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.
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12 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

13 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

14 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.
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15 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

16 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

17 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

18 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.

19 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

20 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

21 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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22 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

23 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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24 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

25 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

26 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

27 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

28 Opacity <= 10 % (fugitive- all other affected
facilities)  (NSPS Subpart OOO). [40 CFR
60.672(b)]

None. None. None.
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29 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

30 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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31 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.77 lb/hr based
on 0.02 grains per scf at 5,000 acfm and 110
degrees F. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period including
periods of startup and shutdown.  [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.
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7 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

8 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

9 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.

10 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]
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11 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

12 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.

13 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.
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14 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

15 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.

16 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.
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17 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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18 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

19 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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20 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

21 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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22 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

23 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

24 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

25 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

26 Particulate Emissions <= 0.022 gr/dscf
(baghouse stack). (NSPS Subpart OOO). [40
CFR  60.672(a)]

None. None. None.

27 Opacity <= 7 % (Stack). (NSPS Subpart
OOO). [40 CFR  60.672(a)]

None. None. None.
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28 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

29 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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30 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Total Material Transferred <= 20,000 lb/hr.
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

3 Total Material Transferred <= 87,600
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U36 Blender / Packer System

Operating Scenario: OS1 Bag Packer - E43-CD26-PT36, OS6 Bag Packer - E102-CD26-PT36
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1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Total Material Transferred <= 40,000 lb/hr.
Maximum throughput rate based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

3 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr, from
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U36 Blender / Packer System

Operating Scenario: OS2 Bulk Plaster Blender and Weigher - E44-CD26-PT36
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1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Total Material Transferred <= 280,000 lb/hr.
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

3 Total Material Transferred: <=1,226,400
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U36 Blender / Packer System

Operating Scenario: OS3 #1 Rock Bin Transfer - 11 Belt - E45-CD26-PT36, OS4 #2 Rock Bin Transfer - 11 Belt - E46-CD26-PT36, OS5 Rock Transfer - 10
Belt to 11 Belt - E47-CD26-PT36
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1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD27), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(e)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U37 Landplaster Bin #4 (aka  Board Plant Landplaster Bin)

Operating Scenario: OS Summary
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7 Total Material Transferred <= 50,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 219,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

9 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

10 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

11 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.
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12 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

13 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

14 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.
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15 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

16 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

17 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.
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18 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.

19 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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20 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

21 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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22 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

23 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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24 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

25 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

26 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

27 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

28 Opacity <= 10 % (fugitive- all other affected
facilities) (NSPS Subpart OOO). [40 CFR
60.672(b)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

29 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

30 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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31 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.

Page 205 of 281

U37 Landplaster Bin #4 (aka  Board Plant Landplaster Bin)

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD28), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 0.5
and Pressure Drop Across the Baghouse <=
15 inches w.c.. [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U38 Impact Mill
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

8 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

9 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.

10 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

11 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

12 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.

13 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

14 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

15 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.

16 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.
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17 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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18 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

19 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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20 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

21 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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22 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

23 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

24 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

25 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

26 Opacity <= 10 % (fugitive- all other affected
facilities) (NSPS Subpart OOO). [40 CFR
60.672(b)]

None. None. None.
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27 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

28 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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29 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Total Material Transferred <= 50,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

2 Total Material Transferred <= 219,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U38 Impact Mill

Operating Scenario: OS1 Impact Mill #1, OS2 Impact Mill #2
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Total Material Transferred <= 40,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

2 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U38 Impact Mill

Operating Scenario: OS3 Moulding Plaster Bin Elevator - E61-CD31 (venting indoors)
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD29), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U39 Impact Mill Screen

Operating Scenario: OS Summary
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 50,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 219,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

9 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

10 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

11 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.
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12 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

13 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

14 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.
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15 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

16 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

17 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.
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18 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.

19 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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20 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

21 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.

Page 223 of 281

U39 Impact Mill Screen

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

22 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

23 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.

Page 224 of 281

U39 Impact Mill Screen

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

24 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

25 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

26 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

27 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

28 Opacity <= 10 % (fugitive- all other affected
facilities) (NSPS Subpart OOO). [40 CFR
60.672(b)]

None. None. None.
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29 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

30 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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31 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD30), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.
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7 Total Material Transferred <= 120,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 525,600
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

9 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

10 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

11 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.
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12 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]

13 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

14 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.
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15 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

16 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

17 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.
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18 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.

19 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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20 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

21 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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22 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

23 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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24 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

25 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

26 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

27 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

28 Opacity <= 10 % (fugitive- all other affected
facilities) (NSPS Subpart OOO). [40 CFR
60.672(b)]

None. None. None.
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29 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

30 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.

Page 236 of 281

U40 Stucco Reserve Bin #2

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

31 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD31), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
8 inches w.c.. [N.J.A.C. 7:27-22.16(a)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

4 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

5 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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7 All requests, reports, applications, submittal,
and other communications required by 40
CFR 60 shall be submitted in duplicate to
the EPA Region II Administrator:
United States Environmental Protection
Agency, Region II
Air Compliance Branch
290 Broadway
New York, NY 10007-1866. (NSPS Subpart
A) [40 CFR 60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region II as required by 40
CFR 60. [40 CFR 60.4(a)]

8 Submit copies of all requests, reports,
applications, submittals, and other
communications required by 40 CFR 60 to
the NJDEP Central Regional Enforcement
Office. (NSPS Subpart A) [40 CFR 60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60. [40 CFR 60.4(b)]

9 The subpart A requirement under 40 CFR
60.7(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR 60.676(h)]

None. None. None.

10 Submit a notification of any physical or
operational change to an existing facility
which may increase the emission rate of any
air pollutant to which a standard applies,
unless that change is specifically exempted
under an applicable subpart or in 40 CFR
60.14(e). This notice shall be postmarked 60
days or as soon as practicable before the
change is commenced and shall include
information describing the precise nature of
the change, present and proposed emission
control systems, productive capacity of the
facility before and after the change, and the
expected completion date of the change. The
Administrator may request additional
relevant information subsequent to this
notice. (NSPS Subpart A) [40 CFR
60.7(a)(4)]

None. None. Submit notification: Prior to occurrence of
event (60 days or as soon as practicable
before change is commenced). [40 CFR
60.a(4)]
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11 Maintain records of the occurrence and
duration of any startup, shutdown, or
malfunction in the operation of an affected
facility; any malfunction of the air pollution
control equipment; or any periods during
which a continuous monitoring system or
monitoring device is inoperative. (NSPS
Subpart A) [40 CFR 60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Maintain
readily accessible records of the occurrence
and duration of any startup, shutdown, or
malfunction in a  logbook. [40 CFR 60.7(b)]

None.

12 Except as specified in paragraphs
(a)(1),(a)(2), (a)(3), and (a)(4) of Section 40
CFR 60.8, within 60 days after achieving the
maximum production rate at which the
affected facility will be operated, but not
later than 180 days after initial startup of
such facility, or at such other times specified
by this part, and at such other times as may
be required by the Administrator under
section 114 of the Act, the owner or
operator of such facility shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). (NSPS Subpart
A) [40 CFR 60.8(a)]

None. None. None.

13 If a force majeure is about to occur, occurs,
or has occurred for which the affected owner
or operator intends to assert a claim of force
majeure, the owner or operator shall notify
the Administrator, in writing as soon as
practicable following the date the owner or
operator first knew, or through due diligence
should have known that the event may cause
or caused a delay in testing beyond the
regulatory deadline, but the notification
must occur before the performance test
deadline unless the initial force majeure or a
subsequent force majeure event delays the
notice, and in such cases, the notification
shall occur as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(1)]

None. None. None.

Page 240 of 281

U41 Impact Mill Feed Bin

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

14 The owner or operator shall provide to the
Administrator a written description of the
force majeure event and a rationale for
attributing the delay in testing beyond the
regulatory deadline to the force majeure;
describe the measures taken or to be taken to
minimize the delay; and identify a date by
which the owner or operator proposes to
conduct the performance test. The
performance test shall be conducted as soon
as practicable after the force majeure occurs.
(NSPS Subpart A) [40 CFR 60.8(a)(2)]

None. None. None.

15 The decision as to whether or not to grant an
extension to the performance test deadline is
solely within the discretion of the
Administrator. The Administrator will notify
the owner or operator in writing of approval
or disapproval of the request for an
extension as soon as practicable. (NSPS
Subpart A) [40 CFR 60.8(a)(3)]

None. None. None.

16 Until an extension of the performance test
deadline has been approved by the
Administrator under paragraphs (a)(1), (2),
and (3) of Section 40 CFR 60.8, the owner
or operator of the affected facility remains
strictly subject to the requirements of this
part. (NSPS Subpart A) [40 CFR 60.8(a)(4)]

None. None. None.
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17 Performance tests shall be conducted and
data reduced in accordance with the test
methods and procedures contained in each
applicable subpart unless the Administrator
(1) specifies or approves, in specific cases,
the use of a reference method with minor
changes in methodology, (2) approves the
use of an equivalent method, (3) approves
the use of an alternative method the results
of which he has determined to be adequate
for indicating whether a specific source is in
compliance, (4) waives the requirement for
performance tests because the owner or
operator of a source has demonstrated by
other means to the Administrator's
satisfaction that the affected facility is in
compliance with the standard, or (5)
approves shorter sampling times and smaller
sample volumes when necessitated by
process variables or other factors. Nothing
in this paragraph shall be construed to
abrogate the Administrator's authority to
require testing under section 114 of the Act.
(NSPS Subpart A) [40 CFR 60.8(b)]

None. None. None.
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18 Performance tests shall be conducted under
such conditions as the Administrator shall
specify to the plant operator based on
representative performance of the affected
facility. The owner or operator shall make
available to the Administrator such records
as may be necessary to determine the
conditions of the performance tests.
Operations during periods of startup,
shutdown, and malfunction shall not
constitute representative conditions for the
purpose of a performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard. (NSPS Subpart A)
 [40 CFR 60.8(c)]

None. None. None.

19 The owner or operator of an affected facility
shall provide the Administrator at least 30
days prior notice of any performance test,
except as specified under other subparts, to
afford the Administrator the opportunity to
have an observer present. If after 30 days
notice for an initially scheduled performance
test, there is a delay (due to operational
problems, etc.) in conducting the scheduled
performance test, the owner or operator of
an affected facility shall notify the
Administrator (or delegated State or local
agency) as soon as possible of any delay in
the original test date, either by providing at
least 7 days prior notice of the rescheduled
date of the performance test, or by arranging
a rescheduled date with the Administrator
(or delegated State or local agency) by
mutual agreement. (NSPS Subpart A) [40
CFR 60.8(d)]

None. None. None.
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20 The owner or operator of an affected facility
shall provide, or cause to be provided,
performance testing facilities as follows:
(1) Sampling ports adequate for test
methods applicable to such facility. This
includes (i) constructing the air pollution
control system such that volumetric flow
rates and pollutant emission rates can be
accurately determined by applicable test
methods and procedures and (ii) providing a
stack or duct free of cyclonic flow during
performance tests, as demonstrated by
applicable test methods and procedures.
(2) Safe sampling platform(s).
(3) Safe access to sampling platform(s).
(4) Utilities for sampling and testing
equipment. (NSPS Subpart A) [40 CFR
60.8(e)]

None. None. None.

21 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method. Each run shall be conducted for
the time and under the conditions specified
in the applicable standard. For the purpose
of determining compliance with an
applicable standard, the arithmetic means of
results of the three runs shall apply. In the
event that a sample is accidentally lost or
conditions occur in which one of the three
runs must be discontinued because of forced
shutdown, failure of an irreplaceable portion
of the sample train, extreme meteorological
conditions, or other circumstances, beyond
the owner or operator's control, compliance
may, upon the Administrator's approval, be
determined using the arithmetic mean of the
results of the two other runs. (NSPS Subpart
A) [40 CFR 60.8(f)]

None. None. None.
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22 At all times, including periods of startup,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions. (NSPS Subpart A) [40 CFR
60.11(d)]

None. None. None.

23 No owner or operator shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard. Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR 60.12]

None. None. None.

24 The owner or operator shall notify the
Administrator of the proposed replacement
of components. (NSPS Subpart A) [40 CFR
60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

25 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19. (NSPS Subpart A) [40 CFR 60.19]

None. None. None.

26 Opacity <= 10 % (fugitive- all other affected
facilities) (NSPS Subpart OOO). [40 CFR
60.672(b)]

None. None. None.
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27 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

28 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.

Page 246 of 281

U41 Impact Mill Feed Bin

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

29 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Total Material Transferred <= 40,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U41 Impact Mill Feed Bin
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1 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22, for each
equipment (E53, E54, E55, E56). [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD37), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 1
and Pressure Drop Across the Baghouse <=
14 inches w.c.. [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

5 The owner or operator shall inspect and
maintain the baghouse on a schedule
necessary to achieve the required particulate
control efficiency as specified by the
manufacturer. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(e)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U42 Ball Mills 1-4

Operating Scenario: OS Summary
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7 Total Material Transferred <= 40,000 lb/hr.
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 175,200
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 1.54 lb/hr based
on 0.02 grains per scf. [N.J.A.C. 7:27-
6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period including
periods of startup and shutdown.  [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions:  There shall be no
visibile emissions, exclusive of visible water
vapor, except for three minutes in any
consecutive thirty minute period based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 TSP <= 2.54 tons/yr based on
preconstruction permit and 8760 hours per
year of operation. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 PM-10 (Total) <= 2.54 tons/yr based on
preconstruction permit and 8760 hours per
year of operation. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

6 PM-2.5 (Total) <= 2.54 tons/yr based on
BOP140001 and 8760 hours per year of
operation. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 TSP <= 0.58 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

8 PM-10 (Total) <= 0.58 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

9 PM-2.5 (Total) <= 0.58 lb/hr based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

U43 Wet End Vacuum System

Operating Scenario: OS Summary

Page 251 of 281

U43 Wet End Vacuum System

OS Summary



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

10 Pressure Drop Across the Baghouse >= 0.5
and Pressure Drop Across the Baghouse <=
15 inches w.c. based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

11 The permittee shall inspect and maintain the
baghouse on a schedule that will ensure
operational efficiency. The baghouse shall
be operated and maintained in accordance
with the manufacturer's recommendations.
[N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination each
month during operation. [N.J.A.C.
7:27-22.16(e)]

Recordkeeping by manual logging of
parameter upon occurrence of event.  Each
instance of baghouse maintenance and filter
media replacement shall be recorded.
[N.J.A.C. 7:27-22.16(e)]

None.

12 Raw material limited to gypsum rock,
impurities, recycled gypsum products,
fiberglass, UF binder and other ingredients
necessary for the production of gypsum
products. [N.J.A.C. 7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

13 Total Material Transferred <= 96,000 lb/hr.
Maximum throughput rate based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(a)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

14 Total Material Transferred <= 420,480
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(a)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 4.46 lb/hr based
on 0.02 grains per scf. [N.J.A.C. 7:27-
6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of visible
condensed water vapor, for a period of not
longer than three (3) minutes in any
consecutive 30-minute period including
periods of startup and shutdown.  [N.J.A.C.
7:27-6.2(d)] and. [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions:  There shall be no
visible emissions, exclusive of visible water
vapor, except for three minutes in any
consecutive thirty minute period. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 TSP <= 2.5 tons/yr.  Based on maximum
hourly emission rate and 8760 annual
operating hours. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

5 PM-10 (Total) <= 2.5 tons/yr.  Based on
maximum hourly emission rate and 8760
annual operating hours. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

6 PM-2.5 (Total) <= 2.5 tons/yr.  Based on
maximum hourly emission rate and 8760
annual operating hours, from BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 TSP <= 0.58 lb/hr based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

None. None. None.

8 PM-10 (Total) <= 0.58 lb/hr based on
preconstruction permit. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

9 PM-2.5 (Total) <= 0.58 lb/hr based on
BOP140001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

U44 Dry End Central Vacuum System

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

10 Pressure Drop Across the Baghouse >= 0.5
and Pressure Drop Across the Baghouse <=
15 inches w.c. based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or other electronic
data management system. [N.J.A.C.
7:27-22.16(o)]

None.

11 The permittee shall inspect and maintain the
dust collector and replace the filter media on
a schedule which will ensure the dust
collector efficiency is maintained. The dust
collector shall be operated and maintained in
accordance with the manufacturer's
recommendations. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination at the
manufacturer's specified frequency.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  Record
each inspection and maintenance event in a
logbook or readily accessible computer
memory. [N.J.A.C. 7:27-22.16(o)]

None.

12 Raw material limited to gypsum rock,
impurities, recycled gypsum products,
fiberglass, UF binder and other ingredients
necessary for the production of gypsum
products. [N.J.A.C. 7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

13 Total Material Transferred <= 1,740 lb of
fiberglass mats per hour. [N.J.A.C.
7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

14 Total Material Transferred <= 7,621 tons/yr
of fiberglass mats based on maximum lb/hr.
[N.J.A.C. 7:27-22.16(e)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 All particulate emissions from this emission
unit shall be exhausted through a baghouse
(CD39), which vents indoors. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

2 Maximum emission rate of TSP is below
reporting threshold of 0.05 lb/hr in
Appendix to N.J.A.C. 7:27-22. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

3 No Visible Emissions:  There shall be no
visible emissions, exclusive of visible water
vapor, except for three minutes in any
consecutive thirty minute period. [N.J.A.C.
7:27-22.16(e)]

None. None. None.

4 Pressure Drop Across the Baghouse >= 0.5
and Pressure Drop Across the Baghouse <=
15 inches w.c. based on preconstruction
permit. [N.J.A.C. 7:27-22.16(e)]

Pressure Drop Across the Baghouse:
Monitored by pressure drop Instrument
continuously, based on an instantaneous
determination.  The permittee shall install,
calibrate and maintain the monitor(s) in
accordance with the manufacturer's
specifications.  The monitor(s) shall be
ranged such that the allowable value is
approximately mid-scale of the full range
current/voltage output. [N.J.A.C.
7:27-22.16(o)]

Pressure Drop Across the Baghouse:
Recordkeeping by manual logging of
parameter or storing data in a computer data
system daily in a logbook or readily
accessible electronic data management
system. [N.J.A.C. 7:27-22.16(o)]

None.

5 The permittee shall inspect and maintain the
dust collector and replace the filter media on
a schedule which will ensure the dust
collector efficiency is maintained. The dust
collector shall be operated and maintained in
accordance with the manufacturer's
recommendations. [N.J.A.C. 7:27-22.16(e)]

Monitored by visual determination each
month during operation. [N.J.A.C.
7:27-22.16(e)]

Recordkeeping by manual logging of
parameter upon occurrence of event.  Each
instance of dust collector maintenance and
filter media replacement shall be recorded.
[N.J.A.C. 7:27-22.16(e)]

None.

6 Raw material limited to gypsum rock,
impurities, recycled gypsum products,
fiberglass, gypsum paper and other
ingredients necessary for the production of
gypsum products. [N.J.A.C. 7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

U47 Reject Bin Dust Collector

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Total Material Transferred <= 120,000 lb/hr
of rejected gypsum material to be recycled
back into the process, based on the
maximum design capacity of stucco cooling
#1 (E31) and #2 (E34) elevator discharge
screws. [N.J.A.C. 7:27-22.16(e)]

Other: Based on maximum equipment
design capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
design capacity.[N.J.A.C. 7:27-22.16(o)].

None.

8 Total Material Transferred <= 525,600
tons/yr of rejected gypsum material to be
recycled back into the process based on
maximum lb/hr. [N.J.A.C. 7:27-22.16(e)]

Other: Based on maximum equipment
design capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
design capacity.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 5.06 tons/yr.  Based on maximum
hourly emission rate and 8760 annual
operating hours from operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 PM-10 (Total) <= 2.61 tons/yr.  Based on
maximum hourly emission rate and 8760
annual operating hours from operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

3 PM-2.5 (Total) <= 2.61 tons/yr.  Based on
maximum hourly emission rate and 8760
annual operating hours from BOP140001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 The moisture content of the raw material
transferred is > 1.3 percent by weight, from
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

U51 Crusher Building and Transfer Tower

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

5 No Visible Emissions:  Equipment shall not
be used in a manner which will cause visible
emissions, exclusive of condensed water
vapor based on preconstruction permit.
[N.J.A.C. 7:27-22.16(a)]

Monitored by visual determination each
month during operation, based on an
instantaneous determination.  For
compliance with the opacity standard, the
permittee shall conduct visual opacity
inspections during daylight hours.  Visual
inspections shall consist of a visual survey
to identify if the stack has visible emissions,
(other than condensed water vapor), greater
than the prescribed standard.  If visible
emissions are observed, the permittee shall
do the following:
(1)  Verify that the equipment and/or control
device causing the emission is operating
according to manufactures specifications
and the operating permit compliance plan.
If the equipment or control device is not
operating properly, the permittee shall take
corrective action immediately to eliminate
the excess emissions. The permittee must
report any permit violations to NJDEP
pursuant to N.J.A.C. 7:27-22.19.
(2)  If the corrective action taken in step (1)
does not correct the opacity problem within
24 hours, the permittee shall perform a
check via a certified opacity reader, in
accordance with N.J.A.C. 7:27B-2.  Such
test shall be conducted each day until
corrective action is taken to successfully
correct the opacity problem. [N.J.A.C.
7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system each month during operation (in a
logbook or other electronic data
management system) and retain the
following records:
(1) Date and time of inspection;
(2) Emission point number;
(3) Operational status of the equipment;
(4) Observed results and conclusions;
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

6 Raw materials limited to gypsum rock,
impurities, recycled gypsum products and
other ingredients necessary for the
production of gypsum products based on
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rate of TSP and PM-10
(Total) from operating permit application
BOP090001are below reporting threshold of
0.05 lb/hr in Appendix to N.J.A.C. 7:27-22.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

2 Total Material Transferred <= 350,000 lb/hr.
Maximum throughput rate based on
operating permit application. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

3 Total Material Transferred <= 1,533,000
tons/yr based on maximum lb/hr. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U51 Crusher Building and Transfer Tower

Operating Scenario: OS1 #7 Belt, OS2 #8 Belt, OS3 #9 Belt
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 0.53 lb/hr from operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 PM-10 (Total) <= 0.21 lb/hr from operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

3 PM-2.5 (Total) <= 0.21 lb/hr from operating
permit application BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

4 Total Material Transferred <= 350,000 lb/hr.
Maximum throughput rate from operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

5 Total Material Transferred <= 1,533,000
tons/yr based on maximum lb/hr, from
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U51 Crusher Building and Transfer Tower

Operating Scenario: OS4 #10 Belt
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 0.63 lb/hr from operating permit
application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

2 PM-10 (Total) <= 0.39 lb/hr from operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

3 PM-2.5 (Total) <= 0.39 lb/hr from operating
permit application BOP140001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

4 Total Material Transferred <= 350,000 lb/hr.
Maximum throughput rate from operating
permit application BOP090001. [N.J.A.C.
7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

5 Total Material Transferred <= 1,533,000
tons/yr based on maximum lb/hr, from
operating permit application BOP090001.
[N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U51 Crusher Building and Transfer Tower

Operating Scenario: OS5 #11 Belt
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

2 No Visible Emissions, exclusive of
condensed water vapor, except for no more
than 3 minutes in any consecutive 30-minute
period. [N.J.A.C. 7:27-22.16(a)]

Monitored by visual determination each
month during operation. Conduct visual
opacity inspections during daylight hours to
identify if the stack has visible emissions,
other than condensed water vapor. Select an
observation position enabling clear view of
emission point(s), minimum 15 feet away
without sunlight shining directly into the
eyes. Observe for a minimum duration of 30
minutes. Clock observation with two
stopwatches starting the 1st watch at the
commencement of the 30-minute
observation period and starting and stopping
the 2nd watch every time visible emissions
are first seen and when they cease, and
record the observation.  If visible emissions
are observed for more than 3 minutes in the
30-consecutive minutes:
(1) Verify the equipment and/or control
device causing visible emissions is operating
according to manufacturer's specifications.
If it is not operating properly, take
corrective action immediately to eliminate
the excess emissions. (2) If the opacity
problem is not corrected within 24 hours,
perform a check via a certified opacity
reader, in accordance with N.J.A.C.
7:27B-2. Conduct such test each day until
the opacity problem is successfully
corrected. [N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system each month during operation. Record
and retain the following:
(1) Date and time of inspection;
(2) Emission Point number;
(3) Operational status of equipment:
(4) Observed results and conclusions:
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2 results if conducted;
and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27-22.16(o)]

None.

3 TSP <= 1.53 tons/yr. Annual emission limit
based on maximum annual throughput, from
BOP160001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

U52 Temporary Discharge Auger #1

Operating Scenario: OS Summary
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

4 PM-10 (Total) <= 0.72 tons/yr. Annual
emission limit based on maximum annual
throughput, from BOP160001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

5 Raw material limited to De-watering
material from BOP160001. [N.J.A.C.
7:27-22.16(a)]

None. Other: Keep records showing raw materials
used.[N.J.A.C. 7:27-22.16(o)].

None.

6 Total Material Transferred <= 9,600 tons/yr
based on maximum hourly throughput rate
and hours of operation, from BOP160001.
[N.J.A.C. 7:27-22.16(a)]

None. None. None.

7 Hours of Operation <= 960 hr/yr. [N.J.A.C.
7:27-22.16(a)]

Hours of Operation: Monitored by hour/time
monitor upon occurrence of event. [N.J.A.C.
7:27-22.16(o)]

Hours of Operation: Recordkeeping by
manual logging of parameter or storing data
in a computer data system upon occurrence
of event. Maintain onsite records that are
easily accessible for Department inspection.
[N.J.A.C. 7:27-22.16(o)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 TSP <= 3.18 lb/hr. Maximum emission rate,
from BOP160001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

2 PM-10 (Total) <= 1.5 lb/hr. Maximum
emission rate, from BOP160001. [N.J.A.C.
7:27-22.16(a)]

None. None. None.

3 Maximum emission rates of VOC, NOx, CO
and SO2 are below reporting threshold of
0.05 lb/hr in Appendix to N.J.A.C. 7:27-22,
from BOP160001. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Total Material Transferred <= 10 tons/hr
from BOP160001. [N.J.A.C. 7:27-22.16(a)]

Other: Based on equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

Other: Maintain records of manufacturer
specifications showing maximum equipment
capacity.[N.J.A.C. 7:27-22.16(o)].

None.

U52 Temporary Discharge Auger #1

Operating Scenario: OS1 7" horizontal auger, 9" diagonal auger; 240 RPM; 6-10 tons/hr
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Summary of Applicable Federal Regulations:
40 CFR 60 Subpart A
40 CFR 60 Subpart OOO [None]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions, exclusive of
condensed water vapor, except for no more
than 3 minutes in any consecutive 30-minute
period. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Raw material limited to gypsum rock,
impurities, recycled gypsum products, and
other ingredients necessary for the
production of gypsum products. [N.J.A.C.
7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, bills of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.

5 Total Material Transferred <= 4.31 tons/hr
of plaster additives, from BOP160002.
[N.J.A.C. 7:27-22.16(a)]

None. Other: Maintain records showing maximum
equipment capacity.[N.J.A.C.
7:27-22.16(o)].

None.

6 Total Material Transferred <= 37,778
tons/yr of plaster additives based on
maximum hourly throughput rate and 8760
hr/yr, from BOP160002. [N.J.A.C.
7:27-22.16(a)]

None. Other: Maintain records showing the annual
tons/yr throughput.[N.J.A.C. 7:27-22.16(o)].

None.

7 All requests, reports, applications,
submittals, and other communications to the
Administrator pursuant to Part 60 shall be
submitted in duplicate to the Regional
Office of  US Environmental Protection
Agency.  Submit  information to: Director,
Division of Enforcement & Compliance
Assistance,  US EPA, Region 2, 290
Broadway, New York, NY 10007-1866.
(NSPS Subpart A) [40 CFR  60.4(a)]

None. None. Submit a report: As per the approved
schedule to EPA Region 2 as required by 40
CFR 60.  [40 CFR  60.4(a)]

U53 Franklin Miller DeLumper

Operating Scenario: OS Summary
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Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

8 Copies of all information submitted to EPA
pursuant to 40 CFR Part 60, must also be
submitted to the appropriate Regional
Enforcement Office of NJDEP.
(NSPS Subpart A) [40 CFR  60.4(b)]

None. None. Submit a report: As per the approved
schedule to the appropriate Regional
Enforcement Office of NJDEP as required
by 40 CFR 60.  [40 CFR  60.4(b)]

9 The subpart A requirement under 40 CFR
60.6(a)(1) for notification of the date
construction or reconstruction commenced
is waived for affected facilities under 40
CFR 60 Subpart OOO. (NSPS Subpart
OOO) [40 CFR  60.676(h)]

None. None. None.

10 The owner or operator subject to the
provisions of 40 CFR Part 60 shall furnish
the Administrator written notification or, if
acceptable to both the Administrator and the
owner or operator of a source, electronic
notification, of any physical or operational
change to an existing facility which may
increase the emission rate of any air
pollutant to which a standard applies, unless
that change is specifically exempted under
an applicable subpart or in 40 CFR 60.14(e).
The notification shall include information
describing the precise nature of the change,
present and proposed emission control
systems, productive capacity of facility
before and after the change and the expected
completion date of the change. Notification
shall be postmarked within 60 days or as
soon as practicable before any change is
commenced.  The Administrator may
request additional relevant information
subsequent to this notice.
(NSPS Subpart A) [40 CFR  60.7(a)(4)]

None. None. Submit notification: Upon occurrence of
event to EPA Region 2 and the appropriate
Regional Enforcement Office of NJDEP as
required by 40 CFR 60.7  [40 CFR
60.7(a)(4)]
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Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

11 The owner or operator shall maintain
records of the occurrence and duration of
any startup, shutdown, or malfunction in the
operation of an affected facility, any
malfunction of air pollution control
equipment or any periods during which
continuous monitoring system or monitoring
device is inoperative.
(NSPS Subpart A) [40 CFR  60.7(b)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  The
records should be kept in a permanent form
suitable for inspections. [40 CFR  60.7(b)]

None.

12 Within 60 days after achieving the
maximum production rate at which the
affected facility will operate, but  not later
than 180 days after initial startup of the
facility, the owner or operator shall conduct
performance test(s) and shall furnish the
Administrator a written report of the results.
(NSPS Subpart A) [40 CFR  60.8(a)]

None. None. Submit a report: At a common schedule
agreed upon by the operator and the
Administrator.  The owner or operator shall
submit results of the performance test(s) to
the Administrator. [40 CFR  60.8(a)]

13 The owner or operator shall conduct
performance tests and data reduced in
accordance with the test methods and
procedures contained in each applicable
subpart, unless otherwise specified and
approved by the Administrator.
(NSPS Subpart A) [40 CFR  60.8(b)]

None. None. None.

14 Performance tests shall be conducted under
conditions the Administrator specifies to the
plant operator based on representative
performance of the affected facility.
Operations during periods of startup,
shutdown and malfunction shall not
constitute representative conditions for the
purpose of the performance test nor shall
emissions in excess of the level of the
applicable emission limit during periods of
startup, shutdown, and malfunction be
considered a violation of the applicable
emission limit unless otherwise specified in
the applicable standard.
(NSPS Subpart A) [40 CFR  60.8(c)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

15 The owner or operator shall provide the
Administrator at least 30 days prior notice of
any performance test and shall provide
adequate performance testing facilities as
specified in 40 CFR Part 60.8(e).
(NSPS Subpart A) [40 CFR  60.8(d)]

None. None. None.

16 Unless otherwise specified in the applicable
subpart, each performance test shall consist
of three separate runs using the applicable
test method.
(NSPS Subpart A) [40 CFR  60.8(f)]

None. None. None.

17 The owner or operator shall demonstrate
compliance with NSPS opacity standards
specified in 40 CFR Part 60.
(NSPS Subpart A) [40 CFR  60.11(b)]

Monitored by visual determination once
initially, based on 6 minute blocks.  Testing
shall be conducted using Reference Method
9 in Appendix A of NSPS.  For purposes of
determining initial compliance, the
minimum total time of observations shall be
3 hours (30 6-min averages) for the
performance test. [40 CFR  60.11(b)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event.  The
owner or operator shall maintain records of
opacity of emissions based on Method 9
observations. [40 CFR  60.11(e)(2)]

Submit a report: At a common schedule
agreed upon by the operator and the
Administrator.  The owner or operator shall
submit results of Method 9 observation data
to the Administrator. [40 CFR  60.11(e)(2)]

18 The NSPS opacity standard shall apply at all
times except during periods of startup,
shutdown, malfunctions and as otherwise
specified in the applicable standard.
(NSPS Subpart A) [40 CFR  60.11(c)]

None. None. None.

19 At all times, including periods of start-up,
shutdown, and malfunction, owners and
operators shall, to the extent practicable,
maintain and operate any affected facility
including associated air pollution control
equipment in a manner consistent with good
air pollution control practice for minimizing
emissions.  Determination of whether
acceptable operating and maintenance
procedures are being used will be based on
information available to the Administrator
which may include, but is not limited to,
monitoring results, opacity observations,
review of operation and maintenance
procedures, and inspection of the source.
(NSPS Subpart A) [40 CFR  60.11(d)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

20 For the purpose of demonstrating initial
compliance, opacity observations shall be
conducted concurrently with the initial
performance test required in 40 CFR Part
60.8.  If no performance test is required to
be performed, then opacity observations
shall be conducted within 60 days after
achieving the maximum production rate at
which the affected facility will be operated
but no later than 180 days after initial
startup of the facility.
(NSPS Subpart A) [40 CFR  60.11(e)(1)]

None. None. Submit notification: As per the approved
schedule.  The owner or operator shall
notify the Administrator of the anticipated
date for conducting the opacity observation.
The notification shall also include, if
appropriate, a request for the Administrator
to provide a visible emissions reader during
the performance test.  The notification shall
be postmarked not less than 30 days prior to
such a date. [40 CFR  60.7(a)(6)]

21 No owner or operator subject to NSPS
standards in Part 60, shall build, erect,
install, or use any article, machine,
equipment or process, the use of which
conceals an emission which would
otherwise constitute a violation of an
applicable standard.  Such concealment
includes, but is not limited to, the use of
gaseous diluents to achieve compliance with
an opacity standard or with a standard which
is based on the concentration of a pollutant
in the gases discharged to the atmosphere.
(NSPS Subpart A) [40 CFR  60.12]

None. None. None.

22 The owner or operator shall notify the
Administrator of the proposed replacement
of components, upon triggering
reconstruction as defined at 40 CFR 60.15.
(NSPS Subpart A) [40 CFR  60.15]

None. None. Submit notification: At a common schedule
agreed upon by the operator and the
Administrator.  The notification shall
include information listed under 40 CFR
Part 60.15(d).  The notification shall be
postmarked 60 days (or as soon as
practicable) before construction of the
replacements is commenced. [40 CFR
60.15(d)]

23 Changes in time periods for submittal of
information and postmark deadlines set forth
in this subpart, may be made only upon
approval by the Administrator and shall
follow procedures outlined in 40 CFR Part
60.19.
(NSPS Subpart A) [40 CFR  60.19]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

24 In determining compliance with the
particulate matter standards in 40CFR
60.672(b) or 40 CFR 60.672(e)(1), the
owner or operator shall use Method 9 of
Appendix A-4 of this part and the
procedures in 40 CFR 60.11, with the
following additions:
(i) The minimum distance between the
observer and the emission source shall be
4.57 meters (15 feet).
(ii) The observer shall, when possible, select
a position that minimizes interference from
other fugitive emission sources ( e.g., road
dust). The required observer position
relative to the sun (Method 9 of Appendix
A-4 of this part, Section 2.1) must be
followed.
(iii) For affected facilities using wet dust
suppression for particulate matter control, a
visible mist is sometimes generated by the
spray. The water mist must not be confused
with particulate matter emissions and is not
to be considered a visible emission. When a
water mist of this nature is present, the
observation of emissions is to be made at a
point in the plume where the mist is no
longer visible. (NSPS Subpart OOO) [40
CFR 60.675(c)(1)]

None. None. None.

25 When determining compliance with the
fugitive emissions standard for any affected
facility described under 40 CFR 60.672(b)
or 40 CFR 60.672(e)(1) of this subpart, the
duration of the Method 9 (40 CFR part 60,
Appendix A-4) observations must be 30
minutes (five 6-minute averages).
Compliance with the applicable fugitive
emission limits in Table 3 of this subpart
must be based on the average of the five
6-minute averages. (NSPS Subpart OOO)
[40 CFR 60.675(c)(3)]

None. None. None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

26 For performance tests involving only
Method 9 (40 CFR part 60 Appendix A-4)
testing, the owner or operator may reduce
the 30-day advance notification of
performance test in 40 CFR 60.7(a)(6) and
60.8(d) to a 7-day advance notification.
(NSPS Subpart OOO) [40 CFR 60.675(g)]

None. None. None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rates of TSP and PM-10
are below reporting threshold of 0.05 lb/hr
in Appendix to N.J.A.C. 7:27-22, from
BOP160002. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

2 Opacity <= 7 %. Fugitive emissions from
building openings must not exceed 7 percent
opacity. (NSPS Subpart OOO). [40 CFR
60.672(e)(1)]

Other: Monitored by an initial Method 9 (40
CFR Part 60, appendix A-4) performance
test according to 40 CFR 60.675 and 40
CFR 60.11.[40 CFR  60.675(d)(1)].

Opacity: Recordkeeping by manual logging
of parameter or storing data in a computer
data system once initially. [40 CFR
60.676(b)(1)]

Conduct a performance test: As per the
approved schedule within 60 days after
achieving the maximum production rate at
which the affected facility will be operated,
but not later than 180 days after initial
startup. The owner or operator shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). [40 CFR
60.8(a)]

U53 Franklin Miller DeLumper

Operating Scenario: OS1 Feed Hopper - Fugitive emissions from building openings
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Maximum emission rates of TSP and PM-10
are below reporting threshold of 0.05 lb/hr
in Appendix to N.J.A.C. 7:27-22, from
BOP160002. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

2 Opacity <= 7 %. Fugitive emissions from
building openings must not exceed 7 percent
opacity. (NSPS Subpart OOO). [40 CFR
60.672(e)(1)]

Other: Monitored by an initial Method 9 (40
CFR Part 60, appendix A-4) performance
test according to 40 CFR 60.675 and 40
CFR 60.11.[40 CFR  60.675(d)(1)].

Opacity: Recordkeeping by manual logging
of parameter or storing data in a computer
data system once initially. [40 CFR
60.676(b)(1)]

Conduct a performance test: As per the
approved schedule within 60 days after
achieving the maximum production rate at
which the affected facility will be operated,
but not later than 180 days after initial
startup. The owner or operator shall conduct
performance test(s) and furnish the
Administrator a written report of the results
of such performance test(s). [40 CFR
60.8(a)]

U53 Franklin Miller DeLumper

Operating Scenario: OS2 Delumper/Discharge Auger - Fugitive emissions from building openings

Page 273 of 281

U53 Franklin Miller DeLumper

OS2



GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 VOC (Total) <= 3.5 lb/hr. Maximum
allowable emission rate as determined from
Tables 16A and 16B, based on VOC vapor
pressure and percent by volume of the VOC
from each source operation. This applies to
operating scenarios U54 OS5 and U54 OS6.
[N.J.A.C. 7:27-16.16(c)] &. [N.J.A.C.
7:27-16.16(d)]

Other: Monitored by calculations and/or
analysis of the source operations for each
different kind of batch or continuous process
for which the source operations is
used.[N.J.A.C. 7:27-22.16(o)].

Other: The owner or operator shall maintain
records for each different kind of batch or
continuous process for which the source
operation is used. The following shall be
recorded with the information determined in
accordance with the Procedure for Using
Table 16A:
1. The chemical name and vapor pressure of
each VOC used.
2. The percent concentration by volume of
VOC in the source gas
3. The volumetric gas flow rate
4. The source gas range classification
5. The maximum allowable emission rate
6. The maximum actual emission rate.
7. Maintain any calculation and test data
used to determine the actual emission rate.
8. If the source operation is used for more
than one process, the dates the source
operation is used for each process.
or
Conduct an analysis of the source operation,
which demonstrates that, under operating
conditions that maximize the VOC
emissions after any control, the VOC
emission rate of the source operation is in
compliance with this section; and maintain
process records sufficient to demonstrate
whether the VOC emission rate of the
source operation from actual operations
does not exceed the VOC emission rate
under operating conditions.
The records shall be maintained for a period
of no less than five years and make those
records available upon request of the
Department or EPA. [N.J.A.C.
7:27-16.16(g)1] and[N.J.A.C.
7:27-16.22(a)].

None.

U54 Resin Extrusion Process

Operating Scenario: OS Summary
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

2 VOC (Total) <= 0.67 tons/yr based on the
maximum hourly emission rate and 8760
hours per year, from BOP170002. [N.J.A.C.
7:27-22.16(a)]

VOC (Total): Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

VOC (Total): Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records based
on the maximum hourly emission rate,
showing the maximum annual tons per year
emission limit. [N.J.A.C. 7:27-22.16(o)]

None.

3 TSP <= 0.26 tons/yr based on the maximum
hourly emission rate and 8760 hours per
year, from BOP170002. [N.J.A.C.
7:27-22.16(a)]

TSP: Monitored by calculations once
initially. [N.J.A.C. 7:27-22.16(o)]

TSP: Recordkeeping by manual logging of
parameter or storing data in a computer data
system once initially. Maintain emission
calculation records based on the maximum
hourly emission rate, showing the maximum
annual tons per year emission limit.
[N.J.A.C. 7:27-22.16(o)]

None.

4 PM-10 (Total) <= 0.26 tons/yr based on the
maximum hourly emission rate and 8760
hours per year, from BOP170002. [N.J.A.C.
7:27-22.16(a)]

PM-10 (Total): Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

PM-10 (Total): Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records based
on the maximum hourly emission rate,
showing the maximum annual tons per year
emission limit. [N.J.A.C. 7:27-22.16(o)]

None.

5 PM-2.5 (Total) <= 0.26 tons/yr based on the
maximum hourly emission rate and 8760
hours per year, from BOP170002. [N.J.A.C.
7:27-22.16(a)]

PM-2.5 (Total): Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

PM-2.5 (Total): Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records based
on the maximum hourly emission rate,
showing the maximum annual tons per year
emission limit. [N.J.A.C. 7:27-22.16(o)]

None.

6 HAPs (Total) <= 0.00517 tons/yr based on
the maximum hourly emission rate of
Formaldehyde and 8760 hours per year,
from BOP180001. [N.J.A.C. 7:27-22.16(a)]

HAPs (Total): Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

HAPs (Total): Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records based
on the maximum hourly emission rate,
showing the maximum annual tons per year
emission limit. [N.J.A.C. 7:27-22.16(o)]

None.
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

7 Formaldehyde <= 0.00517 tons/yr based on
the maximum hourly emission rate and 8760
hours per year, from BOP180001. [N.J.A.C.
7:27-22.16(a)]

Formaldehyde: Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

Formaldehyde: Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records based
on the maximum hourly emission rate,
showing the maximum annual tons per year
emission limit. [N.J.A.C. 7:27-22.16(o)]

None.

8 Raw materials limited to resin pellets,
pigmented resin pellets, and resin substrate,
from BOP170002. [N.J.A.C. 7:27-22.16(a)]

Other: Monitored by reviewing raw material
delivery records per delivery.[N.J.A.C.
7:27-22.16(o)].

Other: Maintain invoices, billing of lading,
and/or MSDS sheets for raw materials
received.[N.J.A.C. 7:27-22.16(o)].

None.
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Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.5 lb/hr based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions, exclusive of
condensed water vapor, except for no more
than 3 minutes in any consecutive 30-minute
period. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Maximum emission rate for TSP, PM-10,
and PM-2.5 are below reporting threshold of
0.05 lb/hr in Appendix to N.J.A.C. 7:27-22.
[N.J.A.C. 7:27-22.16(a)]

Monitored by calculations once initially.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system once initially. Maintain emission
calculation records, based on the maximum
equipment capacity, showing that the PTE
for each air contaminant is below reporting
threshold. [N.J.A.C. 7:27-22.16(o)]

None.

5 Total Material Transferred <= 1,323 lb/hr of
resin pellets, from BOP170002. [N.J.A.C.
7:27-22.16(a)]

None. Other: Maintain records showing maximum
equipment capacity.[N.J.A.C.
7:27-22.16(o)].

None.

6 Total Material Transferred <= 5,795 tons/yr
of resin pellets, from BOP170002. [N.J.A.C.
7:27-22.16(a)]

None. Other: Maintain records showing the annual
tons/yr throughput.[N.J.A.C. 7:27-22.16(o)].

None.

U54 Resin Extrusion Process

Operating Scenario: OS1 Vacuum Loader, OS2 Hopper Dryer
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Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.5 lb/hr based on
0.02 grains per scf. [N.J.A.C. 7:27- 6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions, exclusive of
condensed water vapor, except for no more
than 3 minutes in any consecutive 30-minute
period. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Maximum emission rate of TSP, PM-10,
and PM-2.5 are below reporting threshold of
0.05 lb/hr in Appendix to N.J.A.C. 7:27-22.
[N.J.A.C. 7:27-22.16(a)]

Monitored by calculations once initially.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system once initially. Maintain emission
calculation records, based on the maximum
equipment capacity, showing that the PTE
for each air contaminant is below reporting
threshold. [N.J.A.C. 7:27-22.16(o)]

None.

5 Total Material Transferred <= 600 lb/hr of
pigmented resin pellets, from BOP170002.
[N.J.A.C. 7:27-22.16(a)]

None. Other: Maintain records showing maximum
equipment capacity.[N.J.A.C.
7:27-22.16(o)].

None.

6 Total Material Transferred <= 2,628 tons/yr
of pigmented resin pellets, from
BOP170002. [N.J.A.C. 7:27-22.16(a)]

None. Other: Maintain records showing the annual
tons/yr throughput.[N.J.A.C. 7:27-22.16(o)].

None.

U54 Resin Extrusion Process

Operating Scenario: OS3 Pigment Feeder 1, OS4 Pigment Feeder 2
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 0.99 lb/hr based
on 0.02 grains per scf. [N.J.A.C. 7:27-
6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

Opacity: Monitored by visual determination
each month during operation. A certified
opacity reader shall conduct visual opacity
inspections during daylight hours in
accordance with N.J.A.C. 7:27B-2.
[N.J.A.C. 7:27- 6.3(c)]

Opacity: Recordkeeping by manual logging
of parameter or storing data in a computer
data system each month during operation.
Record and retain the following:
(1) Date and time of inspection;
(2) Emission Point number;
(3) Operational status of equipment:
(4) Observed results and conclusions:
(5) Description of corrective action taken if
needed;
(6) Date and time opacity problem was
solved, if applicable;
(7) N.J.A.C. 7:27B-2.5 Required
Observation Data, including Plume
Observation Record (Form AIR-14,
Appendix 1); and
(8) Name of person(s) conducting
inspection. [N.J.A.C. 7:27- 6.3(c)]

None.

3 VOC (Total) <= 0.15 lb/hr based on the
maximum equipment capacity and emission
factors from the Journal of Air & Waste
Management Association, from
BOP170002. [N.J.A.C. 7:27-22.16(a)]

VOC (Total): Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

VOC (Total): Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records,
based on the maximum equipment capacity,
showing the maximum hourly emission rate.
[N.J.A.C. 7:27-22.16(o)]

None.

4 TSP <= 0.06 lb/hr based on the maximum
equipment capacity and emission factors
from the Journal of Air & Waste
Management Association, from
BOP170002. [N.J.A.C. 7:27-22.16(a)]

TSP: Monitored by calculations once
initially. [N.J.A.C. 7:27-22.16(o)]

TSP: Recordkeeping by manual logging of
parameter or storing data in a computer data
system once initially. Maintain emission
calculation records, based on the maximum
equipment capacity, showing the maximum
hourly emission rate. [N.J.A.C.
7:27-22.16(o)]

None.

U54 Resin Extrusion Process

Operating Scenario: OS5 Resin Extruder
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

5 PM-10 (Total) <= 0.06 lb/hr based on the
maximum equipment capacity and emission
factors from the Journal of Air & Waste
Management Association, from
BOP170002. [N.J.A.C. 7:27-22.16(a)]

PM-10 (Total): Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

PM-10 (Total): Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records,
based on the maximum equipment capacity,
showing the maximum hourly emission rate.
[N.J.A.C. 7:27-22.16(o)]

None.

6 PM-2.5 (Total) <= 0.06 lb/hr based on the
maximum equipment capacity and emission
factors from the Journal of Air & Waste
Management Association, from
BOP170002. [N.J.A.C. 7:27-22.16(a)]

PM-2.5 (Total): Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

PM-2.5 (Total): Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records,
based on the maximum equipment capacity,
showing the maximum hourly emission rate.
[N.J.A.C. 7:27-22.16(o)]

None.

7 Formaldehyde <= 0.00118 lb/hr based on
the maximum equipment capacity and
emission factors from the Journal of Air &
Waste Management Association, from
BOP180001. [N.J.A.C. 7:27-22.16(a)]

Formaldehyde: Monitored by calculations
once initially. [N.J.A.C. 7:27-22.16(o)]

Formaldehyde: Recordkeeping by manual
logging of parameter or storing data in a
computer data system once initially.
Maintain emission calculation records,
based on the maximum equipment capacity,
showing the maximum hourly emission rate.
[N.J.A.C. 7:27-22.16(o)]

None.

8 Total Material Transferred <= 856 lb/hr of
resin, from BOP170002. [N.J.A.C.
7:27-22.16(a)]

None. Other: Maintain records showing maximum
equipment capacity.[N.J.A.C.
7:27-22.16(o)].

None.

9 Total Material Transferred <= 3,750 tons/yr
of resin based on maximum equipment
capacity and 8760 hr/yr, from BOP170002.
[N.J.A.C. 7:27-22.16(a)]

None. Other: Maintain records showing the annual
tons/yr throughput.[N.J.A.C. 7:27-22.16(o)].

None.

10 The owner or operator shall monitor that the
indicator light is on while CD40 is in
operation to show high voltage is present.
[N.J.A.C. 7:27-22.16(a)]

Monitored by visual determination once per
calendar day during operation. The owner or
operator shall monitor the indicating light
based on manufacturer's recommendations.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system once per calendar day during
operation. [N.J.A.C. 7:27-22.16(o)]

None.

11 The owner or operator shall inspect and
maintain the electrostatic precipitator CD40
in accordance with the manufacturer's
recommendations. [N.J.A.C. 7:27-22.16(a)]

None. Recordkeeping by manual logging of
parameter or storing data in a computer data
system upon occurrence of event. Record
each inspection and maintenance event.
[N.J.A.C. 7:27-22.16(o)]

None.
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GEORGIA-PACIFIC GYPSUM LLC (51611)

BOP190006
New Jersey Department of Environmental Protection

Facility Specific Requirements

Date: 12/4/2019

Emission Unit:

Ref.# Applicable Requirement Monitoring Requirement Recordkeeping Requirement Submittal/Action Requirement

1 Particulate Emissions <= 1.83 lb/hr based
on 0.02 grains per scf. [N.J.A.C. 7:27-
6.2(a)]

None. None. None.

2 Opacity <= 20 % , exclusive of condensed
water vapor, except for 3 minutes in any
consecutive 30-minute period.  [N.J.A.C.
7:27-6.2(d)] and [N.J.A.C. 7:27- 6.2(e)]

None. None. None.

3 No Visible Emissions, exclusive of
condensed water vapor, except for no more
than 3 minutes in any consecutive 30-minute
period. [N.J.A.C. 7:27-22.16(a)]

None. None. None.

4 Maximum emission rate of VOC, TSP,
PM-10, and PM-2.5 are below reporting
threshold of 0.05 lb/hr in Appendix to
N.J.A.C. 7:27-22, from BOP170002.
[N.J.A.C. 7:27-22.16(a)]

Monitored by calculations once initially.
[N.J.A.C. 7:27-22.16(o)]

Recordkeeping by manual logging of
parameter or storing data in a computer data
system once initially. Maintain emission
calculation records, based on the maximum
cooling tower circulation water flowrate,
showing that the PTE for each air
contaminant is below reporting threshold.
[N.J.A.C. 7:27-22.16(o)]

None.

5 Cooling tank circulation water flowrate <=
220 gallons per minute (gpm). [N.J.A.C.
7:27-22.16(a)]

None. Other: Maintain records showing maximum
cooling tank circulation water
flowrate.[N.J.A.C. 7:27-22.16(o)].

None.

U54 Resin Extrusion Process

Operating Scenario: OS6 Cooling Tower / Cooling Water Tank
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Subject Item: U7   OS 1   

Violated Requirement

Compliance Schedule:

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. GEORGIA-PACIFIC GYPSUM LLC shall take the actions listed below in accordance with the
following Compliance Schedule for the purpose of achieving and maintaining compliance with its
Operating Permit, the Air Pollution Control Act, N.J.S.A. 26:2C-1 et seq., and the New Jersey
Administrative Code.

a. By signing this Administrative Consent Order, GEORGIA-PACIFIC GYPSUM LLC hereby is
certifying to the Department that it ceased operating the Board Dryer (U7) on or prior to November 16,
2010 and has disconnected and capped fuel sources from the three combustion units (burners) attached
to the Board Dryer.

b. If GEORGIA-PACIFIC GYPSUM LLC intends to re-commence operation of the U7 Board Dryer,
GEORGIA-PACIFIC GYPSUM LLC shall apply to the Department to modify its permit to: (a) change
the Total Suspended Particulates ("TSP") emission limit for the U7 Board Dryer while operating on
fuel oil and natural gas; and (b) include stack testing for emissions from the U7 Board Dryer of the
following air contaminants while operating the emission unit on fuel oil and natural gas: VOC, CO,
NOx, and TSP.

c. GEORGIA-PACIFIC GYPSUM shall not re-commence operation of the U7 Board Dryer until such
time as (and only if) the Department has approved the request for modification set forth in Paragraph
10b; and shall comply with any and all conditions of any such approved permit modification. [N.J.A.C.
7:27-22.16(o)]

VOC (Total) <= 5.87 lb/hr.  Maximum hourly emission rate combined for U7 OS1 and OS5 based on operating
permit application BOP090001.  Per Administrative Consent Order (ACO) NEA090002-51611,
GEORGIA-PACIFIC GYPSUM LLC certified to the Department that it ceased operating the Board Dryer (U7)
on or prior to November 16, 2010 and has disconnected and capped fuel sources from the three combustion units
(burners) attached to the Board Dryer. [N.J.A.C. 7:27-22.16(a)]

4
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Compliance Schedule:

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

d. Upon restart of the U7 Board Dryer, GEORGIA-PACIFIC GYPSUM LLC shall demonstrate
compliance with its permitted emission limits for VOC, CO, NOx and TSP in effect at the time of
startup, by way of stack emission testing for the Board Dryer (U7) using natural gas and fuel oil.
GEORGIA-PACIFIC GYPSUM LLC shall conduct such stack emission testing within sixty (60) days
after achieving steady state operations or within ninety (90) days after startup, whichever is earlier.

e. GEORGIA-PACIFIC GYPSUM LLC shall notify DEP Enforcement, in writing, at the address set
forth in Paragraph 24, of any permit modification application submitted pursuant to sub-paragraph 10b,
in writing, within 30 days of filing any permit modification application.

f. If GEORGIA-PACIFIC GYPSUM LLC intends to restart operation of the U7 Board Dyer, it shall
provide notice of such intention to the Department, in writing, at the address set forth in Paragraph 24,
at least thirty (30) days prior to startup of the Board Dryer.

g. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall cease operating
the U7 Board Dryer within thirty (30) days of learning the results of the stack emission testing.
. [N.J.A.C. 7:27-22.16(o)]

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

h. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall conduct a second
stack test once DEP approves interim re-test and corrective actions.

i. Except for the equipment identified in Administrative Order PEA090005-51611 for which
GEORGIA-PACIFIC GYPSUM LLC has already submitted a significant modification application to
NJDEP to modify its Title V Operating Permit that includes the equipment cited in PEA090005-5161,
GEORGIA PACIFIC GYPSUM LLC shall not operate any emission unit(s) without an approved
operating permit and/or preconstruction permit/operating certificate.
. [N.J.A.C. 7:27-22.16(o)]
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Subject Item: U7   OS 1   

Violated Requirement

Compliance Schedule:

Per Administrative Consent Order (ACO) NEA090002-51611:

10. GEORGIA-PACIFIC GYPSUM LLC shall take the actions listed below in accordance with the
following Compliance Schedule for the purpose of achieving and maintaining compliance with its
Operating Permit, the Air Pollution Control Act, N.J.S.A. 26:2C-1 et seq., and the New Jersey
Administrative Code.

a. By signing this Administrative Consent Order, GEORGIA-PACIFIC GYPSUM LLC hereby is
certifying to the Department that it ceased operating the Board Dryer (U7) on or prior to November 16,
2010 and has disconnected and capped fuel sources from the three combustion units (burners) attached
to the Board Dryer.

b. If GEORGIA-PACIFIC GYPSUM LLC intends to re-commence operation of the U7 Board Dryer,
GEORGIA-PACIFIC GYPSUM LLC shall apply to the Department to modify its permit to: (a) change
the Total Suspended Particulates ("TSP") emission limit for the U7 Board Dryer while operating on
fuel oil and natural gas; and (b) include stack testing for emissions from the U7 Board Dryer of the
following air contaminants while operating the emission unit on fuel oil and natural gas: VOC, CO,
NOx, and TSP.

c. GEORGIA-PACIFIC GYPSUM shall not re-commence operation of the U7 Board Dryer until such
time as (and only if) the Department has approved the request for modification set forth in Paragraph
10b; and shall comply with any and all conditions of any such approved permit modification. Comply
with the requirement: As per the approved schedule. [N.J.A.C. 7:27-22.16(o)]

TSP <= 1.01 lb/hr.  Maximum hourly emission rate based on preconstruction permit.  Per Administrative
Consent Order (ACO) NEA090002-51611, GEORGIA-PACIFIC GYPSUM LLC certified to the Department
that it ceased operating the Board Dryer (U7) on or prior to November 16, 2010 and has disconnected and
capped fuel sources from the three combustion units (burners) attached to the Board Dryer, from operating
permit application BOP090001, N.J.A.C. 7:27-22.16(a) and. [N.J.A.C. 7:27-22.16(e)]
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Compliance Schedule:

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

d. Upon restart of the U7 Board Dryer, GEORGIA-PACIFIC GYPSUM LLC shall demonstrate
compliance with its permitted emission limits for VOC, CO, NOx and TSP in effect at the time of
startup, by way of stack emission testing for the Board Dryer (U7) using natural gas and fuel oil.
GEORGIA-PACIFIC GYPSUM LLC shall conduct such stack emission testing within sixty (60) days
after achieving steady state operations or within ninety (90) days after startup, whichever is earlier.

e. GEORGIA-PACIFIC GYPSUM LLC shall notify DEP Enforcement, in writing, at the address set
forth in Paragraph 24, of any permit modification application submitted pursuant to sub-paragraph 10b,
in writing, within 30 days of filing any permit modification application.

f. If GEORGIA-PACIFIC GYPSUM LLC intends to restart operation of the U7 Board Dyer, it shall
provide notice of such intention to the Department, in writing, at the address set forth in Paragraph 24,
at least thirty (30) days prior to startup of the Board Dryer.

g. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall cease operating
the U7 Board Dryer within thirty (30) days of learning the results of the stack emission testing.
[N.J.A.C. 7:27-22.16(o)]

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

h. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall conduct a second
stack test once DEP approves interim re-test and corrective actions.

i. Except for the equipment identified in Administrative Order PEA090005-51611 for which
GEORGIA-PACIFIC GYPSUM LLC has already submitted a significant modification application to
NJDEP to modify its Title V Operating Permit that includes the equipment cited in PEA090005-5161,
GEORGIA PACIFIC GYPSUM LLC shall not operate any emission unit(s) without an approved
operating permit and/or preconstruction permit/operating certificate.
. [N.J.A.C. 7:27-22.16(o)]
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Subject Item: U7   OS 2   

Violated Requirement

Compliance Schedule:

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. GEORGIA-PACIFIC GYPSUM LLC shall take the actions listed below in accordance with the
following Compliance Schedule for the purpose of achieving and maintaining compliance with its
Operating Permit, the Air Pollution Control Act, N.J.S.A. 26:2C-1 et seq., and the New Jersey
Administrative Code.

a. By signing this Administrative Consent Order, GEORGIA-PACIFIC GYPSUM LLC hereby is
certifying to the Department that it ceased operating the Board Dryer (U7) on or prior to November 16,
2010 and has disconnected and capped fuel sources from the three combustion units (burners) attached
to the Board Dryer.

b. If GEORGIA-PACIFIC GYPSUM LLC intends to re-commence operation of the U7 Board Dryer,
GEORGIA-PACIFIC GYPSUM LLC shall apply to the Department to modify its permit to: (a) change
the Total Suspended Particulates ("TSP") emission limit for the U7 Board Dryer while operating on
fuel oil and natural gas; and (b) include stack testing for emissions from the U7 Board Dryer of the
following air contaminants while operating the emission unit on fuel oil and natural gas: VOC, CO,
NOx, and TSP.

c. GEORGIA-PACIFIC GYPSUM shall not re-commence operation of the U7 Board Dryer until such
time as (and only if) the Department has approved the request for modification set forth in Paragraph
10b; and shall comply with any and all conditions of any such approved permit modification. [N.J.A.C.
7:27-22.16(o)]

TSP <= 1.4 lb/hr.  Maximum hourly emission rate based on preconstruction permit. Per Administrative Consent
Order (ACO) NEA090002-51611, GEORGIA-PACIFIC GYPSUM LLC certified to the Department that it
ceased operating the Board Dryer (U7) on or prior to November 16, 2010 and has disconnected and capped fuel
sources from the three combustion units (burners) attached to the Board Dryer, from operating permit
application BOP090001, N.J.A.C. 7:27-22.16(a) and. [N.J.A.C. 7:27-22.16(e)]
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Compliance Schedule:

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

d. Upon restart of the U7 Board Dryer, GEORGIA-PACIFIC GYPSUM LLC shall demonstrate
compliance with its permitted emission limits for VOC, CO, NOx and TSP in effect at the time of
startup, by way of stack emission testing for the Board Dryer (U7) using natural gas and fuel oil.
GEORGIA-PACIFIC GYPSUM LLC shall conduct such stack emission testing within sixty (60) days
after achieving steady state operations or within ninety (90) days after startup, whichever is earlier.

e. GEORGIA-PACIFIC GYPSUM LLC shall notify DEP Enforcement, in writing, at the address set
forth in Paragraph 24, of any permit modification application submitted pursuant to sub-paragraph 10b,
in writing, within 30 days of filing any permit modification application.

f. If GEORGIA-PACIFIC GYPSUM LLC intends to restart operation of the U7 Board Dyer, it shall
provide notice of such intention to the Department, in writing, at the address set forth in Paragraph 24,
at least thirty (30) days prior to startup of the Board Dryer.

g. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall cease operating
the U7 Board Dryer within thirty (30) days of learning the results of the stack emission testing.
[N.J.A.C. 7:27-22.16(o)]

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

h. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall conduct a second
stack test once DEP approves interim re-test and corrective actions.

i. Except for the equipment identified in Administrative Order PEA090005-51611 for which
GEORGIA-PACIFIC GYPSUM LLC has already submitted a significant modification application to
NJDEP to modify its Title V Operating Permit that includes the equipment cited in PEA090005-5161,
GEORGIA PACIFIC GYPSUM LLC shall not operate any emission unit(s) without an approved
operating permit and/or preconstruction permit/operating certificate. [N.J.A.C. 7:27-22.16(o)]
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Subject Item: U7   OS 5   

Violated Requirement

Compliance Schedule:

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. GEORGIA-PACIFIC GYPSUM LLC shall take the actions listed below in accordance with the
following Compliance Schedule for the purpose of achieving and maintaining compliance with its
Operating Permit, the Air Pollution Control Act, N.J.S.A. 26:2C-1 et seq., and the New Jersey
Administrative Code.

a. By signing this Administrative Consent Order, GEORGIA-PACIFIC GYPSUM LLC hereby is
certifying to the Department that it ceased operating the Board Dryer (U7) on or prior to November 16,
2010 and has disconnected and capped fuel sources from the three combustion units (burners) attached
to the Board Dryer.

b. If GEORGIA-PACIFIC GYPSUM LLC intends to re-commence operation of the U7 Board Dryer,
GEORGIA-PACIFIC GYPSUM LLC shall apply to the Department to modify its permit to: (a) change
the Total Suspended Particulates ("TSP") emission limit for the U7 Board Dryer while operating on
fuel oil and natural gas; and (b) include stack testing for emissions from the U7 Board Dryer of the
following air contaminants while operating the emission unit on fuel oil and natural gas: VOC, CO,
NOx, and TSP.

c. GEORGIA-PACIFIC GYPSUM shall not re-commence operation of the U7 Board Dryer until such
time as (and only if) the Department has approved the request for modification set forth in Paragraph
10b; and shall comply with any and all conditions of any such approved permit modification. [N.J.A.C.
7:27-22.16(o)]

VOC (Total) <= 5.87 lb/hr.  Maximum hourly emission rate combined for U7 OS1 and OS5 based on operating
permit application BOP090001.  Per Administrative Consent Order (ACO) NEA090002-51611,
GEORGIA-PACIFIC GYPSUM LLC certified to the Department that it ceased operating the Board Dryer (U7)
on or prior to November 16, 2010 and has disconnected and capped fuel sources from the three combustion units
(burners) attached to the Board Dryer, from operating permit application BOP090001. [N.J.A.C. 7:27-22.16(a)]
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Compliance Schedule

BOP190006

12/4/2019Date:GEORGIA-PACIFIC GYPSUM LLC (51611)

Compliance Schedule:

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

d. Upon restart of the U7 Board Dryer, GEORGIA-PACIFIC GYPSUM LLC shall demonstrate
compliance with its permitted emission limits for VOC, CO, NOx and TSP in effect at the time of
startup, by way of stack emission testing for the Board Dryer (U7) using natural gas and fuel oil.
GEORGIA-PACIFIC GYPSUM LLC shall conduct such stack emission testing within sixty (60) days
after achieving steady state operations or within ninety (90) days after startup, whichever is earlier.

e. GEORGIA-PACIFIC GYPSUM LLC shall notify DEP Enforcement, in writing, at the address set
forth in Paragraph 24, of any permit modification application submitted pursuant to sub-paragraph 10b,
in writing, within 30 days of filing any permit modification application.

f. If GEORGIA-PACIFIC GYPSUM LLC intends to restart operation of the U7 Board Dyer, it shall
provide notice of such intention to the Department, in writing, at the address set forth in Paragraph 24,
at least thirty (30) days prior to startup of the Board Dryer.

g. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall cease operating
the U7 Board Dryer within thirty (30) days of learning the results of the stack emission testing.
. [N.J.A.C. 7:27-22.16(o)]

Comply with the requirement: As per the approved schedule Per Administrative Consent Order (ACO)
NEA090002-51611:

10. (continued)

h. If the results of the stack emission testing identified in subparagraph 10(d) demonstrate that the level
of TSP emissions by GEORGIA-PACIFIC GYPSUM LLC exceed any TSP levels set forth in any
permit approved by the Department, then GEORGIA-PACIFIC GYPSUM LLC shall conduct a second
stack test once DEP approves interim re-test and corrective actions.

i. Except for the equipment identified in Administrative Order PEA090005-51611 for which
GEORGIA-PACIFIC GYPSUM LLC has already submitted a significant modification application to
NJDEP to modify its Title V Operating Permit that includes the equipment cited in PEA090005-5161,
GEORGIA PACIFIC GYPSUM LLC shall not operate any emission unit(s) without an approved
operating permit and/or preconstruction permit/operating certificate.
. [N.J.A.C. 7:27-22.16(o)]
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GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

BOP190006

New Jersey Department of Environmental Protection
Facility Profile (General)

1,869,725

400,039

Feet

Unknown

Other/Unknown

Hard Copy Map

Lat/Long: 39,55,52/75,07,49 3275    

State Plane Coordinates:

X-Coordinate:

Y-Coordinate:

Units:

Datum:

Source Org.:

Source Type:

County: Industry:
Location
Description:

Primary SIC:

Secondary SIC:

Camden

Mailing
Address:

Street
Address:

1101 SOUTH FRONT ST
1101 SOUTH FRONT ST
CAMDEN, NJ   08103

1101 SOUTH FRONT ST
1101 SOUTH FRONT ST
CAMDEN, NJ   08103

Facility Name (AIMS): Georgia-Pacific Gypsum LLC Facility ID (AIMS): 51611

327420NAICS:
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GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

BOP190006

New Jersey Department of Environmental Protection
Facility Profile (General)

(   )    -      x    

(   )    -      x    

benjamin.chantz@gapac.com

Georgia-Pacific Gypsum LLC

Benjamin Chantz

Facility Environmental Manager

(856) 536-0725  x    1101 South Front Street
Camden, NJ   08103

Organization: Org. Type:

Name:

Title:

Phone:

Fax:

Mailing
Address:

Other:

Type:

Email:

LLC

NJ EIN:

Contact Type: Air Permit Information Contact

(   )    -      x    

(   )    -      x    

jeffrey.mccranie@gapac.com

Georgia-Pacific Gypsum LLC

Jeffrey McCranie

Plant Manager

(434) 532-2351  x    1101 South Front Street
Camden, NJ   08103

Organization: Org. Type:

Name:

Title:

Phone:

Fax:

Mailing
Address:

Other:

Type:

Email:

LLC

NJ EIN:

Contact Type: Fees/Billing Contact

(   )    -      x    

(   )    -      x    

jeffrey.mccranie@gapac.com

Georgia-Pacific Gypsum LLC

Jeffrey McCranie

Plant Manager

(434) 532-2351  x    1101 South Front Street
Camden, NJ   08103

Organization: Org. Type:

Name:

Title:

Phone:

Fax:

Mailing
Address:

Other:

Type:

Email:

LLC

NJ EIN:

Contact Type: On-Site Manager
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GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

BOP190006

New Jersey Department of Environmental Protection
Facility Profile (General)

(   )    -      x    

(   )    -      x    

Georgia-Pacific, Inc.

Georgia-Pacific Gypsum LLC

(   )    -      x    

Organization: Org. Type:

Name:

Title:

Phone:

Fax:

Mailing
Address:

Other:

Type:

Email:

Corporation

NJ EIN:

Contact Type: Operator

(   )    -      x    

(   )    -      x    

Georgia-Pacific, Inc.

Georgia-Pacific Gypsum LLC

(   )    -      x    

Organization: Org. Type:

Name:

Title:

Phone:

Fax:

Mailing
Address:

Other:

Type:

Email:

Corporation

NJ EIN:

Contact Type: Owner (Current Primary)

(   )    -      x    

(   )    -      x    

jeffrey.mccranie@gapac.com

Georgia-Pacific Gypsum LLC

Jeffrey McCranie

Plant Manager

(434) 532-2351  x    1101 South Front Street
Camden, NJ   08103

Organization: Org. Type:

Name:

Title:

Phone:

Fax:

Mailing
Address:

Other:

Type:

Email:

LLC

NJ EIN:

Contact Type: Responsible Official
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GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

New Jersey Department of Environmental Protection
Non-Source Fugitive Emissions

Date: 12/04/2019

FG
 NJID

Description of 
Activity Causing

Emission

Location 
Description

Reasonable Estimate of Emissions (tpy)

VOC
(Total)

NOx CO SO TSP
(Total)

PM-10 Pb HAPS
(Total)

Other
(Total)

FG1 Plant-Wide
Particulate/Dust
Fugitive Emissions
from Truck Traffic

23.532 4.592

FG2 Storage Pile of
Gypsum

1.250 0.610

Total 0.000 0.000 0.000 0.000 24.782 5.202 0.000 0.00000000 0.000
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GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

New Jersey Department of Environmental Protection
Insignificant Source Emissions 

12/4/2019Date:

IS
 NJID

Source/Group
Description

Equipment Type Location 
Description

Estimate of Emissions (tpy)

VOC
(Total)

NOx CO SO TSP PM-10 Pb HAPS
(Total)

Other
(Total)

IS2 Heater at knife area 1 -
Nat. Gas fired (< 1
MMBTU/HR max. heat
input)

Fuel Combustion
Equipment (Other)

Knife Area 1 0.053 0.680 0.290 0.000 0.081 0.081 0.000 0.00000000

IS3 Heater at knife area 2 -
Nat. Gas fired (< 1
MMBTU/HR max. heat
input)

Fuel Combustion
Equipment (Other)

Knife Area 2 0.053 0.680 0.290 0.000 0.081 0.081 0.000 0.00000000

IS4 Heater at knife area 3 -
Nat. Gas fired (< 1
MMBTU/HR max. heat
input)

Fuel Combustion
Equipment (Other)

Knife Area 3 0.053 0.680 0.290 0.000 0.081 0.081 0.000 0.00000000

IS5 Machine shop heater -
Nat. Gas fired (< 1
MMBTU/HR max. heat
input)

Fuel Combustion
Equipment (Other)

Machine Shop 0.053 0.680 0.290 0.000 0.081 0.081 0.000 0.00000000

IS6 Space Heaters - 17
units, Nat.Gas fired
(each unit < 1
MMBTU/HR max. heat
input)

Fuel Combustion
Equipment (Other)

Throughout
Facility

0.051 0.680 0.340 0.000 0.085 0.085 0.000 0.00000000

IS7 Paper Warmers 1 to 4 -
Nat.Gas fired (each unit
< 1 MMBTU/HR max.
heat input)

Fuel Combustion
Equipment (Other)

Board Production
Line

0.016 0.200 0.080 0.000 0.024 0.024 0.000 0.00000000
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GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

New Jersey Department of Environmental Protection
Insignificant Source Emissions 

12/4/2019Date:

IS
 NJID

Source/Group
Description

Equipment Type Location 
Description

Estimate of Emissions (tpy)

VOC
(Total)

NOx CO SO TSP PM-10 Pb HAPS
(Total)

Other
(Total)

IS8 Paper Warmers 5 to 8 -
Nat.Gas fired (each unit
< 1 MMBTU/HR max.
heat input)

Fuel Combustion
Equipment (Other)

Board Production
Line

0.016 0.200 0.080 0.000 0.024 0.024 0.000 0.00000000

IS10 Storage/use of
non-HAP chemicals in
containers (< 10,000
gallons,
Non-Applicable VOC
with vapor pressure <
0.02 psia)

Storage Vessel Water Dispersing
Agent located
South of Board
Production Line

0.000 0.000 0.000 0.000 0.010 0.010 0.000 0.00000000

IS11 Storage/use of
non-HAP VOC
containing chemicals in
containers (< 10,000
gallons,
Non-Applicable VOC
with vapor pressure <
0.02 psia)

Storage Vessel Lube
Filtration/Storage
Room

0.010 0.000 0.000 0.000 0.000 0.000 0.000 0.00000000

IS13 2,500 gallon Distillate
Fuel Oil Storage Tank
(< 10,000 gallons,
Non-Applicable VOC
with vapor pressure <
0.02 psia)

Storage Vessel Heavy Equipment
fuel loading area

0.001
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GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

New Jersey Department of Environmental Protection
Insignificant Source Emissions 

12/4/2019Date:

IS
 NJID

Source/Group
Description

Equipment Type Location 
Description

Estimate of Emissions (tpy)

VOC
(Total)

NOx CO SO TSP PM-10 Pb HAPS
(Total)

Other
(Total)

IS14 40,000 gallon Distillate
Fuel Oil Storage Tank
(>=10,000 gallons,
Non-Applicable VOC
with vapor pressure <
0.02 psia)

Storage Vessel West of Gold /
Prime containment
room

0.017

IS15 Solid Storage Vessels
(each unit < 2,000
cubic feet in storage
capacity)

Storage Vessel Accell BMA Bin,
Fiberglass Bin, Old
Sugar Bin,
Miscellaneous Bin,
Vermiculite Bin
and Potash Bin
Feeder

0.178 0.084

IS16 Holding Tank storing
liquids (< 10,000
gallons,
Non-Applicable VOC
with vapor pressure <
0.02 psia)

Storage Vessel Holding Tank

IS17 Prime Paint Tank,
7,800 gallons ( <
10,000 gallons,
Non-Applicable VOC
with vapor pressure <
0.02 psia)

Storage Vessel Prime Paint Tank
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GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

New Jersey Department of Environmental Protection
Insignificant Source Emissions 

12/4/2019Date:

IS
 NJID

Source/Group
Description

Equipment Type Location 
Description

Estimate of Emissions (tpy)

VOC
(Total)

NOx CO SO TSP PM-10 Pb HAPS
(Total)

Other
(Total)

IS18 Liquid Storage Vessel
< 1,000 gallons storage
capacity, mixing liquids
with vapor pressures <
1.5 psia, less water, in a
non-reactive process

Storage Vessel Mixing Tanks
Throughout the
Plant

IS19 Gypcrete Printing Area
(< 0.5 gal/hr and < 2.5
gal/day ink usage per
printer)

Other Equipment Gypcrete Printing
Area

0.006 0.000 0.000 0.000 0.000 0.000 0.000 0.00000000 0.000

IS22 Temporary Diesel
Generator ( < 1
MMBtu/hr max.heat
input, < 37 kw)

Stationary Reciprocating
Engine

Outside, North
Yard

0.030 0.220 0.130 0.022 0.018 0.019 0.000

IS23 Temporary Storage Silo
(< 2000 ft^3 capacity)

Storage Vessel Outside, North
Yard

0.000 0.000 0.000 0.000 0.003 0.001 0.000

IS24 Three (3) Slitters (each
slitter <= 50 lb/hr raw
material process rate)

Manufacturing and
Materials Handling
Equipment

Resin Extrusion
Process

0.007 0.007

IS25 Cross Cutter (<= 50
lb/hr raw material
process rate)

Manufacturing and
Materials Handling
Equipment

Resin Extrusion
Process

0.000 0.000

IS26 Four (4) Natural
Gas-Fired Space
Heaters (0.2 MMBtu/hr
each)

Fuel Combustion
Equipment (Other)

Space Heaters
Venting Outside

0.020 0.320 0.130 0.002 0.010 0.030 0.000

Total 0.379 4.340 1.920 0.024 0.683 0.0000.608 0.00000000 0.000
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E3 1KH FPCP030006 11/30/1995 No 11/30/1995Kettle #1 Fuel Combustion
Equipment (Other)

E4 2KF F125995 12/6/1995 No 12/6/1995Kettle #2 Fuel Combustion
Equipment (Other)

E5 3KF F125994 12/6/1995 No 12/6/1995Kettle #3 Fuel Combustion
Equipment (Other)

E6 OB1 BGen99-0001 1/1/1968 Yes 5/5/1999Office Boiler Boiler

E7 BD4 F108891/01-96-1344 7/6/1992 No 9/18/1996Board Dryer Fuel Combustion
Equipment (Other)

E8 PWH1 P125802 11/16/1995 No 11/16/1995Process Water Heater Process Heater

E9 AFT1 S126530 2/2/1996 No 2/2/19966000gal ST - Alpha Foamer
(soap) with ethanol

Storage Vessel

E10 ESDC M034872 11/17/1995 No 11/17/1995Board End Saw Manufacturing and
Materials Handling
Equipment

E11 RD4S F073559 9/17/1985 No 9/17/1985Rotary Rock Dryer Fuel Combustion
Equipment (Other)

E12 1C8B M073559 9/17/1985 No 9/17/1985Conveyor #8B - Load Skirt Manufacturing and
Materials Handling
Equipment

E13 2C8A M073559 9/17/1985 No 9/17/1985Conveyor #8A - Discharge
chute

Manufacturing and
Materials Handling
Equipment

E14 LPRB S126651 3/25/1996 No 10/2/1986LP Reserve Bin Storage Vessel

Page 1 of 9



Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E15 SSE1 M088806 9/9/1986 No 10/13/1988Stucco Supply Elevator Manufacturing and
Materials Handling
Equipment

E16 WEDC M088806 9/9/1986 No 10/13/1988Stucco Recirculating Elevator Manufacturing and
Materials Handling
Equipment

E17 LPA1 MGEN000001 11/4/1988 No 11/4/1988Landplaster Pneumatic
Conveying Process

Manufacturing and
Materials Handling
Equipment

E18 SMS1 M125992 11/29/1995 No 11/29/1995Stucco Mixing Screw Conveyor Manufacturing and
Materials Handling
Equipment

E19 BPS1 S125807 11/22/1995 No 11/22/1995Board Stucco Silo #1 Storage Vessel

E20 BPS2 SLog No. 01955680 11/22/1995 No 11/22/1995Board Stucco Silo #2 Storage Vessel

E21 441C M125993 11/22/1995 No 11/22/1995441 Screw Conveyor Manufacturing and
Materials Handling
Equipment

E22 SRB1 S125806 11/22/1995 No 11/22/1995Stucco Reserve Bin #1 Storage Vessel

E23 PMV1 M097652 7/13/1990 No 7/13/1990Pin Mixer Manufacturing and
Materials Handling
Equipment

E24 RM1 F103862 7/23/1991 No 7/23/199160 inch Raymond Mill #1 Fuel Combustion
Equipment (Other)

E25 RM2 F118644 5/20/1994 No 5/20/199460 inch Raymond Mill #2 Fuel Combustion
Equipment (Other)
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E26 4RB M111023/980008 4/17/1998 No 10/16/1998Portland Cement Bin Manufacturing and
Materials Handling
Equipment

E27 LPB1 S125803 11/9/1995 No 11/9/1995Landplaster Bin #1 Storage Vessel

E28 LPB2 S125804 11/9/1995 No 11/9/1995Landplaster Bin #2 Storage Vessel

E29 LPB3 S125805 11/9/1995 No 11/9/1995Landplaster bin #3 Storage Vessel

E30 SRB3-MPB S125801 11/22/1995 No 11/22/1995Stucco Reserve Bin #3 -
Moulding Plaster Bin

Storage Vessel

E31 SC-#1EDS M128598 12/1/1992 No 12/1/1992Stucco Cooling - #1 Elevator
Discharge Screw

Manufacturing and
Materials Handling
Equipment

E32 SC-#1CS M128598 12/1/1992 No 12/1/1992Stucco Cooling - #1Collecting
Screw

Manufacturing and
Materials Handling
Equipment

E33 SC-#1XS M128598 12/1/1992 No 12/1/1992Stucco Cooling - #1Cross
Screw

Manufacturing and
Materials Handling
Equipment

E34 SC-#2EDS M128598 12/1/1992 No 12/1/1992Stucco Cooling - #2 Elevator
Discharge Screw

Manufacturing and
Materials Handling
Equipment

E35 SC-#2CS M128598 12/1/1992 No 12/1/1992Stucco Cooling  - #2 Collecting
Screw

Manufacturing and
Materials Handling
Equipment

E36 SC-#2XS M128598 12/1/1992 No 12/1/1992Stucco Cooling  - #2 Cross
Screw

Manufacturing and
Materials Handling
Equipment
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E37 SC#430SC M128598 12/1/1992 No 12/1/1992Stucco Cooling  - #430 Screw
Conveyor

Manufacturing and
Materials Handling
Equipment

E38 LPLS M126651 3/25/1996 No 3/25/1996Bulk landplaster loading spout Manufacturing and
Materials Handling
Equipment

E40 RF M127067 4/1/1996 No 4/1/1996Reclaim Feeder Manufacturing and
Materials Handling
Equipment

E42 DCB M980001 10/28/1998 No 10/28/1998Dens Cal Bin Manufacturing and
Materials Handling
Equipment

E43 BP M980002 10/16/1998 No 10/16/1998Bag Packer Manufacturing and
Materials Handling
Equipment

E44 BPBW M980002 10/16/1998 No 10/16/1998Bulk Plaster Blender and
Weigher

Manufacturing and
Materials Handling
Equipment

E45 RBT1 M980002 5/1/1984 No 10/16/1998#1 Rock Bin Transfer - 11 Belt Manufacturing and
Materials Handling
Equipment

E46 RBT2 M980002 5/1/1984 No 10/16/1998#2 Rock Bin Transfer - 11 Belt Manufacturing and
Materials Handling
Equipment

E47 RBTB M980002 5/1/1984 No 10/16/1998Rock Transfer - 10 Belt to 11
Belt

Manufacturing and
Materials Handling
Equipment
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E48 LPB4 S980005 10/16/1998 No 10/16/1998Landplaster Bin #4 - Board
plant LP bin

Storage Vessel

E49 IM#1 M980003 10/16/1998 No 10/16/1998Impact Mill #1 Manufacturing and
Materials Handling
Equipment

E50 IMS M980004 10/16/1998 No 10/16/1998Impact Mill Screen Manufacturing and
Materials Handling
Equipment

E51 SRB2 S980006 10/16/1998 No 10/16/1998Stucco Reserve Bin #2 Storage Vessel

E52 IMFB S980007 10/16/1998 No 10/16/1998Impact Mill Feed Bin Storage Vessel

E53 BM1 MPCP000001 1/1/1989 No 1/1/1989Ball Mill 1 Manufacturing and
Materials Handling
Equipment

E54 BM2 MPCP000001 1/1/1989 No 1/1/1989Ball Mill 2 Manufacturing and
Materials Handling
Equipment

E55 BM3 MPCP000001 1/1/1989 No 1/1/1989Ball Mill 3 Manufacturing and
Materials Handling
Equipment

E56 BM4 MPCP000001 1/1/1996 No 1/1/1996Ball Mill 4 Manufacturing and
Materials Handling
Equipment

E57 BSHE M128598 3/25/1996 No 3/25/1996Bulk Stucco Handling Elevator Manufacturing and
Materials Handling
Equipment
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E58 BSHS M128598 3/25/1996 No 3/25/1996Bulk Stucco Handling Sifter Manufacturing and
Materials Handling
Equipment

E59 DAE MBOP990001 1/1/1968 Yes 1/1/1968Dry Additives Elevator Manufacturing and
Materials Handling
Equipment

E60 IMFBE MBOP990001 1/1/1968 Yes 1/1/1968Impact Mill Feed Bin Elevator Manufacturing and
Materials Handling
Equipment

E61 MPBE MBOP990001 1/1/1968 Yes 1/1/1968Moulding Plaster Bin Elevator Manufacturing and
Materials Handling
Equipment

E63 Wet End PBOP990001 NoWet End Print Station at Board
Dryer

Printing Press (Graphic
Arts)

E65 3C8A M073559 9/17/1985 No 9/17/1985Conveyor #8A - Load Skirt Manufacturing and
Materials Handling
Equipment

E66 SSS MPCP000003 9/9/1986 NoStucco Scalping Screw Manufacturing and
Materials Handling
Equipment

E67 SWBF MPCP000003 9/9/1986 NoStucco Weigh Belt Feeder Manufacturing and
Materials Handling
Equipment

E68 Wet End Vac MPCP030007 10/26/2001 NoWet End Central Vacuum
System

Manufacturing and
Materials Handling
Equipment
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E69 Dry End Vac OPCP30005 3/13/2002 No 3/13/2002Dry End Central Vacuum
System

Other Equipment

E70 IM#2 MPCP030001 4/16/2003 NoImpact Mill #2 Manufacturing and
Materials Handling
Equipment

E71 BSLS M128598 9/6/1996 No 9/6/1996Bulk Stucco Loading Spout Manufacturing and
Materials Handling
Equipment

E75 reject bin MPCP050001 7/21/2005 NoReject Bin Manufacturing and
Materials Handling
Equipment

E101 CC SBOP090001 7/1/2003 NoCurtain Coater Surface Coating
Equipment (Non-Fabric
Material)

E102 Bag Packer 2 MBOP090001 10/16/1998 NoBag Packer 2 Manufacturing and
Materials Handling
Equipment

E104 Reclaim Conv MBOP090001 1/1/1985 NoReclaim Belt Conveyor Manufacturing and
Materials Handling
Equipment

E106 Barrel Separ MBOP090001 1/15/1989 NoBarrel Separator Manufacturing and
Materials Handling
Equipment

E107 #7 Belt MBOP090001 1/15/1962 Yes#7 Belt in Crusher Building Manufacturing and
Materials Handling
Equipment
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E108 #8 Belt MBOP090001 1/15/1962 Yes#8 Belt in Crusher Building Manufacturing and
Materials Handling
Equipment

E109 #9 Belt MBOP090001 1/15/1962 Yes#9 Belt in Transfer Tower Manufacturing and
Materials Handling
Equipment

E110 Main Crusher MBOP090001 1/15/1962 YesMain Crusher in Crusher
Building

Manufacturing and
Materials Handling
Equipment

E111 Wobbler MBOP090001 1/15/1988 NoWobbler Separator in Crusher
Building

Manufacturing and
Materials Handling
Equipment

E112 Auger #1 MBOP160001 9/19/2016 NoCement Discharge Auger Manufacturing and
Materials Handling
Equipment

E113 Hopper MBOP160002 3/1/2017 NoFeed Hopper Manufacturing and
Materials Handling
Equipment

E114 Delump-Auger MBOP160002 3/1/2017 NoDelumper/Discharge Auger Manufacturing and
Materials Handling
Equipment

E115 VacuumLoader MBOP170002 2/1/2018Vacuum Loader Manufacturing and
Materials Handling
Equipment

E116 HopperDryer MBOP170002 2/1/2018Hopper Dryer Manufacturing and
Materials Handling
Equipment
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Equip.
NJID

Facility's 
Designation

Equipment
Description

Equipment Type Certificate
Number

Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

Equip.
Set ID

New Jersey Department of Environmental Protection
Equipment Inventory

BOP190006
GEORGIA-PACIFIC GYPSUM LLC (51611) 12/4/2019Date: 

E117 PigmentFeed1 MBOP170002 2/1/2018Pigment Feeder 1 Manufacturing and
Materials Handling
Equipment

E118 PigmentFeed2 MBOP170002 2/1/2018Pigment Feeder 2 Manufacturing and
Materials Handling
Equipment

E119 ResinExtrude MBOP170002 2/1/2018Resin Extruder Manufacturing and
Materials Handling
Equipment

E120 Cooling Sys OBOP170002 2/1/2018Cooling Tower/Water Tank Other Equipment
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51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E3 (Fuel Combustion Equipment (Other)) 
Print Date: 11/26/2019

Calcining Kettle
The J.B. Ehrsam & Sons Manufacturing Co.
10 X 13 ft

Make:

Manufacturer:
Model:

14.00
Indirect
Burner:  Hauck/BBC2106

Maximum rated Gross Heat 
Input (MMBtu/hr-HHV):

Type of Heat Exchange:
Equipment Type Description:

Include Emission Rates on the Potential to Emit Screen for each contaminant in 
ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.

Comments:

Have you attached a
diagram showing the
location and/or the
configuration of this
equipment?

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Yes

No

Yes

No



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E4 (Fuel Combustion Equipment (Other)) 
Print Date: 11/26/2019

Calcining Kettle
The J.B. Ehrsam & Sons Manufacturing Co.
10 X 13 ft

Make:

Manufacturer:
Model:

14.00
Indirect
Burner:  T-Thermal Co./LV- Vortex 

Maximum rated Gross Heat 
Input (MMBtu/hr-HHV):

Type of Heat Exchange:
Equipment Type Description:

Include Emission Rates on the Potential to Emit Screen for each contaminant in 
ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.

Comments:

Have you attached a
diagram showing the
location and/or the
configuration of this
equipment?

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Yes

No

Yes

No



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E5 (Fuel Combustion Equipment (Other)) 
Print Date: 11/26/2019

Calcining Kettle
The J.B. Ehrsam & Sons Manufacturing Co.
10 X 13 ft

Make:

Manufacturer:
Model:

14.00
Indirect
Burner:  T-Thermal Co./LV- Vortex 

Maximum rated Gross Heat 
Input (MMBtu/hr-HHV):

Type of Heat Exchange:
Equipment Type Description:

Include Emission Rates on the Potential to Emit Screen for each contaminant in 
ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.

Comments:

Have you attached a
diagram showing the
location and/or the
configuration of this
equipment?

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Yes

No

Yes

No



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E6 (Boiler) 
Print Date: 11/26/2019

Weil McClain

BHO-40-10

2.50

Non-Utility

Burner model # C2-G-20A

Manufacturer:

Model:
Maximum Rated Gross 
Heat Input (MMBtu/hr - 
HHV):
Boiler Type:

Utility Type:

Output Type:

Steam Output (lb/hr):

Fuel Firing Method:

Description (if other):

Draft Type:

Heat Exchange Type:

Make:

Type:

Amount (%):

Is the boiler using? (check all that apply):

Have you attached a 
diagram showing the 
location and/or the 
configuration of this 
equipment?

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Comments:

Flue Gas Recirculation 
(FGR):

Low NOx Burner:

Staged Air Combustion:



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E7 (Fuel Combustion Equipment (Other))
Print Date: 11/26/2019

Make:  COE multi-deck kiln

Manufacturer: Hauck

Model: Beta BBC or BBG

Equipment Type Description: Board Dryer - 4 heating zones

Maximum Rated Gross Heat
Input (MMBtu/hr):

75

Type of Heat Exchange: direct fire

Have you attached a diagram
showing the  location and/or
configuration of this
equipment?

Have you attached any
manufacturer’s data or
specifications which may aid
in the review of this
application?

Comments: none

Include Emission Rates on the Potential to Emit Screen for each 
contaminant in ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E8 (Process Heater)
Print Date: 11/26/2019

Make: Columbia

Manufacturer: Columbia

Model: CWH 5010

Equipment Type Description: PROCESS WATER HEATER

Maximum Rated Gross Heat
Input (MMBtu/hr):

1.68

Draft Type:

Firing Method:

Is the Process Heater using?

    Low NOx Burner

    Type of Low NOx Burner:

    Flue Gas Recirculation (FGR)

Have you attached a diagram
showing the  location and/or
configuration of this
equipment?

Have you attached any
manufacturer’s data or
specifications which may aid in
the review of this application?

Comments:

Include Emission Rates on the Potential to Emit Screen for each 
contaminant in ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E9 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Liquids Only

Tank

6,000

gallons

Above Ground

No

Good

No

20.00

7.00

Top Pipe

60.00

Cylindrical

gal/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E9 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

No

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application? No

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E10 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Dual Head Wallboard Stripping Machine

The Brackett Stripping Machine Company

W

Board end saw

6.00E+02

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E11 (Fuel Combustion Equipment (Other))
Print Date: 11/26/2019

Make: Rotary Rock Dryer

Manufacturer:

Model:

Equipment Type Description:

Maximum Rated Gross Heat
Input (MMBtu/hr):

25.5

Type of Heat Exchange: Direct Fire

Have you attached a diagram
showing the  location and/or
configuration of this
equipment?

Have you attached any
manufacturer’s data or
specifications which may aid
in the review of this
application?

Comments:

Include Emission Rates on the Potential to Emit Screen for each 
contaminant in ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E12 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Conveyor - Load Skirt

conveyor

3.50E+05

other units

lb/hour

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E13 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Conveyor - Discharge chute

conveyor

3.50E+05

other units

lb/hour

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E14 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

100

tons

Above Ground

40.00

15.00

Cylindrical

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E14 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E15 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Stucco supply elevator

1.00E+04

other units

lb/hour

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E16 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Stucco recirculating elevator

8.00E+04

other units

lb/hour

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E17 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

pneumatic conveyor

1.00E+03

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E18 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Stucco mixing screw

7.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E19 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Silo

330

tons

Above Ground

54.00

18.50

Top Pipe

90,000.00

Cylindrical

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E19 (Storage Vessel) 
Print Date: 11/26/2019

Comments: Fill rate = 90,000 lb/hr

No

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application? No

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E20 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Silo

330

tons

Above Ground

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E20 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E21 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

screw conveyor

1.20E+05

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E22 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

100

tons

Above Ground

Cylindrical

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E22 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E23 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Gypsum mixing

7.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E24 (Fuel Combustion Equipment (Other)) 
Print Date: 11/26/2019

Raymond
Make:

Manufacturer:
Model:

5.00
Direct
Crushing & Grinding Gypsum Rock, 5.40E+04 lb/hr

Maximum rated Gross Heat 
Input (MMBtu/hr-HHV):

Type of Heat Exchange:
Equipment Type Description:

Include Emission Rates on the Potential to Emit Screen for each contaminant in 
ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.

Comments:

Have you attached a
diagram showing the
location and/or the
configuration of this
equipment?

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Yes

No

Yes

No



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E25 (Fuel Combustion Equipment (Other)) 
Print Date: 11/26/2019

Raymond
Make:

Manufacturer:
Model:

5.00
Direct
Crushing & Grinding Gypsum Rock, 5.40E+04 lb/hr

Maximum rated Gross Heat 
Input (MMBtu/hr-HHV):

Type of Heat Exchange:
Equipment Type Description:

Include Emission Rates on the Potential to Emit Screen for each contaminant in 
ppmvd @ 7%O2 in addition to lbs/hr and tons/yr.

Comments:

Have you attached a
diagram showing the
location and/or the
configuration of this
equipment?

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Yes

No

Yes

No



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E26 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Bin

1.00E+02

other units

tons

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E27 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

110

tons

Above Ground

Cylindrical

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E27 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E28 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

110

tons

Above Ground

Cylindrical

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E28 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E29 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

110

tons

Above Ground

Cylindrical

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E29 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E30 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

100

tons

Above Ground

19.00

18.50

Top Pipe

40,000.00

Cylindrical

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E30 (Storage Vessel) 
Print Date: 11/26/2019

Comments: Max. fill rate = 40,000 lb/hr

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E31 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Elevator discharge screw conveyor-14"

9.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E32 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Collecting screw conveyor

9.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E33 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Cross screw conveyor-14"

9.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E34 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Elevator discharge screw conveyor

9.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E35 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Collecting  screw conveyor-14"

9.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E36 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Cross  screw conveyor-14"

9.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E37 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

screw conveyor-14"

9.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E38 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Landplaster Bulk loading

7.00E+04

other units

lbs/hr

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E40 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Crusher for grinding wallboard for recycling

1.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E42 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Bin

5.50E+01

other units

tons

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E43 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Bag Packer

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E44 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Gypsum plaster weighing and blending

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E45 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Filling gypsum rock bin

2.80E+05

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E46 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Filling gypsum rock bin

2.80E+05

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E47 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Filling gypsum rock bin

2.80E+05

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E48 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

40

tons

Above Ground

Cylindrical

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E48 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E49 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Impact Mill

Entoleter

544

Impact mill

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E50 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Stucco screen

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E51 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

100

tons

Above Ground

Cylindrical

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E51 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E52 (Storage Vessel) 
Print Date: 11/26/2019

Is the Shell of the Equipment

Exposed to Sunlight?

Thermal Conductivity of Insulation 
[(BTU)(in)(hr)(ft2)(deg F)]:

What type of contents is this 
storage vessel equipped to 
contain by design? Solids Only

Bin

Above Ground

Cylindrical

ft^3/min

Storage Vessel Type:

Design Capacity:

Units:

Ground Location:

Shell Color:

Description (if other):

Shell Condition:

Paint Condition:

Shell Construction:

Is the Shell Insulated?

Type of Insulation:

Insulation Thickess (in):

Shape of Storage Vessel:
Shell Height (From Ground to Roof 
Bottom) (ft):

Length (ft):

Width (ft):

Diameter (ft):

Other Dimension
Description:

Value:

Units:

Fill Method:

Description (if other):

Maximum Design Fill Rate:

Units:

Does the storage vessel have 
a roof or an open top?

Roof Type:

Roof Height (From Roof 
Bottom
to Roof Top) (ft):
Roof Construction:

Primary Seal Type:

Secondary Seal Type:

Total Number of Seals:

Roof Support:

Does the storage vessel 
have a Vapor Return Loop?

Does the storage vessel



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E52 (Storage Vessel) 
Print Date: 11/26/2019

Comments:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Does the storage vessel 
have a Conservation Vent?

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E53 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

gypsum mill grinder

4.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E54 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

gypsum mill grinder

4.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E55 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

gypsum mill grinder

4.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E56 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

gypsum mill grinder

4.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E57 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Custom

Custom

Martin C85-14 equivalent

non-metallic minerals

5.45E+02

other units

CFH

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E58 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

KEK Centrifugal Sifting Machine

Kemutec

K1350

non-metallic minerals

5.00E+04

other units

lbs/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E59 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Dry additive elevator

1.00E+03

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E60 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Martin

Martin

C85-105

Feed bin elevator

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E61 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Bin elevator

4.00E+04

other units

lb/hr

No

No

Make:

This elevator was a grandfathered piece of
equipment. The capacity was assumed to be
the same as the Stucco Reserve Bin #3 fill
rate.

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E63 (Printing Press (Graphic Arts))
Print Date: 11/26/2019

Make: Diagrah

Manufacturer: Diagraph

Model:

Type of Press: Screen

Does this Press use
Fountain Solution?

no

Maximum Consumption of
Fountain Solution (gal/yr):

na

Density of VOC in the
Fountain Solution (lbs/gal):

na

Maximum  % volume  of VOC
as Applied in the Fountain
Solution:

na

Maximum % Volume of
Water in the Fountain
Solution:

na

Maximum Temperature of
the Fountain Solution (deg
F):

na

Solution Used for Cleaning
the Press:

na

Maximum Cleaning Solution
used in any one hour.
(gal/hr):

na

Maximum Cleaning Solution
used in a year. (gal/yr):

na

Density of VOC in the
Cleaning Solution (lbs/gal):

na

Have you Attached the
MSDS for the Fountain and
Cleaning Solutions?

Comments:



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E65 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Conveyor - Load Skirt

conveyor

3.50E+05

other units

lb/hour

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E66 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Stucco Scalping Screw

1.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E67 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Stucco weigh belt feeder

1.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E68 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Series 20

New York Blower

364 DH Arr. 9

Vacuum System

1.00E+04

other units

cfm

No

No

Make:

Maximum wet gypsum board process rate is
1600 lb/min

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E69 (Other Equipment)
Print Date: 11/26/2019

Make: Size 33 AcoustalFoil

Manufacturer: New York Blower

Model: 33 PLR Class IV, Arr 1

Equipment Type: Centrifugal Blower and Ductwork

Capacity: 30000

Units: cfm

Have you attached a diagram
showing the  location and/or
configuration of this
equipment?

no

Have you attached any
manufacturer’s data or
specifications which may aid
in the review of this
application?

Comments:



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E70 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Impact Mill

Entoleter

544

Impact mill

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E71 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

bulk stucco loading

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E75 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Not Available

Not Available

Not Available

Storage Bin

3.00E+01

other units

Tons

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E101 (Surface Coating Equipment (Non-Fabric Material)) 
Print Date: 11/26/2019

Other

Flow Coater

Curtain CoaterMake:
Manufacturer:

Model:
Method of Application:

Description:

Comments:

Have you attached a
diagram showing the
location and/or the
configuration of this
equipment?

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Yes

No

Yes

No

Spray Type:



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E102 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Bag Packer 2

Gypcrete

2.00E+04

other units

lb/hr

No

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E104 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Reclaim Belt Conveyor

5.00E+01

other units

tons/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E106 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Barrel Separator

stucco

6.00E+01

other units

tons/hr

No

No

Make:

Unit is to remove waste from the stucco, ie
metal, paper, trash.

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E107 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

#7 Belt

Non-metallic minerals

1.75E+02

other units

tons/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E108 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

#8 Belt

Non-metallic minerals

1.75E+02

other units

tons/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E109 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

#9 Belt

Non-metallic minerals

1.75E+02

other units

tons/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E110 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Main Crusher

Non-metallic minerals

1.75E+02

other units

tons/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E111 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Wobbler Separator

Non-metallic minerals

1.75E+02

other units

tons/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E112 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Hydraulic System

Posi-Shell

HS 50T

Portland Cement

1.00E+01

other units

ton/hr

No

No

Make:

The Hydraulic System consists of 7"
Horizonatal Auger and 9" Diagonal auger
which will deliver 10 tons of Portland Cement
per hour to the landfill pick up point.

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E113 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Crushers

DeLumper

L-Series

Hopper

4.31E+00

other units

tons/hr

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E114 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Crushers

DeLumper 

L-Series

Discharge

4.31E+00

other units

tons/hr

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E115 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Vacuum Loader

Shini Plastics Technologies, Inc.

SAL-800G

Vacuum Loader

1.32E+03

other units

lbs/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E116 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Hopper Dryer

Shini Plastics Technologies, INC. 

SHD-150-GB

Hopper Dryer

1.32E+03

other units

lbs/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E117 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Vacuum Loader

Shini Plastics Technologies, INC. 

SAL-330

Feeder

6.00E+02

other units

lbs/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E118 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Vacuum Loader

Shini Plastics Technologies, INC

SAL-330

Feeder

6.00E+02

other units

lbs/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E119 (Manufacturing and Materials Handling Equipment) 
Print Date: 11/26/2019

Resin Extruder

DIDA

Resin Extruder

Extruder

8.56E+02

other units

lbs/hr

Yes

No

Make:

Have you attached any manuf.'s 
data or specifications to aid the 
Dept. in its review of this 
application?

Description (if other):
Units:

Capacity:

Type of Manufacturing and Materials 
Handling Equipment:

Model:

Manufacturer:

Comments:

Have you attached a diagram 
showing the location and/or the 
configuration of this equipment?



51611   GEORGIA-PACIFIC GYPSUM LLC   BOP190006 E120 (Other Equipment) 
Print Date: 11/26/2019

Cooling System
Jinfangyuanshuita
JFY-50
Cooling Tower/Water Tank

Make:
Manufacturer:

Model:
Equipment Type:

Units:

Circulation rate equivalent to 60,000 lb/hr

220.00Capacity:

Description:
Have you attached a
diagram showing the
location and/or the
configuration of this
equipment?

Comments:

Have you attached any 
manuf.'s data or 
specifications to aid the 
Dept. in its review of this 
application?

Yes

No

Yes

No

gal/min



GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

New Jersey Department of Environmental  Protection
Control Device Inventory

CD
 NJID

Facility's 
Designation

Description CD Type Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

CD
Set ID

BOP190006

CD1 Kettle #1 Dust Collector 11/30/1995 No 11/30/19951KDC Particulate Filter
(Baghouse)

CD2 Kettle #2 Dust Collector 3/31/1995 No 3/31/19952KDC Particulate Filter
(Baghouse)

CD3 Kettle #3 Dust Collector 12/6/1995 No 12/6/19953KDC Particulate Filter
(Baghouse)

CD4 End Saw Dust Collector 11/17/1995 No 11/17/1995ESDC Particulate Filter
(Baghouse)

CD5 Rock Dryer Dust Collector 9/17/1985 No 9/17/1985RDBH Particulate Filter
(Baghouse)

CD6 LP Bin #4 Dust Collector (LP
Reserve Bin)

3/25/1996 No 10/2/1986LBRB Particulate Filter
(Baghouse)

CD7 Supply Elevator Dust Collector 9/9/1996 No 10/13/1988WEDC#1 Particulate Filter
(Baghouse)

CD8 LP Accelerator (3rd Flr) Dust
Collector

11/4/1988 No 11/4/1988LPA1 Particulate Filter
(Baghouse)

CD9 Stucco Mixing Screw Dust
Collector

11/29/1995 No 11/29/1995SMS1 Particulate Filter
(Baghouse)

CD10 BP #1 Silo Dust Collector 11/22/1995 No 11/22/1995BPS1 Particulate Filter
(Baghouse)

CD11 BP #2 Silo Dust Collector 11/22/1995 No 11/22/1995BPS2 Particulate Filter
(Baghouse)

CD12 441 Screw Dust Collector 11/22/1995 No 11/22/1995441C Particulate Filter
(Baghouse)

Page 1 of 4



GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

New Jersey Department of Environmental  Protection
Control Device Inventory

CD
 NJID

Facility's 
Designation

Description CD Type Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

CD
Set ID

BOP190006

CD13 Stucco Reserve Bin #1 Dust
Collector

11/22/1995 No 11/22/1995SRB1 Particulate Filter
(Baghouse)

CD14 Mixer Dust Collector 7/13/1990 No 7/13/1990PMV1 Particulate Filter
(Baghouse)

CD16 Raymond Mill #1 Dust Collector 7/23/1991 No 7/23/1991RM1B Particulate Filter
(Baghouse)

CD18 Raymond Mill #2 Dust Collector 5/20/1994 No 5/20/1994RM2B Particulate Filter
(Baghouse)

CD19 Portland Cement Bin Dust
Collector

4/17/1998 No 12/1/19924RB Particulate Filter
(Baghouse)

CD20 Landplaster Bin #1 Dust
Collector

11/9/1995 No 11/9/1995LPB1 Particulate Filter
(Baghouse)

CD21 Landplaster Bin #2 Dust
Collector

11/9/1995 No 11/9/1995LPB2 Particulate Filter
(Baghouse)

CD22 Landplaster Bin #3 Dust
Collector

11/9/1995 No 11/9/1995LPB3 Particulate Filter
(Baghouse)

CD23 Moulding Plaster Dust Collector
(Stucco Reserve Bin #3)

11/22/1995 No 11/22/1995MPB1 Particulate Filter
(Baghouse)

CD24 Stucco Cooling Dust Collector 12/1/1992 No 12/1/1992SCBH Particulate Filter
(Baghouse)

CD25 Dens Cal Bin Dust Collector 10/28/1998 No 10/28/1998Dens Cal DC Particulate Filter
(Baghouse)

CD26 Blender and Packer Dust
Collector

10/16/1998 No 10/16/1998Blndr Pkr DC Particulate Filter
(Baghouse)

Page 2 of 4



GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

New Jersey Department of Environmental  Protection
Control Device Inventory

CD
 NJID

Facility's 
Designation

Description CD Type Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

CD
Set ID

BOP190006

CD27 BP Landplaster Bin Dust
Collector (5th floor of Mill)

10/16/1998 No 10/16/1998LPB4 Particulate Filter
(Baghouse)

CD28 Impact Mill Dust Collector 10/16/1998 No 10/16/1998IM DC Particulate Filter
(Baghouse)

CD29 Impact Mill Screen Dust
Collector

10/16/1998 No 10/16/1998Screener DC Particulate Filter
(Baghouse)

CD30 Stucco Reserve Bin #2 Dust
Collector

10/16/1998 No 10/16/1998#2StccoRsvBn Particulate Filter
(Baghouse)

CD31 Impact Mill Feed Bin Dust
Collector

10/16/1998 No 10/16/1998IMFB DC Particulate Filter
(Baghouse)

CD32 Schenk Feeder Dust Collector 10/1/2000 NoWEDC#2 Particulate Filter
(Baghouse)

CD33 Recirc. Elevator Dust Collector 10/1/2000 NoWEDC#3 Particulate Filter
(Baghouse)

CD34 Dry Additives Dump Station
Dust Collector

10/1/2000 NoWEDC#4 Particulate Filter
(Baghouse)

CD35 Wet End Vacuum Dust Collector 11/7/2001 NoWEVacDC Particulate Filter
(Baghouse)

CD36 Dry End Vacuum Dust Collector 3/13/2002 No 3/13/2002Dry Vac D/C Particulate Filter
(Baghouse)

CD37 Ball Mill and Holtec Saw Dust
Collector

7/1/2000 NoBMBH Particulate Filter
(Baghouse)

CD39 Reject Bin Dust Collector 7/1/2005 No 7/1/2005Reject DC Particulate Filter
(Baghouse)

Page 3 of 4



GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

New Jersey Department of Environmental  Protection
Control Device Inventory

CD
 NJID

Facility's 
Designation

Description CD Type Install
Date

Grand-
Fathered

Last Mod.
(Since 1968)

CD
Set ID

BOP190006

CD40 ESP for Resin Extruder for
Opacity Controls

5/1/2018 NoExtrusionESP Electrostatic Precipitator

Page 4 of 4























































































































































































































GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

New Jersey Department of Environmental Protection
Emission Points Inventory

PT
 NJID

Facility's 
Designation

Description Config. Equiv.
Diam.
(in.)

Height
(ft.)

Dist. to
Prop.

Line (ft)

Exhaust Temp. (deg. F) Exhaust Vol. (acfm)

Avg. Min. Max. Avg. Min. Max.

Discharge
Direction

PT
Set ID

BOP190006

PT3 1KF Flue Stack Round 36 97 250 600.0 500.0 900.0 Up R3,500.0300.0 3,500.0

PT4 1KDC Dust Collector Stack Rectangle 27 85 250 230.0 220.0 240.0 Up R12,500.012,000.0 11,500.0

PT5 2KF #2 Kettle Burner Round 36 97 280 450.0 400.0 500.0 Up R3,500.03,000.0 2,500.0

PT6 2KDC #2 Kettle Dust Collector Round 27 85 250 230.0 220.0 240.0 Horizontal R12,500.012,000.0 11,500.0

PT7 3KF #3 Kettle Burner Round 36 97 280 700.0 500.0 900.0 Up R3,500.03,000.0 2,500.0

PT8 3KDC #3 Kettle Dust Collector Round 27 85 280 230.0 210.0 250.0 Up R12,500.012,000.0 11,000.0

PT9 OB1 Boiler for Office Heat Round 24 40 50 230.0 210.0 250.0 Up R12,500.012,000.0 11,000.0

PT10 BD4 Board Dryer Round 66 42 150 250.0 220.0 280.0 Up R84,500.071,500.0 52,500.0

PT11 BD1 Board Dryer Round 36 42 150 250.0 220.0 280.0 Up R11,500.08,500.0 5,500.0

PT13 PWH1 Process Water Heater Round 8 60 150 600.0 575.0 625.0 Up R630.0620.0 580.0

PT14 AFT1 Alpha Foamer Soap Tank Round 3 30 100 70.0 50.0 90.0 Up R100.050.0 25.0

PT15 ESDC Board end saw dust collector Round 10 95 180 70.0 40.0 100.0 Up R4,000.03,800.0 3,600.0

PT16 RD4,1C,2C,3C Rotary Dryer and Conveyor
Belt System

Round 48 32 450 200.0 180.0 220.0 Up R70,000.060,000.0 50,000.0

PT17 LPRB Landplaster Reserve Bin Vent Round 12 70 300 180.0 150.0 200.0 Up R2,200.02,000.0 1,800.0

PT26 RM1B Raymond Mill #1 Round 22 90 150 180.0 150.0 200.0 Up R10,000.010,000.0 9,500.0

PT27 RM2B Raymond Mill #2 Round 22 95 150 180.0 150.0 200.0 Up R10,000.010,000.0 9,500.0

PT33 SCBH Stucco Cooling Baghouse Round 24 40 250 175.0 160.0 190.0 Horizontal R8,000.08,000.0 7,500.0

PT34 RF Reclaim Feeder Round 999 20 450 70.0 20.0 100.0 Up R100.050.0 40.0

Page 1 of 2



GEORGIA-PACIFIC GYPSUM LLC (51611) Date: 12/4/2019

New Jersey Department of Environmental Protection
Emission Points Inventory

PT
 NJID

Facility's 
Designation

Description Config. Equiv.
Diam.
(in.)

Height
(ft.)

Dist. to
Prop.

Line (ft)

Exhaust Temp. (deg. F) Exhaust Vol. (acfm)

Avg. Min. Max. Avg. Min. Max.

Discharge
Direction

PT
Set ID

BOP190006

PT36 BlndrPckr DC Blender and packer Dust
Collector

Round 15 95 180 70.0 70.0 110.0 Up R5,000.03,500.0 3,000.0

PT44 Wet End Wet End Ventillation Window 27 6 150 80.0 60.0 100.0 Horizontal W720.0480.0 240.0

PT47 BD2 Board Dryer Round 36 42 150 250.0 220.0 280.0 Up R35,000.032,500.0 30,000.0

PT51 WEVacDC Wet End Vacuum System
Stack

Round 22 56 175 80.0 35.0 120.0 Up R10,000.09,000.0 8,000.0

PT52 Dry Vac D/C Dry End Vacuum Dust
Collector Stack

Round 40 56 175 100.0 35.0 150.0 Up R30,000.030,000.0 15,000.0

PT104 Reclaim Cove Reclaim Conveyor Door 55 0 421 70.0 20.0 100.0 Horizontal D100.050.0 40.0

PT107 TransfrTwr1 Transfer Tower Door 1 Door 55 71 423 70.0 20.0 100.0 Horizontal D100.050.0 40.0

PT108 TransfrTwr2 Transfer Tower Door 2 Door 55 61 406 70.0 20.0 100.0 Horizontal D100.050.0 40.0

PT109 CrusherBldg1 Crusher Building  Door 1 Door 55 16 421 70.0 20.0 100.0 Horizontal D100.050.0 40.0

PT110 CrusherBldg2 Crusher Building  Door 2 Door 55 18 413 70.0 20.0 100.0 Horizontal D100.050.0 40.0

PT111 DeLumper Franklin Miller Delumper Rectangle 36 48 250 20.0 110.0 Horizontal R1.30.0

PT115 Building Exh Building Exhaust Round 18 25 175 60.0 50.0 70.0 Horizontal R200.0100.0 0.0

PT119 ResinExtrude Resin Extruder Round 16 42 175 105.0 60.0 150.0 Up R5,800.04,550.0 3,300.0

PT120 Cooling Sys Cooling System Round 25 16 175 80.0 60.0 100.0 Horizontal R10,600.05,300.0 0.0

Page 2 of 2



New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 2    3 Kettles    Kettle Calciners #1, #2 and #3

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 IKF-NG Kettle #1 Natural Gas
combustion emissions -
E3-CD1-PT3-PT4

Normal - Steady
State

E3 CD1 (P) PT3     
PT4     

3-05-015-11    0.0 8,760.0 14,000.0 16,000.0 720.0 1,140.0

OS2 IKF-DFO Kettle #1 Ultra Low Sulfur
Distillate Fuel Oil
combustion emissions -
E3-CD1-PT3-PT4

Normal - Steady
State

E3 CD1 (P) PT3     
PT4     

3-05-015-11    0.0 8,760.0 14,000.0 16,000.0 720.0 1,140.0

OS3 IKDC Kettle #1 emissions Only -
E3-CD1-PT4

Normal - Steady
State

E3 CD1 (P) PT4     3-05-015-11    0.0 8,760.0 11,500.0 12,500.0 220.0 350.0

OS4 2KF-NG Kettle #2 Natural Gas
combustion emissions -
E4-CD2-PT5-PT6

Normal - Steady
State

E4 CD2 (P) PT5     
PT6     

3-05-015-11    0.0 8,000.0 14,000.0 16,000.0 220.0 900.0

OS5 2KF-DFO Kettle #2 Ultra Low Sulfur
Distillate Fuel Oil
combustion emissions -
E4-CD2-PT5-PT6

Normal - Steady
State

E4 CD2 (P) PT5     
PT6     

3-05-015-11    0.0 8,000.0 14,000.0 16,000.0 220.0 900.0

OS6 2KDC Kettle #2 emissions only -
E4-CD2-PT6

Normal - Steady
State

E4 CD2 (P) PT6     3-05-015-11    0.0 8,000.0 11,500.0 12,500.0 220.0 240.0

OS7 3KF-NG Kettle #3 Natural Gas
combustion emissions -
E5-CD3-PT7-PT8

Normal - Steady
State

E5 CD3 (P) PT7     
PT8     

3-05-015-11    0.0 8,000.0 13,500.0 16,000.0 210.0 900.0

OS8 3KF-DFO Kettle #3 Ultra Low Sulfur
Distillate Fuel Oil
combustion emissions -
E5-CD3-PT7-PT8

Normal - Steady
State

E5 CD3 (P) PT7     
PT8     

3-05-015-11    0.0 8,000.0 13,500.0 16,000.0 210.0 900.0

OS9 3KDC Kettle #3 emissions only -
E5-CD3-PT8

Normal - Steady
State

E5 CD3 (P) PT8     3-05-015-11    0.0 8,000.0 11,500.0 12,500.0 220.0 240.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 6    OB1    Boiler for Office Heat

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 OB1-nat. gas Office Heat Boiler -
Natural Gas - E6-PT9

Normal - Steady
State

E6 PT9     3-05-015-03    0.0 8,760.0 11,000.0 12,500.0 210.0 250.0

U 7    BD    Board Dryer

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 BD-NG fuel Natural Gas fuel -
E7-PT10-PT11-PT47

Normal - Steady
State

E7 PT10    
PT11    
PT47    

3-05-015-03    0.0 8,760.0 88,000.0 131,000.0 220.0 280.0

OS2 BD-LOD fuel #2 distillate fuel oil -
E7-PT10-PT11-PT47

Normal - Steady
State

E7 PT10    
PT11    
PT47    

3-05-015-03    0.0 8,760.0 88,000.0 131,000.0 220.0 280.0

OS4 Wet End Wet End Print Station -
used during gypsum and
Dens production -
E63-PT44

Normal - Steady
State

E63 PT44    3-05-015-03    0.0 8,760.0 240.0 720.0 60.0 100.0

OS5 CC Curtain Coater Normal - Steady
State

E101 PT10    
PT11    
PT47    

0.0 8,760.0 A 0.0 35.0 105.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 8    PWH1    Process Water Heater

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 PWH1-NG Burning Natural Gas fuel -
E8-PT13

Normal - Steady
State

E8 PT13    3-05-015-03    0.0 8,760.0 580.0 630.0 575.0 625.0

OS2 PWH1-#2FO Burning #2 fuel oil -
E8-PT13 (emergency use
only per MACT Subpart
JJJJJJ)

Normal - Steady
State

E8 PT13    3-05-015-03    0.0 8,760.0 580.0 630.0 575.0 625.0

U 9    AFT1    6,000 Gallon Soap Solution Tank containing ethanol

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 AFT-6000 6000 gal. storage tank for
soap solution with ethanol
- E9-PT14

Normal - Steady
State

E9 PT14    3-05-999-99    0.0 8,760.0 25.0 100.0 50.0 90.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 10    ESDC    Board End Saw - used for cutting gypsum board to ordered size

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 ES Board end saw -
E10-CD4-PT15

Normal - Steady
State

E10 CD4 (P) PT15    3-05-999-99    0.0 8,000.0 3,600.0 4,000.0 40.0 100.0

U 11    RD    Rotary Rock Dryer, Conveyor #8B, - Load Skirt and Conveyor #8A - Source Skirt and Discharge Screw

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 RD-ng Rotary dryer used to dry
gypsum rock firing natural
gas - E11-CD5-PT16

Normal - Steady
State

E11 CD5 (P) PT16    3-05-015-01    0.0 8,760.0 0.0 45,000.0 180.0 250.0

OS2 RD-#2 oil Rotary dryer used to dry
gypsum rock firing No. 2
fuel oil - E11-CD5-PT16

Normal - Steady
State

E11 CD5 (P) PT16    3-05-015-01    0.0 8,760.0 0.0 45,000.0 180.0 250.0

OS3 1C8B Belt conveyor #8B - Load
Skirt - E12-CD5-PT16

Normal - Steady
State

E12 CD5 (P) PT16    3-05-015-04    0.0 8,760.0 0.0 1,000.0 60.0 100.0

OS4 2C8A Belt conveyor #8A -
Discharge Chute -
E13-CD5-PT16

Normal - Steady
State

E13 CD5 (P) PT16    3-05-015-04    0.0 8,760.0 0.0 1,000.0 60.0 100.0

OS5 3C8A Belt conveyor #8A - Load
skirt - E65-CD5-PT16

Normal - Steady
State

E65 CD5 (P) PT16    3-05-015-04    0.0 8,760.0 0.0 1,000.0 60.0 100.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 14    LPRB-LPBL    LP Reserve Bin and Landplaster Bulk Loading

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 LPSB Landplaster storage bin -
E14-CD6-PT17

Normal - Steady
State

E14 CD6 (P) PT17    3-05-015-03    

3-05-999-99    

0.0 8,760.0 0.0 2,000.0 20.0 100.0

OS2 LPBL Bulk loading of
landplaster -
E38-CD6-PT17

Normal - Steady
State

E38 CD6 (P) PT17    3-05-015-03    

3-05-999-99    

0.0 8,760.0 0.0 1,000.0 20.0 100.0

U 15    WEDC    Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 WEDC-SSE Stucco supply elevator -
E15-CD7-VENT
INDOOR

Normal - Steady
State

E15 CD7 (P) 3-05-999-99    0.0 8,760.0 150.0 250.0 130.0 150.0

OS2 WEDC-SRE Stucco recirculating
elevator -
E16-CD33-VENT
INDOOR

Normal - Steady
State

E16 CD33 (P) 3-05-999-99    0.0 8,760.0 150.0 250.0 130.0 150.0

OS3 WEDC-SSS Stucco Scalping Screw -
E66-CD32-VENT
INDOOR

Normal - Steady
State

E66 CD32 (P) 3-05-999-99    0.0 8,760.0 400.0 500.0 130.0 150.0

OS4 WEDC-DAE Dry Additives Elevator -
E59-CD34-VENT
INDOOR

Normal - Steady
State

E59 CD34 (P) 3-05-999-99    0.0 8,760.0 800.0 1,200.0 130.0 150.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 15    WEDC    Stucco Supply Elevator, Stucco Recirc. Elevator, Dry Additive Elevator, Scalping Screw, Weigh Belt Feeder

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS5 WEDC-SWBF Stucco Weigh Belt Feeder
- E67-CD32-VENT
INDOOR

Normal - Steady
State

E67 CD32 (P) 3-05-999-99    0.0 8,760.0 400.0 500.0 130.0 150.0

U 17    LPA1    Landplaster Pneumatic Conveying Process

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 LPA1 Landplaster pneumatic
conveyor - E17-CD8-Vent
Indoors

Normal - Steady
State

E17 CD8 (P) 3-08-999-99    0.0 792.0 450.0 500.0 40.0 100.0

Page 6 of 22



New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 18    SMS1    Stucco Mixing Screw Conveyor

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 SMS1 Stucco mixing screw
conveyor - E18-CD9-vent
indoors

Normal - Steady
State

E18 CD9 (P) 3-05-999-99    0.0 8,000.0 160.0 200.0 40.0 100.0

U 19    BPS1    Board Stucco Silo #1

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 BPS1 Board stucco silo #1 -
E19-CD10-PT21(venting
indoors)

Normal - Steady
State

E19 CD10 (P) 3-05-999-99    0.0 8,200.0 160.0 200.0 40.0 100.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 20    BPS2    Board Stucco Silo #2

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 BPS2 Board stucco silo #2 -
E20-CD11-PT22(vent
indoors)

Normal - Steady
State

E20 CD11 (P) 3-05-999-99    0.0 8,200.0 160.0 200.0 40.0 100.0

U 21    441C    441 Screw Conveyor

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 441ScrewConv 441 Screw Conveyor -
E21-CD12-PT23 Vent
Indoors

Normal - Steady
State

E21 CD12 (P) 3-05-999-99    0.0 8,200.0 160.0 300.0 40.0 100.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 22    SRB1    Stucco Reserve Bin #1

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 SRB1 Stucco reserve bin #1 -
E22-CD13-VENT
INDOORS

Normal - Steady
State

E22 CD13 (P) 3-05-999-99    0.0 500.0 160.0 200.0 40.0 100.0

U 23    PMV1    Pin Mixer

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 PinMixer Pin Mixer -
E23-CD14-VENT
INDOOR

Normal - Steady
State

E23 CD14 (P) 3-05-999-99    0.0 8,160.0 320.0 350.0 40.0 100.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 24    RM1and RM2    Raymond Mill #1 and Raymond Mill #2

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 RM1-NG 60" Raymond Mill #1 -
NG Fuel -
E24-CD16-PT26

Normal - Steady
State

E24 CD16 (P) PT26    3-05-015-02    0.0 8,760.0 9,500.0 10,000.0 150.0 200.0

OS2 RM1-#2oil 60" Raymond Mill #1 - #2
Distillate oil -
E24-CD16-PT26

Normal - Steady
State

E24 CD16 (P) PT26    3-05-015-02    0.0 8,760.0 9,500.0 10,000.0 150.0 200.0

OS3 RM2-NG 60" Raymond Mill #2 -
NG Fuel -
E25-CD18-PT27

Normal - Steady
State

E25 CD18 (P) PT27    3-05-015-02    0.0 8,760.0 9,500.0 10,000.0 150.0 200.0

OS4 RM2-#2oil 60" Raymond Mill #2 - #2
Distillate oil -
E25-CD18-PT27

Normal - Steady
State

E25 CD18 (P) PT27    3-05-015-02    0.0 8,760.0 9,500.0 10,000.0 150.0 200.0

U 26    4RB    Portland Cement Bin (aka Reserve Bin #4)

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 4RB Portland Cement Bin
(originally Reserve Bin
#4) - E26-CD19-VENT
INDOOR

Normal - Steady
State

E26 CD19 (P) 3-05-999-99    0.0 8,760.0 275.0 750.0 115.0 135.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 27    LPB1    Landplaster Bin #1

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 LPB1 Landplaster Bin #1 -
E27-CD20-vent indoors

Normal - Steady
State

E27 CD20 (P) 3-05-999-99    0.0 8,000.0 180.0 200.0 110.0 140.0

U 28    LPB2    Landplaster Bin #2

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 LPB2 Landplaster Bin #2 -
E28-CD21-vent indoors

Normal - Steady
State

E28 CD21 (P) 3-05-999-99    0.0 8,200.0 180.0 200.0 110.0 140.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 29    LPB3    Landplaster Bin #3

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 LPB3 Landplaster Bin #3 -
E29-CD22-vent indoors

Normal - Steady
State

E29 CD22 (P) 3-05-999-99    0.0 8,200.0 180.0 200.0 110.0 140.0

U 30    SRB3-MPB1    Moulding Plaster Bin / Stucco Reserve Bin #3

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 SRB3-MPB1 Moulding Plaster Bin #3
(aka Stucco Reserve Bin
#3) -
E30-CD23-PT32(venting
indoors)

Normal - Steady
State

E30 CD23 (P) 3-05-999-99    0.0 500.0 160.0 200.0 40.0 100.0

OS2 MPBE Moulding Plaster Bin
Elevator -
E61-CD23-PT32(venting
indoors)

Normal - Steady
State

E61 CD23 (P) 3-05-999-99    0.0 8,760.0 160.0 200.0 40.0 100.0
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New Jersey Department of Environmental Protection
Emission Unit/Batch Process Inventory

GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 31    SC    Stucco Cooling

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 SC-#1EDS Stucco Cooler - #1
Elevator Discharge Screw

Normal - Steady
State

E31 CD24 (P) PT33    3-05-999-99    0.0 8,000.0 0.0 8,000.0 160.0 190.0

OS2 SC-#1CS Stucco Cooler - #1
Collecting Screw

Normal - Steady
State

E32 CD24 (P) PT33    3-05-999-99    0.0 8,000.0 0.0 8,000.0 160.0 190.0

OS3 SC-#1XS Stucco Cooler - #1 Cross
Screw

Normal - Steady
State

E33 CD24 (P) PT33    3-05-999-99    0.0 8,000.0 0.0 8,000.0 160.0 190.0

OS4 SC-#2EDS Stucco Cooler - #2
Elevator Discharge Screw

Normal - Steady
State

E34 CD24 (P) PT33    3-05-999-99    0.0 8,000.0 0.0 8,000.0 160.0 190.0

OS5 SC-#2CS Stucco Cooler - #2
Collecting Screw

Normal - Steady
State

E35 CD24 (P) PT33    3-05-999-99    0.0 8,000.0 0.0 8,000.0 160.0 190.0

OS6 SC-#2XS Stucco Cooler - #2 Cross
Screw

Normal - Steady
State

E36 CD24 (P) PT33    3-05-999-99    0.0 8,000.0 0.0 8,000.0 160.0 190.0

OS7 SC-#430CS Stucco Cooler - #430
Conveyor Screw

Normal - Steady
State

E37 CD24 (P) PT33    3-05-999-99    0.0 8,000.0 0.0 8,000.0 160.0 190.0

OS8 BSLS Bulk Stucco Loading
Spout

Normal - Steady
State

E71 CD24 (P) PT33    3-05-999-99    0.0 1,000.0 0.0 8,000.0 160.0 190.0

OS9 BSHE Bulk Stucco Handling
Elevator

Normal - Steady
State

E57 CD24 (P) PT33    3-05-999-99    0.0 1,000.0 0.0 8,000.0 160.0 190.0

OS10 BSHS Bulk Stucco Handling
Sifter

Normal - Steady
State

E58 CD24 (P) PT33    3-05-999-99    0.0 1,000.0 0.0 8,000.0 160.0 190.0

OS11 Barrel Separ Barrel Separator Normal - Steady
State

E106 CD24 (P) PT33    0.0 8,760.0 0.0 8,000.0 160.0 190.0
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New Jersey Department of Environmental Protection
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GEORGIA-PACIFIC GYPSUM LLC (51611)
BOP190006

Date: 12/4/2019

U 34    RF    Reclaim Feeder and Belt Conveyor

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 RFeeder Reclaim Feeder and Belt
Conveyor- Feeder for
shredding wallboard -
E40-PT34

Normal - Steady
State

E40 PT34    3-05-999-99    0.0 8,760.0 40.0 100.0 20.0 100.0

OS2 Reclaim Conv Reclaim Belt Conveyor Normal - Steady
State

E104 PT104   0.0 8,760.0 40.0 100.0 20.0 100.0

U 35    DCB    Dens Cal Feed Bin

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 DCB Storage of Dens Cal in Bin
- E42-CD25-vents indoor

Normal - Steady
State

E42 CD25 (P) 3-05-999-99    0.0 8,760.0 100.0 300.0 70.0 70.0
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U 36    BPS    Blender / Packer System

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 BPacker Bag Packer -
E43-CD26-PT36

Normal - Steady
State

E43 CD26 (P) PT36    3-05-999-99    0.0 8,760.0 3,000.0 5,000.0 70.0 110.0

OS2 Blend-Weigh Bulk Plaster Blender and
Weigher -
E44-CD26-PT36

Normal - Steady
State

E44 CD26 (P) PT36    3-05-999-99    0.0 8,760.0 3,000.0 5,000.0 70.0 110.0

OS3 #1RockBinTra #1 Rock Bin Transfer - 11
Belt - E45-CD26-PT36

Normal - Steady
State

E45 CD26 (P) PT36    3-05-999-99    0.0 1,825.0 3,000.0 5,000.0 70.0 110.0

OS4 #2RockBinTra #2 Rock Bin Transfer - 11
Belt - E46-CD26-PT36

Normal - Steady
State

E46 CD26 (P) PT36    3-05-999-99    0.0 1,825.0 3,000.0 5,000.0 70.0 110.0

OS5 RockTransfer Rock Transfer - 10 Belt to
11 Belt - E47-CD26-PT36

Normal - Steady
State

E47 CD26 (P) PT36    3-05-999-99    0.0 3,650.0 3,000.0 5,000.0 70.0 110.0

OS6 Bag Packer 2 Bag Packer -
E102-CD26-PT36

Normal - Steady
State

E102 CD26 (P) PT36    0.0 8,760.0 3,000.0 5,000.0 70.0 110.0

U 37    LPB4    Landplaster Bin #4 (aka  Board Plant Landplaster Bin)

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 LPB4 Landplaster Bin #4 -
E48-CD27-vent indoors

Normal - Steady
State

E48 CD27 (P) 3-05-999-99    0.0 8,760.0 100.0 300.0 70.0 70.0
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U 38    IM    Impact Mill

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 IM#1 Impact Mill #1 Normal - Steady
State

E49 CD28 (P) 3-05-999-99    0.0 7,333.0 0.0 1,200.0 70.0 70.0

OS2 IM#2 Impact Mill #2 Normal - Steady
State

E70 CD28 (P) 3-05-999-99    0.0 7,333.0 0.0 1,200.0 70.0 70.0

OS3 MPBE Moulding Plaster Bin
Elevator - E61-CD31
(venting indoors)

Normal - Steady
State

E61 CD28 (P) 3-05-999-99    0.0 8,760.0 0.0 1,200.0 70.0 70.0

U 39    SDS    Impact Mill Screen

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 SDS Impact Mill Screen -
E50-CD29-vent indoors

Normal - Steady
State

E50 CD29 (P) 3-05-999-99    0.0 8,760.0 100.0 300.0 70.0 70.0
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U 40    SRB2    Stucco Reserve Bin #2

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 SRB2 #2 Stucco Reserve Bin -
E51-CD30-vent indoors

Normal - Steady
State

E51 CD30 (P) 3-05-999-99    0.0 8,760.0 100.0 300.0 100.0 150.0

U 41    IMFB    Impact Mill Feed Bin

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 IMFB Feed Bin to the Impact
Mill - E52-CD31-(vent
indoors)

Normal - Steady
State

E52 CD31 (P) 3-05-999-99    0.0 8,760.0 100.0 300.0 70.0 70.0

OS2 IMFBE Impact Mill Feed Bin
Elevator - E60-CD31-
(vent indoors)

Normal - Steady
State

E60 CD31 (P) 0.0 8,760.0 100.0 300.0 70.0 70.0
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U 42    BM    Ball Mills 1-4

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 BM1 Ball Mill 1 -
E53-CD37-vent indoors

Normal - Steady
State

E53 CD37 (P) 3-05-999-99    0.0 8,760.0 0.0 1,200.0 35.0 110.0

OS2 BM2 Ball Mill 2 -
E54-CD37-vent indoors

Normal - Steady
State

E54 CD37 (P) 3-05-999-99    0.0 8,760.0 0.0 1,200.0 35.0 110.0

OS3 BM3 Ball Mill 3 -
E55-CD37-vent indoors

Normal - Steady
State

E55 CD37 (P) 3-05-999-99    0.0 8,760.0 0.0 1,200.0 35.0 110.0

OS4 BM4 Ball Mill 4 -
E56-CD37-vent indoors

Normal - Steady
State

E56 CD37 (P) 3-05-999-99    0.0 8,760.0 0.0 1,200.0 35.0 110.0

U 43    Wet End Vac    Wet End Vacuum System

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 Wet End Vac Wet End Vacuum System
- E68-CD35-PT51

Normal - Steady
State

E68 CD35 (P) PT51    3-05-999-99    0.0 8,760.0 8,000.0 10,000.0 35.0 120.0
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U 44    Dry End Vac    Dry End Central Vacuum System

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 DryEndVac Dry End Central Vacuum
System - E69-CD36-PT52

Normal - Steady
State

E69 CD36 (P) PT52    3-05-015-03    0.0 8,760.0 15,000.0 30,000.0 35.0 150.0

U 47    Reject Bin    Reject Bin Dust Collector

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 Reject Bin Reject Bin Dust Collector
-  VENTS INDOORS

Normal - Steady
State

E75 CD39 (P) 3-05-015-03    0.0 8,760.0 200.0 300.0 200.0 350.0

U 51    Crshr/Trnsfr    Crusher Building and Transfer Tower

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 #7 Belt #7 Belt Normal - Steady
State

E107 PT107   
PT108   

0.0 8,760.0 70.0 70.0
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U 51    Crshr/Trnsfr    Crusher Building and Transfer Tower

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS2 #8 Belt #8 Belt Normal - Steady
State

E108 PT107   
PT108   

0.0 8,760.0 70.0 70.0

OS3 #9 Belt #9 Belt Normal - Steady
State

E109 PT107   
PT108   

0.0 8,760.0 70.0 70.0

OS4 #10 Belt #10 Belt Normal - Steady
State

E110 PT109   
PT110   

0.0 8,760.0 70.0 70.0

OS5 #11 Belt #11 Belt Normal - Steady
State

E111 PT109   
PT110   

0.0 8,760.0 70.0 70.0

U 52    Auger #1    Temporary Discharge Auger #1

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 Auger #1 7" horizontal auger, 9"
diagonal auger; 240 RPM;
6-10 tons/hr

Normal - Steady
State

E112 0.0 960.0
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U 53    DeLumper    Franklin Miller DeLumper

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 Hopper Feed Hopper - Fugitive
emissions from building
openings

Normal - Steady
State

E113 PT111   0.0 8,760.0 0.0 1.3 20.0 110.0

OS2 Delump-Auger Delumper/Discharge
Auger - Fugitive emissions
from building openings

Normal - Steady
State

E114 PT111   0.0 8,760.0 0.0 1.3 20.0 110.0

U 54    Extr    Resin Extrusion Process

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS1 VacuumLoader Vacuum Loader Normal - Steady
State

E115 PT115   0.0 8,760.0 0.0 50.0 50.0 70.0

OS2 Hopper Dryer Hopper Dryer Normal - Steady
State

E116 PT115   0.0 8,760.0 0.0 50.0 50.0 70.0

OS3 PigmentFeed1 Pigment Feeder 1 Normal - Steady
State

E117 PT115   0.0 8,760.0 0.0 50.0 50.0 70.0

OS4 PigmentFeed2 Pigment Feeder 2 Normal - Steady
State

E118 PT115   0.0 8,760.0 0.0 50.0 50.0 70.0

OS5 ResinExtrude Resin Extruder Normal - Steady
State

E119 CD40 (P) PT119   0.0 8,760.0 A 3,300.0 5,800.0 60.0 150.0
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U 54    Extr    Resin Extrusion Process

UOS
NJID

Facility's
Designation

UOS
Description

Operation
Type

Signif.
Equip.

Control
Device(s)

Emission
Point(s) SCC(s)

Flow
 (acfm)

Temp.
 (deg F)

Min. Max. Min. Max.

Annual
Oper. Hours
Min. Max.

VOC
 Range

OS6 CoolingSys Cooling Tower / Cooling
Water Tank

Normal - Steady
State

E120 PT120   0.0 8,760.0 0.0 10,600.0 60.0 100.0
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